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40 CFR Ch. I (7–1–11 Edition) § 63.6640 

§ 63.6640 How do I demonstrate con-
tinuous compliance with the emis-
sion limitations and operating limi-
tations? 

(a) You must demonstrate contin-
uous compliance with each emission 
limitation and operating limitation in 
Tables 1a and 1b, Tables 2a and 2b, 
Table 2c, and Table 2d to this subpart 
that apply to you according to methods 
specified in Table 6 to this subpart. 

(b) You must report each instance in 
which you did not meet each emission 
limitation or operating limitation in 
Tables 1a and 1b, Tables 2a and 2b, 
Table 2c, and Table 2d to this subpart 
that apply to you. These instances are 
deviations from the emission and oper-
ating limitations in this subpart. These 
deviations must be reported according 
to the requirements in § 63.6650. If you 
change your catalyst, you must rees-
tablish the values of the operating pa-
rameters measured during the initial 
performance test. When you reestablish 
the values of your operating param-
eters, you must also conduct a per-
formance test to demonstrate that you 
are meeting the required emission lim-
itation applicable to your stationary 
RICE. 

(c) [Reserved] 
(d) For new, reconstructed, and re-

built stationary RICE, deviations from 
the emission or operating limitations 
that occur during the first 200 hours of 
operation from engine startup (engine 
burn-in period) are not violations. Re-
built stationary RICE means a sta-
tionary RICE that has been rebuilt as 
that term is defined in 40 CFR 94.11(a). 

(e) You must also report each in-
stance in which you did not meet the 
requirements in Table 8 to this subpart 
that apply to you. If you own or oper-
ate a new or reconstructed stationary 
RICE with a site rating of less than or 
equal to 500 brake HP located at a 
major source of HAP emissions (except 
new or reconstructed 4SLB engines 
greater than or equal to 250 and less 
than or equal to 500 brake HP), a new 
or reconstructed stationary RICE lo-
cated at an area source of HAP emis-
sions, or any of the following RICE 
with a site rating of more than 500 
brake HP located at a major source of 
HAP emissions, you do not need to 
comply with the requirements in Table 

8 to this subpart: An existing 2SLB sta-
tionary RICE, an existing 4SLB sta-
tionary RICE, an existing emergency 
stationary RICE, an existing limited 
use stationary RICE, or an existing 
stationary RICE which fires landfill 
gas or digester gas equivalent to 10 per-
cent or more of the gross heat input on 
an annual basis. If you own or operate 
any of the following RICE with a site 
rating of more than 500 brake HP lo-
cated at a major source of HAP emis-
sions, you do not need to comply with 
the requirements in Table 8 to this sub-
part, except for the initial notification 
requirements: a new or reconstructed 
stationary RICE that combusts landfill 
gas or digester gas equivalent to 10 per-
cent or more of the gross heat input on 
an annual basis, a new or reconstructed 
emergency stationary RICE, or a new 
or reconstructed limited use stationary 
RICE. 

(f) Requirements for emergency sta-
tionary RICE. (1) If you own or operate 
an existing emergency stationary RICE 
with a site rating of less than or equal 
to 500 brake HP located at a major 
source of HAP emissions, a new or re-
constructed emergency stationary 
RICE with a site rating of more than 
500 brake HP located at a major source 
of HAP emissions that was installed on 
or after June 12, 2006, or an existing 
emergency stationary RICE located at 
an area source of HAP emissions, you 
must operate the emergency stationary 
RICE according to the requirements in 
paragraphs (f)(1)(i) through (iii) of this 
section. Any operation other than 
emergency operation, maintenance and 
testing, and operation in non-emer-
gency situations for 50 hours per year, 
as described in paragraphs (f)(1)(i) 
through (iii) of this section, is prohib-
ited. If you do not operate the engine 
according to the requirements in para-
graphs (f)(1)(i) through (iii) of this sec-
tion, the engine will not be considered 
an emergency engine under this sub-
part and will need to meet all require-
ments for non-emergency engines. 

(i) There is no time limit on the use 
of emergency stationary RICE in emer-
gency situations. 

(ii) You may operate your emergency 
stationary RICE for the purpose of 
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maintenance checks and readiness test-
ing, provided that the tests are rec-
ommended by Federal, State or local 
government, the manufacturer, the 
vendor, or the insurance company asso-
ciated with the engine. Maintenance 
checks and readiness testing of such 
units is limited to 100 hours per year. 
The owner or operator may petition 
the Administrator for approval of addi-
tional hours to be used for mainte-
nance checks and readiness testing, but 
a petition is not required if the owner 
or operator maintains records indi-
cating that Federal, State, or local 
standards require maintenance and 
testing of emergency RICE beyond 100 
hours per year. 

(iii) You may operate your emer-
gency stationary RICE up to 50 hours 
per year in non-emergency situations, 
but those 50 hours are counted towards 
the 100 hours per year provided for 
maintenance and testing. The 50 hours 
per year for non-emergency situations 
cannot be used for peak shaving or to 
generate income for a facility to sup-
ply power to an electric grid or other-
wise supply power as part of a financial 
arrangement with another entity; ex-
cept that owners and operators may 
operate the emergency engine for a 
maximum of 15 hours per year as part 
of a demand response program if the re-
gional transmission organization or 
equivalent balancing authority and 
transmission operator has determined 
there are emergency conditions that 
could lead to a potential electrical 
blackout, such as unusually low fre-
quency, equipment overload, capacity 
or energy deficiency, or unacceptable 
voltage level. The engine may not be 
operated for more than 30 minutes 
prior to the time when the emergency 
condition is expected to occur, and the 
engine operation must be terminated 
immediately after the facility is noti-
fied that the emergency condition is no 
longer imminent. The 15 hours per year 
of demand response operation are 
counted as part of the 50 hours of oper-
ation per year provided for non-emer-
gency situations. The supply of emer-
gency power to another entity or enti-
ties pursuant to financial arrangement 
is not limited by this paragraph 
(f)(1)(iii), as long as the power provided 

by the financial arrangement is limited 
to emergency power. 

(2) If you own or operate an emer-
gency stationary RICE with a site rat-
ing of more than 500 brake HP located 
at a major source of HAP emissions 
that was installed prior to June 12, 
2006, you must operate the engine ac-
cording to the conditions described in 
paragraphs (f)(2)(i) through (iii) of this 
section. If you do not operate the en-
gine according to the requirements in 
paragraphs (f)(2)(i) through (iii) of this 
section, the engine will not be consid-
ered an emergency engine under this 
subpart and will need to meet all re-
quirements for non-emergency engines. 

(i) There is no time limit on the use 
of emergency stationary RICE in emer-
gency situations. 

(ii) You may operate your emergency 
stationary RICE for the purpose of 
maintenance checks and readiness test-
ing, provided that the tests are rec-
ommended by the manufacturer, the 
vendor, or the insurance company asso-
ciated with the engine. Required test-
ing of such units should be minimized, 
but there is no time limit on the use of 
emergency stationary RICE in emer-
gency situations and for routine test-
ing and maintenance. 

(iii) You may operate your emer-
gency stationary RICE for an addi-
tional 50 hours per year in non-emer-
gency situations. The 50 hours per year 
for non-emergency situations cannot 
be used for peak shaving or to generate 
income for a facility to supply power to 
an electric grid or otherwise supply 
power as part of a financial arrange-
ment with another entity. 

[69 FR 33506, June 15, 2004, as amended at 71 
FR 20467, Apr. 20, 2006; 73 FR 3606, Jan. 18, 
2008; 75 FR 9676, Mar. 3, 2010; 75 FR 51591, 
Aug. 20, 2010] 

NOTIFICATIONS, REPORTS, AND RECORDS 

§ 63.6645 What notifications must I 
submit and when? 

(a) You must submit all of the notifi-
cations in §§ 63.7(b) and (c), 63.8(e), (f)(4) 
and (f)(6), 63.9(b) through (e), and (g) 
and (h) that apply to you by the dates 
specified if you own or operate any of 
the following; 

(1) An existing stationary RICE with 
a site rating of less than or equal to 500 
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