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shall include a description of the energy con-
servation measures implemented and the en-
ergy savings generated from each measure 
and an explanation of the criteria used for 
determining that savings. You must submit 
the implementation plan for emission credits 
to the applicable delegated authority for re-
view and approval no later than 180 days be-
fore the date on which the facility intends to 
demonstrate compliance using the emission 
credit approach. 

(e) The emissions rate from each existing 
boiler participating in the emissions credit 

option must be in compliance with the limits 
in Table 2 to this subpart at all times fol-
lowing the compliance date specified in 
§ 63.7495. 

(f) You must demonstrate initial compli-
ance according to paragraph (f)(1) or (2) of 
this section. 

(1) You must use Equation 13 of this sec-
tion to demonstrate that the emissions from 
the affected boiler participating in the emis-
sions credit compliance approach do not ex-
ceed the emission limits in Table 2 to this 
subpart. 

Where: 

Eadj = Emission level adjusted applying the 
emission credits earned, lb per million 
Btu steam output for the affected boiler. 

Em = Emissions measured during the per-
formance test, lb per million Btu steam 
output for the affected boiler. 

EC = Emission credits from equation 12 for 
the affected boiler. 

CONTINUOUS COMPLIANCE REQUIREMENTS 

§ 63.7535 How do I monitor and collect data 
to demonstrate continuous compliance? 

(a) You must monitor and collect data ac-
cording to this section and the site-specific 
monitoring plan required by § 63.7505(d). 

(b) You must operate the monitoring sys-
tem and collect data at all required intervals 
at all times that the affected source is oper-
ating, except for periods of monitoring sys-
tem malfunctions or out of control periods 
(see § 63.8(c)(7) of this part), and required 
monitoring system quality assurance or con-
trol activities, including, as applicable, cali-
bration checks and required zero and span 
adjustments. A monitoring system malfunc-
tion is any sudden, infrequent, not reason-
ably preventable failure of the monitoring 
system to provide valid data. Monitoring 
system failures that are caused in part by 
poor maintenance or careless operation are 
not malfunctions. You are required to effect 
monitoring system repairs in response to 
monitoring system malfunctions or out-of- 
control periods and to return the monitoring 
system to operation as expeditiously as prac-
ticable. 

(c) You may not use data recorded during 
monitoring system malfunctions or out-of- 
control periods, repairs associated with mon-
itoring system malfunctions or out-of-con-
trol periods, or required monitoring system 
quality assurance or control activities in 
data averages and calculations used to re-
port emissions or operating levels. You must 

use all the data collected during all other pe-
riods in assessing the operation of the con-
trol device and associated control system. 

(d) Except for periods of monitoring sys-
tem malfunctions or out-of-control periods, 
repairs associated with monitoring system 
malfunctions or out-of-control periods, and 
required monitoring system quality assur-
ance or quality control activities including, 
as applicable, calibration checks and re-
quired zero and span adjustments, failure to 
collect required data is a deviation of the 
monitoring requirements. 

§ 63.7540 How do I demonstrate continuous 
compliance with the emission limitations, 
fuel specifications and work practice 
standards? 

(a) You must demonstrate continuous com-
pliance with each emission limit, operating 
limit, and work practice standard in Tables 
1 through 3 to this subpart that applies to 
you according to the methods specified in 
Table 8 to this subpart and paragraphs (a)(1) 
through (11) of this section. 

(1) Following the date on which the initial 
compliance demonstration is completed or is 
required to be completed under §§ 63.7 and 
63.7510, whichever date comes first, operation 
above the established maximum or below the 
established minimum operating limits shall 
constitute a deviation of established oper-
ating limits listed in Table 4 of this subpart 
except during performance tests conducted 
to determine compliance with the emission 
limits or to establish new operating limits. 
Operating limits must be confirmed or rees-
tablished during performance tests. 

(2) As specified in § 63.7550(c), you must 
keep records of the type and amount of all 
fuels burned in each boiler or process heater 
during the reporting period to demonstrate 
that all fuel types and mixtures of fuels 
burned would either result in lower emis-
sions of hydrogen chloride and mercury than 
the applicable emission limit for each pollut-
ant (if you demonstrate compliance through 
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