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limit. Supporting documentation 
should include results of any fuel anal-
yses and basis for the estimates of 
maximum TSM fuel input or TSM 
emission rates. You can use the results 
from one fuel analysis for multiple 
boilers and process heaters provided 
they are all burning the same fuel 
type. However, you must calculate 
TSM fuel input, or TSM emission rates, 
for each boiler and process heater. 

(5) A copy of all calculations and sup-
porting documentation of maximum 
mercury fuel input, using Equation 7 of 
§ 63.7530, that were done to demonstrate 
continuous compliance with the mer-
cury emission limit for sources that 
demonstrate compliance through per-
formance testing. For sources that 
demonstrate compliance through fuel 
analysis, a copy of all calculations and 
supporting documentation of mercury 
emission rates, using Equation 11 of 
§ 63.7530, that were done to demonstrate 
compliance with the mercury emission 
limit. Supporting documentation 
should include results of any fuel anal-
yses and basis for the estimates of 
maximum mercury fuel input or mer-
cury emission rates. You can use the 
results from one fuel analysis for mul-
tiple boilers and process heaters pro-
vided they are all burning the same 
fuel type. However, you must calculate 
mercury fuel input, or mercury emis-
sion rates, for each boiler and process 
heater. 

(e) If your boiler or process heater is 
subject to an emission limit or work 
practice standard in Table 1 to this 
subpart and has a federally enforceable 
permit that limits the annual capacity 
factor to less than or equal to 10 per-
cent such that the unit is in one of the 
limited use subcategories, you must 
keep the records in paragraphs (e)(1) 
and (2) of this section. 

(1) A copy of the federally enforce-
able permit that limits the annual ca-
pacity factor of the source to less than 
or equal to 10 percent. 

(2) Fuel use records for the days the 
boiler or process heater was operating. 

§ 63.7560 In what form and how long 
must I keep my records? 

(a) Your records must be in a form 
suitable and readily available for expe-

ditious review, according to 
§ 63.10(b)(1). 

(b) As specified in § 63.10(b)(1), you 
must keep each record for 5 years fol-
lowing the date of each occurrence, 
measurement, maintenance, corrective 
action, report, or record. 

(c) You must keep each record on site 
for at least 2 years after the date of 
each occurrence, measurement, main-
tenance, corrective action, report, or 
record, according to § 63.10(b)(1). You 
can keep the records off site for the re-
maining 3 years. 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.7565 What parts of the General 
Provisions apply to me? 

Table 10 to this subpart shows which 
parts of the General Provisions in 
§§ 63.1 through 63.15 apply to you. 

§ 63.7570 Who implements and en-
forces this subpart? 

(a) This subpart can be implemented 
and enforced by U.S. EPA, or a dele-
gated authority such as your State, 
local, or tribal agency. If the EPA Ad-
ministrator has delegated authority to 
your State, local, or tribal agency, 
then that agency (as well as the U.S. 
EPA) has the authority to implement 
and enforce this subpart. You should 
contact your EPA Regional Office to 
find out if this subpart is delegated to 
your State, local, or tribal agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or tribal agency 
under 40 CFR part 63, subpart E, the 
authorities listed in paragraphs (b)(1) 
through (5) of this section are retained 
by the EPA Administrator and are not 
transferred to the State, local, or trib-
al agency, however, the U.S. EPA re-
tains oversight of this subpart and can 
take enforcement actions, as appro-
priate. 

(1) Approval of alternatives to the 
non-opacity emission limits and work 
practice standards in § 63.7500(a) and (b) 
under § 63.6(g). 

(2) Approval of alternative opacity 
emission limits in § 63.7500(a) under 
§ 63.6(h)(9). 

(3) Approval of major change to test 
methods in Table 5 to this subpart 
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under § 63.7(e)(2)(ii) and (f) and as de-
fined in § 63.90. 

(4) Approval of major change to mon-
itoring under § 63.8(f) and as defined in 
§ 63.90. 

(5) Approval of major change to rec-
ordkeeping and reporting under 
§ 63.10(f) and as defined in § 63.90. 

§ 63.7575 What definitions apply to this 
subpart? 

Terms used in this subpart are de-
fined in the CAA, in § 63.2 (the General 
Provisions), and in this section as fol-
lows: 

Annual capacity factor means the 
ratio between the actual heat input to 
a boiler or process heater from the 
fuels burned during a calendar year, 
and the potential heat input to the 
boiler or process heater had it been op-
erated for 8,760 hours during a year at 
the maximum steady state design heat 
input capacity. 

Bag leak detection system means an in-
strument that is capable of monitoring 
particulate matter loadings in the ex-
haust of a fabric filter (i.e., baghouse) 
in order to detect bag failures. A bag 
leak detection system includes, but is 
not limited to, an instrument that op-
erates on electrodynamic, 
triboelectric, light scattering, light 
transmittance, or other principle to 
monitor relative particulate matter 
loadings. 

Biomass fuel means unadulterated 
wood as defined in this subpart, wood 
residue, and wood products (e.g., trees, 
tree stumps, tree limbs, bark, lumber, 
sawdust, sanderdust, chips, scraps, 
slabs, millings, and shavings); animal 
litter; vegetative agricultural and sil-
vicultural materials, such as logging 
residues (slash), nut and grain hulls 
and chaff (e.g., almond, walnut, peanut, 
rice, and wheat), bagasse, orchard 
prunings, corn stalks, coffee bean hulls 
and grounds. 

Blast furnace gas fuel-fired boiler or 
process heater means an industrial/com-
mercial/institutional boiler or process 
heater that receives 90 percent or more 
of its total heat input (based on an an-
nual average) from blast furnace gas. 

Boiler means an enclosed device using 
controlled flame combustion and hav-
ing the primary purpose of recovering 
thermal energy in the form of steam or 

hot water. Waste heat boilers are ex-
cluded from this definition. 

Coal means all solid fuels classifiable 
as anthracite, bituminous, sub-bitu-
minous, or lignite by the American So-
ciety for Testing and Materials in 
ASTM D388–991 ∈1, ‘‘Standard Specifica-
tion for Classification of Coals by 
Rank 1’’ (incorporated by reference, see 
§ 63.14(b)), coal refuse, and petroleum 
coke. Synthetic fuels derived from coal 
for the purpose of creating useful heat 
including but not limited to, solvent- 
refined coal, coal-oil mixtures, and 
coal-water mixtures, for the purposes 
of this subpart. Coal derived gases are 
excluded from this definition. 

Coal refuse means any by-product of 
coal mining or coal cleaning operations 
with an ash content greater than 50 
percent (by weight) and a heating value 
less than 13,900 kilojoules per kilogram 
(6,000 Btu per pound) on a dry basis. 

Commercial/institutional boiler means a 
boiler used in commercial establish-
ments or institutional establishments 
such as medical centers, research cen-
ters, institutions of higher education, 
hotels, and laundries to provide elec-
tricity, steam, and/or hot water. 

Common Stack means the exhaust of 
emissions from two or more affected 
units through a single flue. 

Construction/demolition material means 
waste building material that result 
from the construction or demolition 
operations on houses and commercial 
and industrial buildings. 

Deviation. (1) Deviation means any 
instance in which an affected source 
subject to this subpart, or an owner or 
operator of such a source: 

(i) Fails to meet any requirement or 
obligation established by this subpart 
including, but not limited to, any emis-
sion limit, operating limit, or work 
practice standard; 

(ii) Fails to meet any term or condi-
tion that is adopted to implement an 
applicable requirement in this subpart 
and that is included in the operating 
permit for any affected source required 
to obtain such a permit; or 

(iii) Fails to meet any emission 
limit, operating limit, or work practice 
standard in this subpart during start-
up, shutdown, or malfunction, regard-
less or whether or not such failure is 
permitted by this subpart. 
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