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(3) If the process vent is also subject 
to another subpart under 40 CFR part 
61 or 40 CFR part 63, you control emis-
sions of the HAP listed in Table 1 of 
this subpart from the affected process 
vent in compliance with the standards 
specified in the applicable subpart. 
This means you are complying with all 
applicable emissions limitations and 
work practice standards under the 
other subpart (e.g., you install and op-
erate the required air pollution con-
trols or have implemented the required 
work practice to reduce HAP emissions 
to levels specified by the applicable 
subpart). This provision does not apply 
to any exemption of the affected source 
from the emissions limitations and 
work practice standards allowed by the 
other applicable subpart. 

(c) A process vent that meets the ex-
emption requirements in paragraphs 
(c)(1) and (2) of this section is exempted 
from the requirements in paragraph (b) 
of this section. 

(1) The process vent stream exiting 
the process vent meets the conditions 
in either paragraph (c)(1)(i) or (ii) of 
this section. 

(i) The process vent stream flow rate 
is less than 0.005 cubic meters per 
minute (m3/min) at standard conditions 
(as defined in 40 CFR 63.2); or 

(ii) The process vent stream flow rate 
is less than 6.0 m3/min at standard con-
ditions (as defined in 40 CFR 63.2) and 
the total concentration of HAP listed 
in Table 1 of this subpart is less than 20 
parts per million by volume (ppmv). 

(2) You must demonstrate that the 
process vent stream meets the applica-
ble exemption conditions in paragraph 
(c)(1) of this section using the proce-
dures specified in § 63.694(m). You must 
prepare and maintain documentation 
at your facility to support your deter-
mination of the process vent stream 
flow rate. This documentation must in-
clude identification of each process 
vent exempted under this paragraph 
and the test results used to determine 
the process vent stream flow rate and 
total HAP concentration, as applicable 
to the exemption conditions for your 
process vent. You must perform a new 
determination of the process vent 
stream flow rate and total HAP con-
centration, as applicable to the exemp-
tion conditions for your process vent, 

whenever changes to operation of the 
unit on which the process vent is used 
could cause the process vent stream 
conditions to exceed the maximum 
limits of the exemption. 

§ 63.7886 What are the general stand-
ards I must meet for my affected re-
mediation material management 
units? 

(a) For each remediation material 
management unit that is part of an af-
fected source designated by § 63.7882, 
you must select and meet the require-
ments under one of the options speci-
fied in paragraph (b) of this section ex-
cept for those remediation material 
management units exempted under 
paragraph (c) or (d) of this section. 

(b) For each affected remediation 
material management unit, you must 
meet one of the options in paragraphs 
(b)(1) through (4) of this section. 

(1) You control HAP emissions from 
the affected remediation material man-
agement unit according to the stand-
ards specified in paragraphs (b)(1)(i) 
through (v) of this section, as applica-
ble to the unit. 

(i) If the remediation material man-
agement unit is a tank, then you con-
trol HAP emissions according to the 
standards specified in §§ 63.7895 through 
63.7898. 

(ii) If the remediation material man-
agement unit is a container, then you 
control HAP emissions according to 
the standards specified in §§ 63.7900 
through 63.7903. 

(iii) If the remediation material man-
agement unit is a surface impound-
ment, then you control HAP emissions 
according to the standards specified in 
§§ 63.7905 through 63.7908. 

(iv) If the remediation material man-
agement unit is an oil-water or or-
ganic-water separator, then you con-
trol HAP emissions according to the 
standards specified in §§ 63.7910 through 
63.7913. 

(v) If the remediation material man-
agement unit is a transfer system, then 
you control HAP emissions according 
to the standards specified in §§ 63.7915 
through 63.7918. 

(2) You determine that the average 
total VOHAP concentration, as defined 
in § 63.7957, of the remediation material 
managed in the remediation material 

VerDate Mar<15>2010 07:35 Sep 15, 2011 Jkt 223156 PO 00000 Frm 00286 Fmt 8010 Sfmt 8010 Y:\SGML\223156.XXX 223156er
ow

e 
on

 D
S

K
2V

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R



277 

Environmental Protection Agency § 63.7886 

management unit material is less than 
500 ppmw. You must follow the require-
ments in § 63.7943 to demonstrate that 
the VOHAP concentration of the reme-
diation material is less than 500 ppmw. 
Once the VOHAP concentration for a 
remediation material has been deter-
mined to be less than 500 ppmw, all re-
mediation material management units 
downstream from the point of deter-
mination managing this material meet 
the requirements of this paragraph un-
less a remediation process is used that 
concentrates all, or part of, the remedi-
ation material being managed in the 
unit such that the VOHAP concentra-
tion of the material could increase. 
Any free product returned to the man-
ufacturing process (e.g., recovered oil 
returned to a storage tank at a refin-
ery) is no longer subject to this sub-
part. 

(3) If the remediation material man-
agement unit is also subject to another 
subpart under 40 CFR part 61 or 40 CFR 
part 63, you control emissions of the 
HAP listed in Table 1 of this subpart 
from the affected remediation material 
management unit in compliance with 
the standards specified in the applica-
ble subpart. This means you are com-
plying with all applicable emissions 
limitations and work practice stand-
ards under the other subpart (e.g., you 
install and operate the required air pol-
lution controls or have implemented 
the required work practice to reduce 
HAP emissions to levels specified by 
the applicable subpart). This provision 
does not apply to any exemption of the 
affected source from the emissions lim-
itations and work practice standards 
allowed by the other applicable sub-
part. 

(4) If the remediation material man-
agement unit is an open tank or sur-
face impoundment used for a biological 
treatment process, you meet the re-
quirements as specified in paragraphs 
(b)(4)(i) and (ii) of this section. 

(i) You demonstrate that the biologi-
cal treatment process conducted in the 
open tank or surface impoundment 
meets the performance levels specified 
in either § 63.684(b)(4)(i) or (ii). 

(ii) You monitor the biological treat-
ment process conducted in the open 
tank or surface impoundment accord-
ing to the requirements in § 63.684(e)(4). 

(c) A remediation material manage-
ment unit is exempted from the re-
quirements in paragraph (b) of this sec-
tion if this unit is used for cleanup of 
radioactive mixed waste, as defined in 
§ 63.7957, that is subject to applicable 
regulations, directives, and other re-
quirements under the Atomic Energy 
Act, the Nuclear Waste Policy Act, or 
the Waste Isolation Pilot Plant Land 
Withdrawal Act. 

(d) One or a combination of remedi-
ation material management units may 
be exempted at your discretion from 
the requirements in paragraph (b) of 
this section provided that the total an-
nual quantity of HAP listed in Table 1 
of this subpart contained in the reme-
diation material placed in all of the re-
mediation material management units 
exempted under this paragraph is less 
than 1 Mg/yr. For each remediation 
material management unit you select 
to be exempted under this provision, 
you must meet the requirements in 
paragraphs (d)(1) and (2) of this section. 

(1) You must designate each of the 
remediation material management 
units you are selecting to be exempted 
under this paragraph by either submit-
ting to the Administrator a written no-
tification identifying the exempt units 
or permanently marking the exempt 
units at the faculty site. If you choose 
to prepare and submit a written notifi-
cation, this notification must include a 
site plan, process diagram, or other ap-
propriate documentation identifying 
each of the exempt units. If you choose 
to permanently mark the exempt 
units, each exempt unit must be 
marked in such a manner that it can be 
readily identified as an exempt unit 
from the other remediation material 
management units located at the site. 

(2) You must prepare an initial deter-
mination of the total annual HAP 
quantity in the remediation material 
placed in the units exempted under this 
paragraph. This determination is based 
on the total quantity of the HAP listed 
in Table 1 of this subpart as deter-
mined at the point where the remedi-
ation material is placed in each ex-
empted unit. You must perform a new 
determination whenever the extent of 
changes to the quantity or composition 
of the remediation material placed in 
the exempted units could cause the 
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total annual HAP content in the reme-
diation material to exceed 1 Mg/yr. You 
must maintain documentation to sup-
port the most recent determination of 
the total annual HAP quantity. This 
documentation must include the basis 
and data used for determining the or-
ganic HAP content of the remediation 
material. 

[68 FR 58190, Oct. 8, 2003, as amended at 71 FR 
69017, Nov. 29, 2006] 

§ 63.7887 What are the general stand-
ards I must meet for my affected 
equipment leak sources? 

(a) You must control HAP emissions 
from equipment leaks from each equip-
ment component that is part of the af-
fected source by implementing leak de-
tection and control measures according 
to the standards specified in §§ 63.7920 
through 63.7922 unless you elect to 
meet the requirements in paragraph (b) 
of this section. 

(b) If the affected equipment leak 
source is also subject to another sub-
part in 40 CFR part 61 or 40 CFR part 
63, you may control emissions of the 
HAP listed in Table 1 to this subpart 
from the affected equipment leak 
source in compliance with the stand-
ards specified in the other applicable 
subpart. This means you are complying 
with all applicable emissions limita-
tions and work practice standards 
under the other subpart (e.g., you im-
plement leak detection and control 
measures to reduce HAP emissions as 
specified by the applicable subpart). 
This provision does not apply to any 
exemption of the affected source from 
the emissions limitations and work 
practice standards allowed by the other 
applicable subpart. 

[71 FR 69017, Nov. 29, 2006] 

§ 63.7888 How do I implement this rule 
at my facility using the cross-ref-
erenced requirements in other sub-
parts? 

(a) For the purposes of this subpart, 
when you read the term ‘‘HAP listed in 
Table 1 of this subpart’’ in a cross-ref-
erenced section under 40 CFR part 63, 
subpart DD—National Emission Stand-
ards for Hazardous Air Pollutants from 
Off-Site Waste and Recovery Oper-
ations, you should refer to Table 1 of 
this subpart. 

(b) For the purposes of this subpart, 
when you read the term off-site mate-
rial in a cross-referenced section under 
40 CFR part 63, subpart DD—National 
Emission Standards for Hazardous Air 
Pollutants from Off-Site Waste and Re-
covery Operations you should sub-
stitute the term remediation material, 
as defined in § 63.7957. 

(c) For the purposes of this subpart, 
when you read the term regulated ma-
terial in a cross-referenced section 
under 40 CFR part 63, subparts OO, PP, 
QQ, RR, TT, UU, WW, and VV you 
should substitute the term remediation 
material, as defined in § 63.7957. 

PROCESS VENTS 

§ 63.7890 What emissions limitations 
and work practice standards must I 
meet for process vents? 

(a) You must control HAP emissions 
from each new and existing process 
vent subject to § 63.7885(b)(1) according 
to emissions limitations and work 
practice standards in this section that 
apply to your affected process vents. 

(b) For your affected process vents, 
you must meet one of the facility-wide 
emission limit options specified in 
paragraphs (b)(1) through (4) of this 
section. If you have multiple affected 
process vent streams, you may comply 
with this paragraph using a combina-
tion of controlled and uncontrolled 
process vent streams that achieve the 
facility-wide emission limit that ap-
plies to you. 

(1) Reduce from all affected process 
vents the total emissions of the HAP 
listed in Table 1 of this subpart to a 
level less than 1.4 kilograms per hour 
(kg/hr) and 2.8 Mg/yr (3.0 pounds per 
hour (lb/hr) and 3.1 tpy); or 

(2) Reduce from all affected process 
vents the emissions of total organic 
compounds (TOC) (minus methane and 
ethane) to a level below 1.4 kg/hr and 
2.8 Mg/yr (3.0 lb/hr and 3.1 tpy); or 

(3) Reduce from all affected process 
vents the total emissions of the HAP 
listed in Table 1 of this subpart by 95 
percent by weight or more; or 

(4) Reduce from all affected process 
vents the emissions of TOC (minus 
methane and ethane) by 95 percent by 
weight or more. 

(c) For each closed vent system and 
control device you use to comply with 
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