
318 

40 CFR Ch. I (7–1–11 Edition) § 63.11440 

(b) You must demonstrate initial 
compliance with the applicable man-
agement practices or equipment stand-
ards in § 63.11438 by submitting the No-
tification of Compliance Status within 
120 days after the applicable compli-
ance date specified in § 63.11437. 

§ 63.11440 What are the monitoring re-
quirements for new and existing 
sources? 

(a) For each kiln firing glazed ce-
ramic ware, you must conduct a daily 
check of the peak firing temperature. 
If the peak temperature exceeds 1540 °C 
(2800 °F), you must take corrective ac-
tion according to your standard oper-
ating procedures. 

(b) For each existing or new atomized 
glaze spray booth equipped with an 
APCD, you must demonstrate compli-
ance by conducting the monitoring ac-
tivities in paragraph (b)(1) and either 
paragraph (b)(2) or (3) of this section: 

(1) Initial control device inspection. 
You must conduct an initial inspection 
of each particulate matter (PM) con-
trol device according to the require-
ments in paragraphs (b)(1)(i) or (ii) of 
this section. You must conduct each 
inspection no later than 60 days after 
your applicable compliance date for 
each installed control device which has 
been operated within 60 days of the 
compliance date. For an installed con-
trol device which has not been operated 
within 60 days of the compliance date, 
you must conduct an initial inspection 
prior to startup of the control device. 

(i) For each wet control system, you 
must verify the presence of water flow 
to the control equipment. You must 
also visually inspect the system duct-
work and control equipment for leaks 
and inspect the interior of the control 
equipment (if applicable) for structural 
integrity and the condition of the con-
trol system. An initial inspection of 
the internal components of a wet con-
trol system is not required if an inspec-
tion has been performed within the 
past 12 months. 

(ii) For each baghouse, you must vis-
ually inspect the system ductwork and 
baghouse unit for leaks. You must also 
inspect the inside of each baghouse for 
structural integrity and fabric filter 
condition. You must record the results 
of the inspection and any maintenance 

action as required in paragraph (d) of 
this section. An initial inspection of 
the internal components of a baghouse 
is not required if an inspection has 
been performed within the past 12 
months. 

(2) Periodic inspections/maintenance. 
Except as provided in paragraph (b)(3) 
of this section, you must perform peri-
odic inspections and maintenance of 
each PM control device following the 
initial inspection according to the re-
quirements in paragraphs (b)(2)(i) or 
(ii) of this section. 

(i) You must inspect and maintain 
each wet control system according to 
the requirements in paragraphs 
(b)(2)(i)(A) through (C) of this section. 

(A) You must conduct a daily inspec-
tion to verify the presence of water 
flow to the wet control system. 

(B) You must conduct weekly visual 
inspections of the system ductwork 
and control equipment for leaks. 

(C) You must conduct inspections of 
the interior of the wet control system 
(if applicable) to determine the struc-
tural integrity and condition of the 
control equipment every 12 months. 

(ii) You must inspect and maintain 
each baghouse according to the re-
quirements in paragraphs (b)(2)(ii)(A) 
and (B) of this section. 

(A) You must conduct weekly visual 
inspections of the system ductwork for 
leaks. 

(B) You must conduct inspections of 
the interior of the baghouse for struc-
tural integrity and to determine the 
condition of the fabric filter every 12 
months. 

(3) As an alternative to the moni-
toring activities in paragraph (b)(2) of 
this section, you may demonstrate 
compliance by: 

(i) Conducting a daily 30-minute visi-
ble emissions (VE) test (i.e., no visible 
emissions) using EPA Method 22 (40 
CFR part 60, appendix A–7); or 

(ii) Using an approved alternative 
monitoring technique under § 63.8(f). 

(c) If the results of the visual inspec-
tion, VE test, or alternative moni-
toring technique conducted under para-
graph (b) of this section indicate an ex-
ceedance, you must take corrective ac-
tion according to the equipment manu-
facturer’s specifications or instruc-
tions. 
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(d) You must maintain records of 
your monitoring activities described in 
paragraphs (a) through (c) of this sec-
tion. You may use your existing oper-
ating permit documentation to meet 
the monitoring requirements if it in-
cludes, but is not limited to, the moni-
toring records listed in paragraphs 
(d)(1) through (5) of this section related 
to any kiln peak temperature checks, 
visual inspections, VE tests, or alter-
native monitoring: 

(1) The date, place, and time; 
(2) Person conducting the activity; 
(3) Technique or method used; 
(4) Operating conditions during the 

activity; and 
(5) Results. 

§ 63.11441 What are the notification re-
quirements? 

(a) You must submit an Initial Noti-
fication required by § 63.9(b)(2) no later 
than 120 days after the applicable com-
pliance date specified in § 63.11437. The 
Initial Notification must include the 
information specified in § 63.9(b)(2)(i) 
through (iv) and may be combined with 
the Notification of Compliance Status 
required in paragraph (b) of this sec-
tion. 

(b) You must submit a Notification of 
Compliance Status required by § 63.9(h) 
no later than 120 days after the appli-
cable compliance date specified in 
§ 63.11437. In addition to the informa-
tion required in § 63.9(h)(2), your notifi-
cation(s) must include each compliance 
certification in paragraphs (b)(1) 
through (3) of this section that applies 
to you and may be combined with the 
Initial Notification required in para-
graph (a) of this section. 

(1) For each kiln firing glazed ce-
ramic ware, you must certify that you 
are maintaining the peak temperature 
below 1540 °C (2800 °F) according to 
§ 63.11438(a) and complying with one of 
the management practices in 
§ 63.11438(a)(1) or (2). 

(2) For atomized glaze spray booths, 
you must certify that your facility’s 
annual wet glaze usage is above or 
below 227 Mg/yr (250 tpy). 

(3) For atomized glaze spray booths 
located at a clay ceramics manufac-
turing facility that uses more than 227 
Mg/yr (250 tpy) of wet glaze(s), you 
must certify that: 

(i) You are operating and maintain-
ing an APCD in accordance with 
§ 63.11438(c)(1), and you have conducted 
an initial control device inspection for 
each wet control system and baghouse 
associated with an atomized glaze 
spray booth; or 

(ii) Alternatively, you are using wet 
glazes containing less than 0.1 (weight) 
percent clay ceramics metal HAP ac-
cording to § 63.11438(c)(2). 

(4) For atomized glaze spray booths 
located at a clay ceramics manufac-
turing facility that uses 227 Mg/yr (250 
tpy) or less of wet glaze(s), you must 
certify that: 

(i) You are employing waste mini-
mization practices according to 
§ 63.11438(d)(1); or 

(ii) You are complying with the re-
quirements in § 63.11438(c)(1) or (2). 

§ 63.11442 What are the recordkeeping 
requirements? 

(a) You must keep the records speci-
fied in paragraphs (a)(1) and (2) of this 
section. 

(1) A copy of each notification that 
you submitted to comply with this sub-
part, including all documentation sup-
porting any Initial Notification or No-
tification of Compliance Status that 
you submitted, according to the re-
quirements in § 63.10(b)(2)(xiv). 

(2) Records of all required measure-
ments needed to document compliance 
with management practices as required 
in § 63.10(b)(2)(vii), including records of 
monitoring and inspection data re-
quired by § 63.11440. 

(b) Your records must be in a form 
suitable and readily available for expe-
ditious review, according to 
§ 63.10(b)(1). 

(c) As specified in § 63.10(b)(1), you 
must keep each record for 5 years fol-
lowing the date of each occurrence, 
measurement, maintenance, corrective 
action, report, or record. 

(d) You must keep each record onsite 
for at least 2 years after the date of 
each occurrence, measurement, main-
tenance, corrective action, report, or 
record, according to § 63.10(b)(1). You 
may keep the records offsite for the re-
maining three years. 
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