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Environmental Protection Agency § 86.509–90 

vehicles. PM measurement is not re-
quired. 

[69 FR 2440, Jan. 15, 2004] 

§ 86.508–78 Dynamometer. 
(a) The dynamometer shall have a 

single roll with a diameter of at least 
0.400 metre. 

(b) The dynamometer shall be 
equipped with a roll revolution counter 
for measuring actual distance traveled. 

(c) Flywheels or other means shall be 
used to stimulate the inertia specified 
in § 86.529. 

(d) A variable speed cooling blower 
shall direct air to the vehicle. The 
blower outlet shall be at least 0.40 m 2 
(4.31 ft 2) and shall be squarely posi-
tioned between 0.3 m (0.98 ft) and 0.45 m 
(1.48 ft) in front of the vehicle’s front 
wheel. The velocity of the air at the 
blower outlet shall be within the fol-
lowing limits (as a function of roll 
speed): 

Actual roll speed Allowable cooling air speed 

0 km/h to 5 km/h ......... 0 km/h to 10 km/h. 
5 km/h to 10 km/h ....... 0 km/h to roll speed + 5 km/h. 
10 km/h to 50 km/h ..... Roll speed ±5 km/h. 
50 km/h to 70 km/h ..... Roll speed ±10 pct. 
Above 70 km/h ............ At least 63 km/h. 

(e) The dynamometer shall comply 
with the tolerances in § 86.529. 

[42 FR 1137, Jan. 5, 1977, as amended at 42 FR 
56738, Oct. 28, 1977] 

§ 86.509–90 Exhaust gas sampling sys-
tem. 

(a)(1) General. The exhaust gas sam-
pling system is designed to measure 
the true mass emissions of vehicle ex-
haust. In the CVS concept of meas-
uring mass emissions, two conditions 
must be satisfied: the total volume of 
the mixture of exhaust and dilution air 
must be measured and a continuously 
proportioned volume of sample must be 
collected for analysis. Mass emissions 
are determined from the sample con-
centration and totalized flow over the 
test period. 

(2) Vehicle tailpipe to CVS duct. For 
methanol fueled vehicles, cooling of 
the exhaust gases in the duct con-

necting the vehicle tailpipe to the CVS 
shall be minimized. This may be ac-
complished by: 

(i) Using a duct of unrestricted 
length maintained at a temperature 
above the maximum dew point of the 
exhaust, but below 121 °C (250 °F); heat-
ing and possibly cooling capabilities 
are required; or 

(ii) Using a short duct (up to 12 feet 
long) constructed of smooth wall pipe 
with a minimum of flexible sections, 
maintained at a temperature above the 
maximum dew point of the exhaust, 
but below 121 °C (250 °F), prior to the 
test and during any breaks in the test 
and uninsulated during the test (insu-
lation may remain in place and/or 
heating may occur during testing pro-
vided maximum temperature is not ex-
ceeded); or 

(iii) Using smooth wall duct less than 
five feet long with no required heating. 
A maximum of two short flexible con-
nectors are allowed under this option; 
or 

(iv) Omitting the duct and per-
forming the exhaust gas dilution func-
tion at the motorcycle tailpipe exit. 

(3) Positive displacement pump. The 
Positive Displacement Pump-Constant 
Volume Sampler (PDP-CVS), Figure 
F90–1 satisfies the first condition by 
metering at a constant temperature 
and pressure through the pump. The 
total volume is measured by counting 
the revolutions made by the calibrated 
positive displacement pump. The pro-
portional samples are achieved by sam-
pling at a constant flow rate. For 
methanol-fueled motorcycle sample 
lines for the methanol and formalde-
hyde samples are heated to prevent 
condensation. The temperature of the 
sample lines shall be more than 3 °C (5 
°F) above the maximum dew point of 
the sample, but below 121 °C (250 °F). 
(Note: For 1990 through 1994 model year 
methanol-fueled motorcycles, meth-
anol and formaldehyde sampling may 
be omitted provided the bag sample 
(hydrocarbons and methanol) is ana-
lyzed using a HFID calibrated with 
methanol.) 
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