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(o) Temperatures (°R) and pressure 
(atm) at which each sample is col-
lected. 

(p) For each destruction device, a de-
scription of the device, including an in-
dication of whether destruction occurs 
at the coal mine or off-site. If destruc-
tion occurs at the mine, also report an 
indication of whether a back-up de-
struction device is present at the mine, 
the annual operating hours for the pri-
mary destruction device, the annual 
operating hours for the back-up de-
struction device (if present), and the 
destruction efficiencies assumed (per-
cent). 

(q) A description of the gas collection 
system (manufacturer, capacity, and 
number of wells) the surface area of the 
gas collection system (square meters), 
and the annual operating hours of the 
gas collection system. 

(r) Identification information and de-
scription for each well and shaft, indi-
cation of whether the well or shaft is 
monitored individually, or as part of a 
centralized monitoring point. Note 
which method (sampling or continuous 
monitoring) was used. 

(s) For each centralized monitoring 
point, identification of the wells and 
shafts included in the point. Note 
which method (sampling or continuous 
monitoring) was used. 

§ 98.327 Records that must be re-
tained. 

In addition to the information re-
quired by § 98.3(g), you must retain the 
following records: 

(a) Calibration records for all moni-
toring equipment, including the meth-
od or manufacturer’s specification used 
for calibration. 

(b) Records of gas sales. 
(c) Logbooks of parameter measure-

ments. 
(d) Laboratory analyses of samples. 

§ 98.328 Definitions. 

All terms used in this subpart have 
the same meaning given in the Clean 
Air Act and subpart A of this part. 

Subpart GG—Zinc Production 
§ 98.330 Definition of the source cat-

egory. 
The zinc production source category 

consists of zinc smelters and secondary 
zinc recycling facilities. 

§ 98.331 Reporting threshold. 
You must report GHG emissions 

under this subpart if your facility con-
tains a zinc production process and the 
facility meets the requirements of ei-
ther § 98.2(a)(1) or (2). 

§ 98.332 GHGs to report. 
You must report: 
(a) CO2 process emissions from each 

Waelz kiln and electrothermic furnace 
used for zinc production. 

(b) CO2, CH4, and N2O combustion 
emissions from each Waelz kiln. You 
must calculate and report these emis-
sions under subpart C of this part (Gen-
eral Stationary Fuel Combustion 
Sources) by following the requirements 
of subpart C. 

(c) CO2, CH4, and N2O emissions from 
each stationary combustion unit other 
than Waelz kilns. You must report 
these emissions under subpart C of this 
part (General Stationary Fuel Combus-
tion Sources) by following the require-
ments of subpart C. 

§ 98.333 Calculating GHG emissions. 
You must calculate and report the 

annual process CO2 emissions using the 
procedures specified in either para-
graph (a) or (b) of this section. 

(a) Calculate and report under this 
subpart the process or combined proc-
ess and combustion CO2 emissions by 
operating and maintaining a CEMS ac-
cording to the Tier 4 Calculation Meth-
odology in § 98.33(a)(4) and all associ-
ated requirements for Tier 4 in subpart 
C of this part (General Stationary Fuel 
Combustion Sources). 

(b) Calculate and report under this 
subpart the process CO2 emissions by 
following paragraphs (b)(1) and (b)(2) of 
this section. 

(1) For each Waelz kiln or 
electrothermic furnace at your facility 
used for zinc production, you must de-
termine the mass of carbon in each car-
bon-containing material, other than 
fuel, that is fed, charged, or otherwise 
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