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be kept for a period of not less than 
five years. 

Subpart T—Enhanced Filtration 
and Disinfection—Systems 
Serving Fewer Than 10,000 
People 

SOURCE: 67 FR 1839, Jan. 14, 2002, unless 
otherwise noted. 

GENERAL REQUIREMENTS 

§ 141.500 General requirements. 
The requirements of this subpart 

constitute national primary drinking 
water regulations. These regulations 
establish requirements for filtration 
and disinfection that are in addition to 
criteria under which filtration and dis-
infection are required under subpart H 
of this part. The regulations in this 
subpart establish or extend treatment 
technique requirements in lieu of max-
imum contaminant levels for the fol-
lowing contaminants: Giardia lamblia, 
viruses, heterotrophic plate count bac-
teria, Legionella, Cryptosporidium and 
turbidity. The treatment technique re-
quirements consist of installing and 
properly operating water treatment 
processes which reliably achieve: 

(a) At least 99 percent (2 log) removal 
of Cryptosporidium between a point 
where the raw water is not subject to 
recontamination by surface water run-
off and a point downstream before or at 
the first customer for filtered systems, 
or Cryptosporidium control under the 
watershed control plan for unfiltered 
systems; and 

(b) Compliance with the profiling and 
benchmark requirements in §§ 141.530 
through 141.544. 

§ 141.501 Who is subject to the require-
ments of subpart T? 

You are subject to these require-
ments if your system: 

(a) Is a public water system; 
(b) Uses surface water or GWUDI as a 

source; and 
(c) Serves fewer than 10,000 persons. 

§ 141.502 When must my system com-
ply with these requirements? 

You must comply with these require-
ments in this subpart beginning Janu-

ary 1, 2005, except where otherwise 
noted. 

[69 FR 38856, June 29, 2004] 

§ 141.503 What does subpart T require? 

There are seven requirements of this 
subpart, and you must comply with all 
requirements that are applicable to 
your system. These requirements are: 

(a) You must cover any finished 
water reservoir that you began to con-
struct on or after March 15, 2002 as de-
scribed in §§ 141.510 and 141.511; 

(b) If your system is an unfiltered 
system, you must comply with the up-
dated watershed control requirements 
described in §§ 141.520–141.522; 

(c) If your system is a community or 
non-transient non-community water 
systems you must develop a disinfec-
tion profile as described in §§ 141.530– 
141.536; 

(d) If your system is considering 
making a significant change to its dis-
infection practices, you must develop a 
disinfection benchmark and consult 
with the State for approval of the 
change as described in §§ 141.540–141.544; 

(e) If your system is a filtered sys-
tem, you must comply with the com-
bined filter effluent requirements as 
described in §§ 141.550–141.553; 

(f) If your system is a filtered system 
that uses conventional or direct filtra-
tion, you must comply with the indi-
vidual filter turbidity requirements as 
described in §§ 141.560–141.564; and 

(g) You must comply with the appli-
cable reporting and recordkeeping re-
quirements as described in §§ 141.570 
and 141.571. 

FINISHED WATER RESERVOIRS 

§ 141.510 Is my system subject to the 
new finished water reservoir re-
quirements? 

All subpart H systems which serve 
fewer than 10,000 are subject to this re-
quirement. 

§ 141.511 What is required of new fin-
ished water reservoirs? 

If your system begins construction of 
a finished water reservoir on or after 
March 15, 2002 the reservoir must be 
covered. Finished water reservoirs for 
which your system began construction 
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prior to March 15, 2002 are not subject 
to this requirement. 

ADDITIONAL WATERSHED CONTROL RE-
QUIREMENTS FOR UNFILTERED SYS-
TEMS 

§ 141.520 Is my system subject to the 
updated watershed control require-
ments? 

If you are a subpart H system serving 
fewer than 10,000 persons which does 
not provide filtration, you must con-
tinue to comply with all of the filtra-
tion avoidance criteria in § 141.71, as 
well as the additional watershed con-
trol requirements in § 141.521. 

§ 141.521 What updated watershed 
control requirements must my 
unfiltered system implement to con-
tinue to avoid filtration? 

Your system must take any addi-
tional steps necessary to minimize the 
potential for contamination by 
Cryptosporidium oocysts in the source 
water. Your system’s watershed con-
trol program must, for Cryptosporidium: 

(a) Identify watershed characteristics 
and activities which may have an ad-
verse effect on source water quality; 
and 

(b) Monitor the occurrence of activi-
ties which may have an adverse effect 
on source water quality. 

§ 141.522 How does the State deter-
mine whether my system’s water-
shed control requirements are ade-
quate? 

During an onsite inspection con-
ducted under the provisions of 
§ 141.71(b)(3), the State must determine 
whether your watershed control pro-
gram is adequate to limit potential 
contamination by Cryptosporidium 
oocysts. The adequacy of the program 
must be based on the comprehensive-
ness of the watershed review; the effec-
tiveness of your program to monitor 
and control detrimental activities oc-
curring in the watershed; and the ex-
tent to which your system has maxi-
mized land ownership and/or controlled 
land use within the watershed. 

DISINFECTION PROFILE 

§ 141.530 What is a disinfection profile 
and who must develop one? 

A disinfection profile is a graphical 
representation of your system’s level of 
Giardia lamblia or virus inactivation 
measured during the course of a year. 
If you are a subpart H community or 
non-transient non-community water 
system which serves fewer than 10,000 
persons, your system must develop a 
disinfection profile unless your State 
determines that your system’s profile 
is unnecessary. Your State may ap-
prove the use of a more representative 
data set for disinfection profiling than 
the data set required under §§ 141.532– 
141.536. 

[67 FR 1839, Jan. 14, 2002, as amended at 69 
FR 38856, June 29, 2004] 

§ 141.531 What criteria must a State 
use to determine that a profile is 
unnecessary? 

States may only determine that a 
system’s profile is unnecessary if a sys-
tem’s TTHM and HAA5 levels are below 
0.064 mg/L and 0.048 mg/L, respectively. 
To determine these levels, TTHM and 
HAA5 samples must be collected after 
January 1, 1998, during the month with 
the warmest water temperature, and at 
the point of maximum residence time 
in your distribution system. Your 
State may approve a more representa-
tive TTHM and HAA5 data set to deter-
mine these levels. 

[67 FR 1839, Jan. 14, 2002, as amended at 69 
FR 38856, June 29, 2004] 

§ 141.532 How does my system develop 
a disinfection profile and when 
must it begin? 

A disinfection profile consists of 
three steps: 

(a) First, your system must collect 
data for several parameters from the 
plant as discussed in § 141.533 over the 
course of 12 months. If your system 
serves between 500 and 9,999 persons 
you must begin to collect data no later 
than July 1, 2003. If your system serves 
fewer than 500 persons you must begin 
to collect data no later than January 1, 
2004. 

VerDate Mar<15>2010 07:41 Sep 01, 2011 Jkt 223166 PO 00000 Frm 00590 Fmt 8010 Sfmt 8010 Y:\SGML\223166.XXX 223166er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-19T08:18:31-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




