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(3) Detailed descriptions of the struc-
ture of computer codes and complete 
listings of the source codes; 

(4) Detailed descriptions of data col-
lection procedures, sources of data, 
data reduction and analysis, and code 
input parameter development; 

(5) Any necessary licenses; and 
(6) An explanation of the manner in 

which models and computer codes in-
corporate the effects of parameter cor-
relation. 

(d) The Administrator or the Admin-
istrator’s authorized representative 
may verify the results of computer 
simulations used to support any com-
pliance application by performing inde-
pendent simulations. Data files, source 
codes, executable versions of computer 
software for each model, other mate-
rial or information needed to permit 
the Administrator or the Administra-
tor’s authorized representative to per-
form independent simulations, and ac-
cess to necessary hardware to perform 
such simulations, shall be provided 
within 30 calendar days of a request by 
the Administrator or the Administra-
tor’s authorized representative. 

§ 194.24 Waste characterization. 
(a) Any compliance application shall 

describe the chemical, radiological and 
physical composition of all existing 
waste proposed for disposal in the dis-
posal system. To the extent prac-
ticable, any compliance application 
shall also describe the chemical, radio-
logical and physical composition of to- 
be-generated waste proposed for dis-
posal in the disposal system. These de-
scriptions shall include a list of waste 
components and their approximate 
quantities in the waste. This list may 
be derived from process knowledge, 
current non-destructive examination/ 
assay, or other information and meth-
ods. 

(b) The Department shall submit in 
the compliance certification applica-
tion the results of an analysis which 
substantiates: 

(1) That all waste characteristics in-
fluencing containment of waste in the 
disposal system have been identified 
and assessed for their impact on dis-
posal system performance. The charac-
teristics to be analyzed shall include, 
but shall not be limited to: Solubility; 

formation of colloidal suspensions con-
taining radionuclides; production of 
gas from the waste; shear strength; 
compactability; and other waste-re-
lated inputs into the computer models 
that are used in the performance as-
sessment. 

(2) That all waste components influ-
encing the waste characteristics identi-
fied in paragraph (b)(1) of this section 
have been identified and assessed for 
their impact on disposal system per-
formance. The components to be ana-
lyzed shall include, but shall not be 
limited to: metals; cellulosics; 
chelating agents; water and other liq-
uids; and activity in curies of each iso-
tope of the radionuclides present. 

(3) Any decision to exclude consider-
ation of any waste characteristic or 
waste component because such char-
acteristic or component is not expected 
to significantly influence the contain-
ment of the waste in the disposal sys-
tem. 

(c) For each waste component identi-
fied and assessed pursuant to para-
graph (b) of this section, the Depart-
ment shall specify the limiting value 
(expressed as an upper or lower limit of 
mass, volume, curies, concentration, 
etc.), and the associated uncertainty 
(i.e., margin of error) for each limiting 
value, of the total inventory of such 
waste proposed for disposal in the dis-
posal system. Any compliance applica-
tion shall: 

(1) Demonstrate that, for the total 
inventory of waste proposed for dis-
posal in the disposal system, WIPP 
complies with the numeric require-
ments of § 194.34 and § 194.55 for the 
upper or lower limits (including the as-
sociated uncertainties), as appropriate, 
for each waste component identified in 
paragraph (b)(2) of this section, and for 
the plausible combinations of upper 
and lower limits of such waste compo-
nents that would result in the greatest 
estimated release. 

(2) Identify and describe the meth-
od(s) used to quantify the limits of 
waste components identified in para-
graph (b)(2) of this section. 

(3) Provide information that dem-
onstrates that the use of acceptable 
knowledge to quantify components in 
waste for disposal conforms with the 

VerDate Mar<15>2010 11:32 Sep 22, 2011 Jkt 223168 PO 00000 Frm 00058 Fmt 8010 Sfmt 8010 Y:\SGML\223168.XXX 223168er
ow

e 
on

 D
S

K
2V

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R



49 

Environmental Protection Agency § 194.25 

quality assurance requirements of 
§ 194.22. 

(4) Provide information which dem-
onstrates that a system of controls has 
been and will continue to be imple-
mented to confirm that the total 
amount of each waste component that 
will be emplaced in the disposal system 
will not exceed the upper limiting 
value or fall below the lower limiting 
value described in the introductory 
text of paragraph (c) of this section. 
The system of controls shall include, 
but shall not be limited to: Measure-
ment; sampling; chain of custody 
records; record keeping systems; waste 
loading schemes used; and other docu-
mentation. 

(5) Identify and describe such con-
trols delineated in paragraph (c)(4) of 
this section and confirm that they are 
applied in accordance with the quality 
assurance requirements found in 
§ 194.22. 

(d) The Department shall include a 
waste loading scheme in any compli-
ance application, or else performance 
assessments conducted pursuant to 
§ 194.32 and compliance assessments 
conducted pursuant to § 194.54 shall as-
sume random placement of waste in 
the disposal system. 

(e) Waste may be emplaced in the dis-
posal system only if the emplaced com-
ponents of such waste will not cause: 

(1) The total quantity of waste in the 
disposal system to exceed the upper 
limiting value, including the associ-
ated uncertainty, described in the in-
troductory text to paragraph (c) of this 
section; or 

(2) The total quantity of waste that 
will have been emplaced in the disposal 
system, prior to closure, to fall below 
the lower limiting value, including the 
associated uncertainty, described in 
the introductory text to paragraph (c) 
of this section. 

(f) Waste emplacement shall conform 
to the assumed waste loading condi-
tions, if any, used in performance as-
sessments conducted pursuant to 
§ 194.32 and compliance assessments 
conducted pursuant to § 194.54. 

(g) The Department shall dem-
onstrate in any compliance application 
that the total inventory of waste em-
placed in the disposal system complies 
with the limitations on transuranic 

waste disposal described in the WIPP 
LWA. 

(h) The Administrator will use in-
spections and records reviews, such as 
audits, to verify compliance with this 
section. 

[61 FR 5235, Feb. 9, 1996, as amended at 69 FR 
42583, July 16, 2004] 

§ 194.25 Future state assumptions. 

(a) Unless otherwise specified in this 
part or in the disposal regulations, per-
formance assessments and compliance 
assessments conducted pursuant the 
provisions of this part to demonstrate 
compliance with § 191.13, § 191.15 and 
part 191, subpart C shall assume that 
characteristics of the future remain 
what they are at the time the compli-
ance application is prepared, provided 
that such characteristics are not re-
lated to hydrogeologic, geologic or cli-
matic conditions. 

(b) In considering future states pur-
suant to this section, the Department 
shall document in any compliance ap-
plication, to the extent practicable, ef-
fects of potential future hydrogeologic, 
geologic and climatic conditions on the 
disposal system over the regulatory 
time frame. Such documentation shall 
be part of the activities undertaken 
pursuant to § 194.14, Content of compli-
ance certification application; § 194.32, 
Scope of performance assessments; and 
§ 194.54, Scope of compliance assess-
ments. 

(1) In considering the effects of 
hydrogeologic conditions on the dis-
posal system, the Department shall 
document in any compliance applica-
tion, to the extent practicable, the ef-
fects of potential changes to 
hydrogeologic conditions. 

(2) In considering the effects of geo-
logic conditions on the disposal sys-
tem, the Department shall document in 
any compliance application, to the ex-
tent practicable, the effects of poten-
tial changes to geologic conditions, in-
cluding, but not limited to: Dissolu-
tion; near surface geomorphic features 
and processes; and related subsidence 
in the geologic units of the disposal 
system. 

(3) In considering the effects of cli-
matic conditions on the disposal sys-
tem, the Department shall document in 
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