
766 

40 CFR Ch. I (7–1–11 Edition) § 265.1091 

shall record and maintain the following 
information: 

(1) Certification that the waste man-
agement unit is equipped with and op-
erating air emission controls in accord-
ance with the requirements of an appli-
cable Clean Air Act regulation codified 
under 40 CFR part 60, part 61, or part 
63. 

(2) Identification of the specific re-
quirements codified under 40 CFR part 
60, part 61, or part 63 with which the 
waste management unit is in compli-
ance. 

[61 FR 59990, Nov. 25, 1996, as amended at 62 
FR 64667, Dec. 8, 1997; 71 FR 40276, July 14, 
2006] 

§ 265.1091 [Reserved] 

Subpart DD—Containment 
Buildings 

SOURCE: 57 FR 37268, Aug. 18, 1992, unless 
otherwise noted. 

§ 265.1100 Applicability. 
The requirements of this subpart 

apply to owners or operators who store 
or treat hazardous waste in units de-
signed and operated under § 265.1101 of 
this subpart. The owner or operator is 
not subject to the definition of land 
disposal in RCRA section 3004(k) pro-
vided that the unit: 

(a) Is a completely enclosed, self-sup-
porting structure that is designed and 
constructed of manmade materials of 
sufficient strength and thickness to 
support themselves, the waste con-
tents, and any personnel and heavy 
equipment that operate within the 
units, and to prevent failure due to 
pressure gradients, settlement, com-
pression, or uplift, physical contact 
with the hazardous wastes to which 
they are exposed; climatic conditions; 
and the stresses of daily operation, in-
cluding the movement of heavy equip-
ment within the unit and contact of 
such equipment with containment 
walls; 

(b) Has a primary barrier that is de-
signed to be sufficiently durable to 
withstand the movement of personnel 
and handling equipment within the 
unit; 

(c) If the unit is used to manage liq-
uids, has: 

(1) A primary barrier designed and 
constructed of materials to prevent mi-
gration of hazardous constituents into 
the barrier; 

(2) A liquid collection system de-
signed and constructed of materials to 
minimize the accumulation of liquid on 
the primary barrier; and 

(3) A secondary containment system 
designed and constructed of materials 
to prevent migration of hazardous con-
stituents into the barrier, with a leak 
detection and liquid collection system 
capable of detecting, collecting, and re-
moving leaks of hazardous constituents 
at the earliest possible time, unless the 
unit has been granted a variance from 
the secondary containment system re-
quirements under § 265.1101(b)(4); 

(d) Has controls as needed to prevent 
fugitive dust emissions; and 

(e) Is designed and operated to ensure 
containment and prevent the tracking 
of materials from the unit by personnel 
or equipment. 

[57 FR 37268, Aug. 18, 1992, as amended at 71 
FR 16912, Apr. 4, 2006; 71 FR 40276, July 14, 
2006] 

§ 265.1101 Design and operating stand-
ards. 

(a) All containment buildings must 
comply with the following design 
standards: 

(1) The containment building must be 
completely enclosed with a floor, walls, 
and a roof to prevent exposure to the 
elements, (e.g., precipitation, wind, 
run-on), and to assure containment of 
managed wastes. 

(2) The floor and containment walls 
of the unit, including the secondary 
containment system if required under 
paragraph (b) of this section, must be 
designed and constructed of materials 
of sufficient strength and thickness to 
support themselves, the waste con-
tents, and any personnel and heavy 
equipment that operate within the 
unit, and to prevent failure due to pres-
sure gradients, settlement, compres-
sion, or uplift, physical contact with 
the hazardous wastes to which they are 
exposed; climatic conditions; and the 
stresses of daily operation, including 
the movement of heavy equipment 
within the unit and contact of such 
equipment with containment walls. 
The unit must be designed so that it 
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