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Regional Administrator a report sum-
marizing the results of any remedial 
actions taken and actions planned. 

(c) To make the leak and/or remedi-
ation determinations in paragraphs 
(b)(3), (4), and (5) of this section, the 
owner or operator must: 

(1)(i) Assess the source of liquids and 
amounts of liquids by source, 

(ii) Conduct a fingerprint, hazardous 
constituent, or other analyses of the 
liquids in the leak detection system to 
identify the source of liquids and pos-
sible location of any leaks, and the 
hazard and mobility of the liquid; and 

(iii) Assess the seriousness of any 
leaks in terms of potential for escaping 
into the environment; or 

(2) Document why such assessments 
are not needed. 

[57 FR 3494, Jan. 29, 1992, as amended at 71 
FR 16912, Apr. 4, 2006; 71 FR 40276, July 14, 
2006] 

§ 265.304 Monitoring and inspection. 
(a) An owner or operator required to 

have a leak detection system under 
§ 265.301(a) must record the amount of 
liquids removed from each leak detec-
tion system sump at least once each 
week during the active life and closure 
period. 

(b) After the final cover is installed, 
the amount of liquids removed from 
each leak detection system sump must 
be recorded at least monthly. If the liq-
uid level in the sump stays below the 
pump operating level for two consecu-
tive months, the amount of liquids in 
the sumps must be recorded at least 
quarterly. If the liquid level in the 
sump stays below the pump operating 
level for two consecutive quarters, the 
amount of liquids in the sumps must be 
recorded at least semi-annually. If at 
any time during the post-closure care 
period the pump operating level is ex-
ceeded at units on quarterly or semi- 
annual recording schedules, the owner 
or operator must return to monthly re-
cording of amounts of liquids removed 
from each sump until the liquid level 
again stays below the pump operating 
level for two consecutive months. 

(c) ‘‘Pump operating level’’ is a liquid 
level proposed by the owner or operator 
and approved by the Regional Adminis-
trator based on pump activation level, 
sump dimensions, and level that avoids 

backup into the drainage layer and 
minimizes head in the sump. The tim-
ing for submission and approval of the 
proposed ‘‘pump operating level’’ will 
be in accordance with § 265.302(a). 

[57 FR 3495, Jan. 29, 1992] 

§§ 265.305–265.308 [Reserved] 

§ 265.309 Surveying and record-
keeping. 

The owner or operator of a landfill 
must maintain the following items in 
the operating record required in 
§ 265.73: 

(a) On a map, the exact location and 
dimensions, including depth, of each 
cell with respect to permanently sur-
veyed benchmarks; and 

(b) The contents of each cell and the 
approximate location of each haz-
ardous waste type within each cell. 

§ 265.310 Closure and post-closure 
care. 

(a) At final closure of the landfill or 
upon closure of any cell, the owner or 
operator must cover the landfill or cell 
with a final cover designed and con-
structed to: 

(1) Provide long-term minimization 
of migration of liquids through the 
closed landfill; 

(2) Function with minimum mainte-
nance; 

(3) Promote drainage and minimize 
erosion or abrasion of the cover; 

(4) Accommodate settling and subsid-
ence so that the cover’s integrity is 
maintained; and 

(5) Have a permeability less than or 
equal to the permeability of any bot-
tom liner system or natural subsoils 
present. 

(b) After final closure, the owner or 
operator must comply with all post- 
closure requirements contained in 
§§ 265.117 through 265.120 including 
maintenance and monitoring through-
out the post-closure care period. The 
owner or operator must: 

(1) Maintain the integrity and effec-
tiveness of the final cover, including 
making repairs to the cover as nec-
essary to correct the effects of settling, 
subsidence, erosion, or other events; 

(2) Maintain and monitor the leak de-
tection system in accordance with 
§§ 264.301(c)(3)(iv) and (4) of this chapter 
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Environmental Protection Agency § 265.314 

and 265.304(b), and comply with all 
other applicable leak detection system 
requirements of this part; 

(3) Maintain and monitor the ground- 
water monitoring system and comply 
with all other applicable requirements 
of subpart F of this part; 

(4) Prevent run-on and run-off from 
eroding or otherwise damaging the 
final cover; and 

(5) Protect and maintain surveyed 
benchmarks used in complying with 
§ 265.309. 

[50 FR 16048, Apr. 23, 1985, as amended at 57 
FR 3495, Jan. 29, 1992] 

§ 265.311 [Reserved] 

§ 265.312 Special requirements for ig-
nitable or reactive waste. 

(a) Except as provided in paragraph 
(b) of this section, and in § 265.316, ig-
nitable or reactive waste must not be 
placed in a landfill, unless the waste 
and landfill meets all applicable re-
quirements of 40 CFR part 268, and: 

(1) The resulting waste, mixture, or 
dissolution of material no longer meets 
the definition of ignitable or reactive 
waste under § 261.21 or § 261.23 of this 
chapter; and 

(2) Section 265.17(b) is complied with. 
(b) Except for prohibited wastes 

which remain subject to treatment 
standards in subpart D of part 268, ig-
nitable wastes in containers may be 
landfilled without meeting the require-
ments of paragraph (a) of this section, 
provided that the wastes are disposed 
of in such a way that they are pro-
tected from any material or conditions 
which may cause them to ignite. At a 
minimum, ignitable wastes must be 
disposed of in non-leaking containers 
which are carefully handled and placed 
so as to avoid heat, sparks, rupture, or 
any other condition that might cause 
ignition of the wastes; must be covered 
daily with soil or other non-combus-
tible material to minimize the poten-
tial for ignition of the wastes; and 
must not be disposed of in cells that 
contain or will contain other wastes 
which may generate heat sufficient to 
cause ignition of the waste. 

[47 FR 32368, July 26, 1982, as amended at 55 
FR 22686, June 1, 1990; 71 FR 40276, July 14, 
2006] 

§ 265.313 Special requirements for in-
compatible wastes. 

Incompatible wastes, or incompatible 
wastes and materials, (see appendix V 
for examples) must not be placed in the 
same landfill cell, unless § 265.17(b) is 
complied with. 

§ 265.314 Special requirements for 
bulk and containerized liquids. 

(a) The placement of bulk or non-con-
tainerized liquid hazardous waste or 
hazardous waste containing free liquids 
(whether or not sorbents have been 
added) in any landfill is prohibited. 

(b) Containers holding free liquids 
must not be placed in a landfill unless: 

(1) All free-standing liquid, 
(i) has been removed by decanting, or 

other methods, 
(ii) has been mixed with sorbent or 

solidified so that free-standing liquid is 
no longer observed; or 

(iii) had been otherwise eliminated; 
or 

(2) The container is very small, such 
as an ampule; or 

(3) The container is designed to hold 
free liquids for use other than storage, 
such as a battery or capacitor; or 

(4) The container is a lab pack as de-
fined in § 265.316 and is disposed of in 
accordance with § 265.316. 

(c) To demonstrate the absence or 
presence of free liquids in either a con-
tainerized or a bulk waste, the fol-
lowing test must be used: Method 9095B 
(Paint Filter Liquids Test) as described 
in ‘‘Test Methods for Evaluating Solid 
Waste, Physical/Chemical Methods,’’ 
EPA Publication SW–846, as incor-
porated by reference in § 260.11 of this 
chapter. 

(d) The date for compliance with 
paragraph (a) of this section is Novem-
ber 19, 1981. The date for compliance 
with paragraph (c) of this section is 
March 22, 1982. 

(e) Sorbents used to treat free liquids 
to be disposed of in landfills must be 
nonbiodegradable. Nonbiodegradable 
sorbents are: materials listed or de-
scribed in paragraph (e)(1) of this sec-
tion; materials that pass one of the 
tests in paragraph (e)(2) of this section; 
or materials that are determined by 
EPA to be nonbiodegradable through 
the Part 260 petition process. 

VerDate Mar<15>2010 12:43 Aug 03, 2011 Jkt 223169 PO 00000 Frm 00685 Fmt 8010 Sfmt 8010 Y:\SGML\223169.XXX 223169er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-18T15:41:17-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




