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with §§ 761.61 or 761.79 for surfaces con-
taminated by spills, or § 761.62 for man-
ufactured porous surfaces. 

(q) [Reserved] 
(r) Use in and servicing of rectifiers. 

Any person may use PCBs at any con-
centration in rectifiers for the remain-
der of the PCBs’ useful life, and may 
use PCBs <50 ppm in servicing (includ-
ing rebuilding) rectifiers. 

(s) Use of PCBs in air compressor sys-
tems. (1) Any person may use PCBs in 
air compressor systems at concentra-
tions <50 ppm. 

(2) Any person may use PCBs in air 
compressor systems (or components 
thereof) at concentrations ≥50 ppm pro-
vided that: 

(i) All free-flowing liquids containing 
PCBs ≥50 ppm are removed from the air 
compressor crankcase and the crank-
case is refilled with non-PCB liquid. 

(ii) Other air compressor system 
components contaminated with PCBs 
≥50 ppm, are decontaminated in accord-
ance with § 761.79 or disposed of in ac-
cordance with subpart D of this part. 

(iii) Air compressor piping with a 
nominal inside diameter of <2 inches is 
decontaminated by continuous flushing 
for 4 hours, at no <300 gallons per hour 
(§ 761.79 contains solvent requirements). 

(3) The requirements in paragraph 
(s)(2) of this section must be completed 
by August 30, 1999 or within 1 year of 
the date of discovery of PCBs at ≥50 
ppm in the air compressor system, 
whichever is later. The EPA Regional 
Administrator for the EPA Region in 
which an air compressor system is lo-
cated may, at his/her discretion and in 
writing, extend this timeframe. 

(t) Use of PCBs in other gas or liquid 
transmission systems. (1) PCBs are au-
thorized for use in intact and non-leak-
ing gas or liquid transmission systems 
at concentrations <50 ppm PCBs. 

(2) PCBs are authorized for use at 
concentrations ≥50 ppm in intact and 
non-leaking gas or liquid transmission 
systems not owned or operated by a 
seller or distributor of the gas or liquid 
transmitted in the system. 

(3) Any person may use PCBs at con-
centrations ≥50 ppm in intact and non- 
leaking gas or liquid transmission sys-
tems, with the written approval of the 
Director, National Program Chemicals 
Division, subject to the requirements 

applicable to natural gas pipeline sys-
tems at paragraphs (i)(1)(iii)(A), 
(i)(1)(iii)(C) through (i)(1)(iii)(E), and 
(i)(2) through (i)(5) of this section. 

(u) Use of decontaminated materials. (1) 
Any person may use equipment, struc-
tures, other non-liquid or liquid mate-
rials that were contaminated with 
PCBs during manufacture, use, serv-
icing, or because of spills from, or prox-
imity to, PCBs ≥50 ppm, including 
those not otherwise authorized for use 
under this part, provided: 

(i) The materials were decontami-
nated in accordance with: 

(A) A TSCA PCB disposal approval 
issued under subpart D of this part; 

(B) Section 761.79; or 
(C) Applicable EPA PCB spill cleanup 

policies (e.g., TSCA, RCRA, CERCLA, 
EPA regional) in effect at the time of 
the decontamination; or 

(ii) If not previously decontaminated, 
the materials now meet an applicable 
decontamination standard in § 761.79(b). 

(2) No person shall use or reuse mate-
rials decontaminated in accordance 
with paragraph (u)(1)(i) of this section 
or meeting an applicable decontamina-
tion standard in paragraph (u)(1)(ii) of 
this section, in direct contact with 
food, feed, or drinking water unless 
otherwise allowed under this section or 
this part. 

(3) Any person may use water con-
taining PCBs at concentrations ≤0.5μg/ 
L PCBs without restriction. 

(4) Any person may use water con-
taining PCBs at concentrations <200 μg/ 
L (i.e., < 200 ppb PCBs) for non-contact 
use in a closed system where there are 
no releases (e.g., as a non-contact cool-
ing water). 

(Sec. 6, Pub. L. 94–469, 90 Stat. 2020, 2025 (15 
U.S.C. 2605) 

[44 FR 31542, May 31, 1979. Redesignated at 47 
FR 19527, May 6, 1982] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affection § 761.30 see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and at www.fdsys.gov. 

§ 761.35 Storage for reuse. 
(a) The owner or operator of a PCB 

Article may store it for reuse in an 
area which is not designed, con-
structed, and operated in compliance 
with § 761.65(b), for no more than 5 
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years after the date the Article was 
originally removed from use (e.g., dis-
connected electrical equipment) or 5 
years after August 28, 1998, whichever 
is later, if the owner or operator com-
plies with the following conditions: 

(1) Follows all use requirements at 
§ 761.30 and marking requirements at 
subpart C of this part that are applica-
ble to the PCB Article. 

(2) Maintains records starting at the 
time the PCB Article is removed from 
use or August 28, 1998. The records 
must indicate: 

(i) The date the PCB Article was re-
moved from use or August 28, 1998, if 
the removal date is not known. 

(ii) The projected location and the fu-
ture use of the PCB Article. 

(iii) If applicable, the date the PCB 
Article is scheduled for repair or serv-
icing. 

(b) The owner or operator of a PCB 
Article may store it for reuse in an 
area that does not comply with 
§ 761.65(b) for a period longer than 5 
years, provided that the owner or oper-
ator has received written approval 
from the EPA Regional Administrator 
for the Region in which the PCB Arti-
cle is stored. An owner or operator of a 
PCB Article seeking approval to extend 
the 5–year period must submit a re-
quest for extension to the EPA Re-
gional Administrator at least 6 months 
before the 5-year storage for reuse pe-
riod expires and must include an item- 
by-item justification for the desired ex-
tension. The EPA Regional Adminis-
trator may include any conditions to 
such approval deemed necessary to pro-
tect health or the environment. The 
owner or operator of the PCB Article 
being stored for reuse must comply 
with the other applicable provisions of 
this part, including the record reten-
tion requirements at § 761.180(a). 

(c) Any person may store a PCB Arti-
cle for reuse indefinitely in: 

(1) A unit in compliance with 
§ 761.65(b). 

(2) A unit permitted under section 
3004 of RCRA to manage hazardous 
wastes in containers. 

(3) A unit permitted by a State au-
thorized under section 3006 of RCRA to 
manage hazardous waste. 

[63 FR 35443, June 29, 1998] 

Subpart C—Marking of PCBs and 
PCB Items 

§ 761.40 Marking requirements. 

(a) Each of the following items in ex-
istence on or after July 1, 1978 shall be 
marked as illustrated in Figure 1 in 
§ 761.45(a): The mark illustrated in Fig-
ure 1 is referred to as ML throughout 
this subpart. 

(1) PCB Containers; 
(2) PCB Transformers at the time of 

manufacture, at the time of distribu-
tion in commerce if not already 
marked, and at the time of removal 
from use if not already marked. [Mark-
ing of PCB-Contaminated Electrical 
Equipment is not required]; 

(3) PCB Large High Voltage Capaci-
tors at the time of manufacture, at the 
time of distribution in commerce if not 
already marked, and at the time of re-
moval from use if not already marked; 

(4) Equipment containing a PCB 
Transformer or a PCB Large High Volt-
age Capacitor at the time of manufac-
ture, at the time of distribution in 
commerce if not already marked, and 
at the time of removal of the equip-
ment from use if not already marked; 

(5) PCB Large Low Voltage Capaci-
tors at the time of removal from use 
(see also paragraph (k) of this section). 

(6) Electric motors using PCB cool-
ants (See also paragraph (e) of this sec-
tion). 

(7) Hydraulic systems using PCB hy-
draulic fluid (See also paragraph (e) of 
this section); 

(8) Heat transfer systems (other than 
PCB Transformers) using PCBs (See 
also paragraph (e) of this section); 

(9) PCB Article Containers con-
taining articles or equipment that 
must be marked under paragraphs (a) 
(1) through (8) of this section; 

(10) Each storage area used to store 
PCBs and PCB Items for disposal. 

(b) As of October 1, 1978, each trans-
port vehicle loaded with PCB Con-
tainers that contain more than 45 kg 
(99.4 lbs.) of liquid PCBs at concentra-
tions of ≥50 ppm or with one or more 
PCB Transformers shall be marked on 
each end and each side with the ML 
mark as described in § 761.45(a). 

(c) As of January 1, 1979, the fol-
lowing PCB Articles shall be marked 
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