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§ 1033.125

40 CFR Ch. I (7–1–11 Edition)
warranty provisions from this section
that apply to the locomotive.

operation (or miles for Tier 0 locomotives not equipped with MW-hr meters) and years, whichever comes first.
You may offer an emission-related warranty more generous than we require.
The emission-related warranty for the
locomotive may not be shorter than
any published warranty you offer without charge for the locomotive. Similarly, the emission-related warranty
for any component may not be shorter
than any published warranty you offer
without charge for that component. If
you provide an extended warranty to
individual owners for any components
covered in paragraph (c) of this section
for an additional charge, your emission-related warranty must cover those
components for those owners to the
same degree. If the locomotive does not
record MW-hrs, we base the warranty
periods in this paragraph (b) only on
years. The warranty period begins
when the locomotive is placed into
service, or back into service after remanufacture.
(c) Components covered. The emissionrelated warranty covers all components whose failure would increase a
locomotive’s emissions of any regulated pollutant. This includes components listed in 40 CFR part 1068, Appendix I, and components from any other
system you develop to control emissions. The emission-related warranty
covers the components you sell even if
another company produces the component. Your emission-related warranty
does not need to cover components
whose failure would not increase a locomotive’s emissions of any regulated
pollutant. For remanufactured locomotives, your emission-related warranty is required to cover only those
parts that you supply or those parts for
which you specify allowable part manufacturers. It does not need to cover
used parts that are not replaced during
the remanufacture.
(d) Limited applicability. You may
deny warranty claims under this section if the operator caused the problem
through improper maintenance or use,
as described in 40 CFR 1068.115.
(e) Owners manual. Describe in the
owners manual the emission-related
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§ 1033.125

Maintenance instructions.

Give the owner of each new locomotive written instructions for properly maintaining and using the locomotive, including the emission-control
system. Include in the instructions a
notification that owners and operators
must comply with the requirements of
subpart I of this part 1033. The emission-related maintenance instructions
also apply to any service accumulation
on your emission-data locomotives, as
described in § 1033.245 and in 40 CFR
part 1065. If you equip your locomotives with a diagnostic system that
will detect significant malfunctions in
their emission-control systems, specify
the extent to which your emission-related maintenance instructions include
such diagnostics.
§ 1033.130 Instructions for engine remanufacturing or engine installation.
(a) If you do not complete assembly
of the new locomotive (such as selling
a kit that allows someone else to remanufacture a locomotive under your
certificate), give the assembler instructions for completing assembly consistent with the requirements of this
part. Include all information necessary
to ensure that the locomotive will be
assembled in its certified configuration.
(b) Make sure these instructions have
the following information:
(1) Include the heading: ‘‘Emissionrelated assembly instructions’’
(2) Describe any instructions necessary to make sure the assembled locomotive will operate according to design specifications in your application
for certification.
(3) Describe how to properly label the
locomotive. This will generally include
instructions to remove and destroy the
previous Engine Emission Control Information label.
(4) State one of the following as applicable:
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