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only for personal watercraft, tell vessel 
manufacturers not to install the en-
gines in vessels longer than 4.0 meters. 

(7) Describe any other instructions to 
make sure the installed engine will op-
erate according to design specifications 
in your application for certification. 
For example, this may include speci-
fied limits for catalyst systems, such 
as exhaust backpressure, catalyst loca-
tion, and temperature profiles during 
engine operation. 

(8) State: ‘‘If you install the engine 
in a way that makes the engine’s emis-
sion control information label hard to 
read during normal engine mainte-
nance, you must place a duplicate label 
on the vessel, as described in 40 CFR 
1068.105.’’ 

(c) You do not need installation in-
structions for engines you install in 
your own vessels. 

(d) Provide instructions in writing or 
in an equivalent format. For example, 
you may post instructions on a pub-
licly available Web site for 
downloading or printing. If you do not 
provide the instructions in writing, ex-
plain in your application for certifi-
cation how you will ensure that each 
installer is informed of the installation 
requirements. 

§ 1045.135 How must I label and iden-
tify the engines I produce? 

The provisions of this section apply 
to engine manufacturers. 

(a) Assign each engine a unique iden-
tification number and permanently 
affix, engrave, or stamp it on the en-
gine in a legible way. 

(b) At the time of manufacture, affix 
a permanent and legible label identi-
fying each engine. The label must be— 

(1) Attached in one piece so it is not 
removable without being destroyed or 
defaced. 

(2) Secured to a part of the engine 
needed for normal operation and not 
normally requiring replacement. 

(3) Durable and readable for the en-
gine’s entire life. 

(4) Written in English. 
(c) The label must— 
(1) Include the heading ‘‘EMISSION 

CONTROL INFORMATION’’. 
(2) Include your full corporate name 

and trademark. You may identify an-
other company and use its trademark 

instead of yours if you comply with the 
provisions of § 1045.640. 

(3) Include EPA’s standardized des-
ignation for the engine family (and 
subfamily, where applicable). 

(4) State the engine’s displacement 
(in liters) and maximum engine power 
(in kW); however, you may omit the 
displacement from the label if all the 
engines in the engine family have the 
same per-cylinder displacement and 
total displacement. 

(5) State the date of manufacture 
[DAY (optional), MONTH, and YEAR]; 
however, you may omit this from the 
label if you stamp, engrave, or other-
wise permanently identify it elsewhere 
on the engine, in which case you must 
also describe in your application for 
certification where you will identify 
the date on the engine. 

(6) State the FELs to which the en-
gines are certified (in g/kW-hr) if cer-
tification depends on the ABT provi-
sions of subpart H of this part. 

(7) Identify the emission control sys-
tem. Use terms and abbreviations as 
described in 40 CFR 1068.45. You may 
omit this information from the label if 
there is not enough room for it and you 
put it in the owners manual instead. 

(8) List specifications and adjust-
ments for engine tuneups; however, 
you may omit this information from 
the label if there is not enough room 
for it and you put it in the owners 
manual instead. 

(9) Identify the fuel type and any re-
quirements for fuel and lubricants; 
however, you may omit this informa-
tion from the label if there is not 
enough room for it and you put it in 
the owners manual instead. 

(10) State: ‘‘THIS MARINE ENGINE 
COMPLIES WITH U.S. EPA EXHAUST 
REGULATIONS FOR [MODEL 
YEAR].’’ 

(11) If your durability demonstration 
for sterndrive/inboard engines is lim-
ited to fresh water, state: ‘‘THIS EN-
GINE IS NOT INTENDED FOR USE IN 
SALTWATER.’’ 

(d) You may add information to the 
emission control information label as 
follows: 

(1) You may identify other emission 
standards that the engine meets or 
does not meet (such as California 
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standards). You may include this infor-
mation by adding it to the statement 
we specify or by including a separate 
statement. 

(2) You may add other information to 
ensure that the engine will be properly 
maintained and used. 

(3) You may add appropriate features 
to prevent counterfeit labels. For ex-
ample, you may include the engine’s 
unique identification number on the 
label. 

(e) You may ask us to approve modi-
fied labeling requirements in this part 
1045 if you show that it is necessary or 
appropriate. We will approve your re-
quest if your alternate label is con-
sistent with the requirements of this 
part. 

(f) If you obscure the engine label 
while installing the engine in the ves-
sel such that the label cannot be read 
during normal maintenance, you must 
place a duplicate label on the vessel. If 
others install your engine in their ves-
sels in a way that obscures the engine 
label, we require them to add a dupli-
cate label on the vessel (see 40 CFR 
1068.105); in that case, give them the 
number of duplicate labels they request 
and keep the following records for at 
least five years: 

(1) Written documentation of the re-
quest from the vessel manufacturer. 

(2) The number of duplicate labels 
you send for each engine family and 
the date you sent them. 

§ 1045.140 What is my engine’s max-
imum engine power? 

(a) An engine configuration’s max-
imum engine power is the maximum 
brake power point on the nominal 
power curve for the engine configura-
tion, as defined in this section. Round 
the power value to the nearest whole 
kilowatt for engines above 30 kW and 
to the nearest 0.1 kilowatt for engines 
at or below 30 kW. 

(b) The nominal power curve of an 
engine configuration is the relation-
ship between maximum available en-
gine brake power and engine speed for 
an engine, using the mapping proce-
dures of 40 CFR part 1065, based on the 
manufacturer’s design and production 
specifications for the engine. This in-
formation may also be expressed by a 
torque curve that relates maximum 

available engine torque with engine 
speed. 

(c) The nominal power curve must be 
within the range of the actual power 
curves of production engines consid-
ering normal production variability. If 
after production begins it is deter-
mined that your nominal power curve 
does not represent production engines, 
we may require you to amend your ap-
plication for certification under 
§ 1045.225. 

(d) Maximum engine power for an en-
gine family is generally the weighted 
average value of maximum engine 
power of each engine configuration 
within the engine family based on your 
total U.S.-directed production volume 
of engines you produce from the engine 
family. However, alternative ap-
proaches for defining an engine fam-
ily’s maximum engine power apply in 
the following circumstances: 

(1) For outboard or personal 
watercraft engines for which you nei-
ther generate nor use emission credits, 
you may identify the greatest value for 
maximum engine power from all the 
different configurations within the en-
gine family to determine the appro-
priate emission standard under 
§ 1045.103. 

(2) For high-performance engines, 
you must use the smallest value for 
maximum engine power from all the 
different configurations within the en-
gine family to determine the standards 
and other requirements that apply 
under this subpart B. 

[73 FR 59194, Oct. 8, 2008, as amended at 75 FR 
23019, Apr. 30, 2010] 

§ 1045.145 Are there interim provisions 
that apply only for a limited time? 

The provisions in this section apply 
instead of other provisions in this part. 
This section describes how and when 
these interim provisions apply. 

(a) Small-volume engine manufacturers. 
Special provisions apply to you for 
sterndrive/inboard engines if you are a 
small-volume engine manufacturer 
subject to the requirements of this 
part. You may delay complying with 
emission standards and other require-
ments that would otherwise apply until 
the 2011 model year for conventional 
sterndrive/inboard engines and until 
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