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Environmental Protection Agency § 1048.230 

(a) You must amend your application 
before you take any of the following 
actions: 

(1) Add an engine configuration to an 
engine family. In this case, the engine 
configuration added must be consistent 
with other engine configurations in the 
engine family with respect to the cri-
teria listed in § 1048.230. 

(2) Change an engine configuration 
already included in an engine family in 
a way that may affect emissions, or 
change any of the components you de-
scribed in your application for certifi-
cation. This includes production and 
design changes that may affect emis-
sions any time during the engine’s life-
time. 

(b) To amend your application for 
certification, send the Designated 
Compliance Officer the following infor-
mation: 

(1) Describe in detail the addition or 
change in the engine model or configu-
ration you intend to make. 

(2) Include engineering evaluations or 
data showing that the amended engine 
family complies with all applicable re-
quirements. You may do this by show-
ing that the original emission-data en-
gine is still appropriate for showing 
that the amended family complies with 
all applicable requirements. 

(3) If the original emission-data en-
gine for the engine family is not appro-
priate to show compliance for the new 
or modified engine configuration, in-
clude new test data showing that the 
new or modified engine configuration 
meets the requirements of this part. 

(c) We may ask for more test data or 
engineering evaluations. You must give 
us these within 30 days after we request 
them. 

(d) For engine families already cov-
ered by a certificate of conformity, we 
will determine whether the existing 
certificate of conformity covers your 
newly added or modified engine. You 
may ask for a hearing if we deny your 
request (see § 1048.820). 

(e) For engine families already cov-
ered by a certificate of conformity, you 
may start producing the new or modi-
fied engine configuration anytime after 
you send us your amended application 
and before we make a decision under 
paragraph (d) of this section. However, 
if we determine that the affected en-

gines do not meet applicable require-
ments, we will notify you to cease pro-
duction of the engines and may require 
you to recall the engines at no expense 
to the owner. Choosing to produce en-
gines under this paragraph (e) is 
deemed to be consent to recall all en-
gines that we determine do not meet 
applicable emission standards or other 
requirements and to remedy the non-
conformity at no expense to the owner. 
If you do not provide information re-
quired under paragraph (c) of this sec-
tion within 30 days after we request it, 
you must stop producing the new or 
modified engines. 

[73 FR 59235, Oct. 8, 2008] 

§ 1048.230 How do I select engine fami-
lies? 

(a) For purposes of certification, di-
vide your product line into families of 
engines that are expected to have simi-
lar emission characteristics through-
out the useful life as described in this 
section. Your engine family is limited 
to a single model year. 

(b) Group engines in the same engine 
family if they are the same in all of the 
following aspects: 

(1) The combustion cycle. 
(2) The cooling system (water-cooled 

vs. air-cooled). 
(3) Configuration of the fuel system 

(for example, fuel-injected vs. carbu-
reted gasoline engines). 

(4) Method of air aspiration. 
(5) The number, location, volume, 

and composition of catalytic con-
verters. 

(6) The number, arrangement (such 
as in-line or vee configuration), and ap-
proximate bore diameter of cylinders. 

(c) You may subdivide a group of en-
gines that is identical under paragraph 
(b) of this section into different engine 
families if you show the expected emis-
sion characteristics are different dur-
ing the useful life. 

(d) In unusual circumstances, you 
may group engines that are not iden-
tical with respect to the things listed 
in paragraph (b) of this section in the 
same engine family if you show that 
their emission characteristics during 
the useful life will be similar. 

(e) You may create separate families 
for exhaust emissions and evaporative 
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emissions. If we do this, list both fami-
lies on the emission control informa-
tion label. 

(f) Where necessary, you may divide 
an engine family into sub-families to 
meet different emission standards, as 
specified in § 1048.101(a)(2). For issues 
related to compliance and prohibited 
actions, we will generally apply deci-
sions to the whole engine family. For 
engine labels and other administrative 
provisions, we may approve your re-
quest for separate treatment of sub- 
families. 

[70 FR 40473, July 13, 2005, as amended at 73 
FR 59235, Oct. 8, 2008; 75 FR 23022, Apr. 30, 
2010] 

§ 1048.235 What emission testing must 
I perform for my application for a 
certificate of conformity? 

This section describes the emission 
testing you must perform to show com-
pliance with the emission standards in 
§§ 1048.101(a) and (b) and 1048.105 during 
certification. See § 1048.205(q) regarding 
emission testing related to the field- 
testing standards. See § 1048.240 and 40 
CFR part 1065, subpart E, regarding 
service accumulation before emission 
testing. 

(a) Test your emission-data engines 
using the procedures and equipment 
specified in subpart F of this part. 

(b) Select emission-data engines ac-
cording to the following criteria: 

(1) Exhaust testing. For each fuel type 
from each engine family, select an 
emission-data engine with a configura-
tion that is most likely to exceed the 
exhaust emission standards, using good 
engineering judgment. Consider the 
emission levels of all exhaust constitu-
ents over the full useful life of the en-
gine when operated in a piece of equip-
ment. 

(2) Evaporative testing. For each en-
gine family that includes a volatile liq-
uid fuel, select a test fuel system with 
a configuration that is most likely to 
exceed the evaporative emission stand-
ards, using good engineering judgment. 

(c) We may measure emissions from 
any of your test engines or other en-
gines from the engine family, as fol-
lows: 

(1) We may decide to do the testing 
at your plant or any other facility. If 
we do this, you must deliver the test 

engine to a test facility we designate. 
The test engine you provide must in-
clude appropriate manifolds, 
aftertreatment devices, electronic con-
trol units, and other emission-related 
components not normally attached di-
rectly to the engine block. If we do the 
testing at your plant, you must sched-
ule it as soon as possible and make 
available the instruments, personnel, 
and equipment we need. 

(2) If we measure emissions on one of 
your test engines, the results of that 
testing become the official emission re-
sults for the engine. Unless we later in-
validate these data, we may decide not 
to consider your data in determining if 
your engine family meets applicable 
requirements. 

(3) Before we test one of your en-
gines, we may set its adjustable param-
eters to any point within the phys-
ically adjustable ranges (see 
§ 1048.115(e)). 

(4) Before we test one of your en-
gines, we may calibrate it within nor-
mal production tolerances for anything 
we do not consider an adjustable pa-
rameter. For example, this would apply 
where we determine that an engine pa-
rameter is not an adjustable parameter 
(as defined in § 1048.801) but that it is 
subject to production variability. 

(d) You may ask to use carryover 
emission data from a previous model 
year instead of doing new tests, but 
only if all the following are true: 

(1) The engine family from the pre-
vious model year differs from the cur-
rent engine family only with respect to 
model year or other characteristics un-
related to emissions. You may also ask 
to add a configuration subject to 
§ 1048.225. 

(2) The emission-data engine from 
the previous model year remains the 
appropriate emission-data engine 
under paragraph (b) of this section. 

(3) The data show that the emission- 
data engine would meet all the require-
ments that apply to the engine family 
covered by the application for certifi-
cation. 

(e) We may require you to test an-
other engine of the same or different 
configuration in addition to the engine 
tested under paragraph (b) of this sec-
tion. 

VerDate Mar<15>2010 10:03 Aug 12, 2011 Jkt 223176 PO 00000 Frm 00358 Fmt 8010 Sfmt 8010 Y:\SGML\223176.XXX 223176er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-19T07:58:35-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




