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proper engine performance and emis-
sion control with and without the alti-
tude kit; you must also state in the 
owners manual that operating the en-
gine with the wrong engine configura-
tion at a given altitude may increase 
its emissions and decrease fuel effi-
ciency and performance. See 
§ 1054.145(c) for special provisions that 
apply for handheld engines. 

(d) Prohibited controls. You may not 
design your engines with emission-con-
trol devices, systems, or elements of 
design that cause or contribute to an 
unreasonable risk to public health, 
welfare, or safety while operating. For 
example, this would apply if the engine 
emits a noxious or toxic substance it 
would otherwise not emit that contrib-
utes to such an unreasonable risk. 

(e) Defeat devices. You may not equip 
your engines with a defeat device. A 
defeat device is an auxiliary emission 
control device that reduces the effec-
tiveness of emission controls under 
conditions that the engine may reason-
ably be expected to encounter during 
normal operation and use. This does 
not apply for altitude kits installed or 
removed consistent with § 1054.655. This 
also does not apply to auxiliary emis-
sion control devices you identify in 
your application for certification if 
any of the following is true: 

(1) The conditions of concern were 
substantially included in the applica-
ble duty-cycle test procedures de-
scribed in subpart F of this part. 

(2) You show your design is necessary 
to prevent engine (or equipment) dam-
age or accidents. 

(3) The reduced effectiveness applies 
only to starting the engine. 

§ 1054.120 What emission-related war-
ranty requirements apply to me? 

The requirements of this section 
apply to the manufacturer certifying 
with respect to exhaust emissions. See 
40 CFR part 1060 for the warranty re-
quirements related to evaporative 
emissions. 

(a) General requirements. You must 
warrant to the ultimate purchaser and 
each subsequent purchaser that the 
new engine, including all parts of its 
emission control system, meets two 
conditions: 

(1) It is designed, built, and equipped 
so it conforms at the time of sale to 
the ultimate purchaser with the re-
quirements of this part. 

(2) It is free from defects in materials 
and workmanship that may keep it 
from meeting these requirements. 

(b) Warranty period. Your emission- 
related warranty must be valid during 
the periods specified in this paragraph 
(b). You may offer an emission-related 
warranty more generous than we re-
quire. The emission-related warranty 
for the engine may not be shorter than 
any published warranty you offer with-
out charge for the engine. Similarly, 
the emission-related warranty for any 
component may not be shorter than 
any published warranty you offer with-
out charge for that component. If an 
engine has no hour meter, we base the 
warranty periods in this paragraph (b) 
only on the engine’s age (in years). The 
warranty period begins on the date of 
sale to the ultimate purchaser. The 
minimum warranty periods are as fol-
lows: 

(1) The minimum warranty period is 
two years except as allowed under 
paragraph (b)(2) or (3) of this section. 

(2) We may establish a shorter war-
ranty period for handheld engines sub-
ject to severe service in seasonal equip-
ment if we determine that these en-
gines are likely to operate for a num-
ber of hours greater than the applica-
ble useful life within 24 months. You 
must request this shorter warranty pe-
riod in your application for certifi-
cation or in an earlier submission. 

(3) For engines equipped with hour 
meters, you may deny warranty claims 
for engines that have accumulated a 
number of hours greater than 50 per-
cent of the applicable useful life. 

(c) Components covered. The emission- 
related warranty covers all compo-
nents whose failure would increase an 
engine’s emissions of any regulated 
pollutant, including components listed 
in 40 CFR part 1068, Appendix I, and 
components from any other system you 
develop to control emissions. The emis-
sion-related warranty covers these 
components even if another company 
produces the component. Your emis-
sion-related warranty does not cover 
components whose failure would not 
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increase an engine’s emissions of any 
regulated pollutant. 

(d) Limited applicability. You may 
deny warranty claims under this sec-
tion if the operator caused the problem 
through improper maintenance or use, 
as described in 40 CFR 1068.115. 

(e) Owners manual. Describe in the 
owners manual the emission-related 
warranty provisions from this section 
that apply to the engine. Include in-
structions for obtaining warranty serv-
ice consistent with the requirements of 
paragraph (f) of this section. 

(f) Requirements related to warranty 
claims. You are required at a minimum 
to meet the following conditions to en-
sure that owners will be able to 
promptly obtain warranty repairs: 

(1) You must provide and monitor a 
toll-free telephone number and an e- 
mail address for owners to receive in-
formation about how to make a war-
ranty claim, and how to make arrange-
ments for authorized repairs. 

(2) You must provide a source of re-
placement parts within the United 
States. For parts that you import, this 
requires you to have at least one dis-
tributor within the United States. 

(3) You must use one of the following 
methods to show that you will gen-
erally be able to honor warranty 
claims: 

(i) If you have authorized service cen-
ters in all U.S. population centers with 
a population of 100,000 or more based on 
the 2000 census, you may limit war-
ranty repairs to these service pro-
viders. 

(ii) You may limit warranty repairs 
to authorized service centers for own-
ers located within 100 miles of an au-
thorized service center. For owners lo-
cated more than 100 miles from an au-
thorized service center, you must state 
in your warranty that you will either 
pay for shipping costs to and from an 
authorized service center, provide for a 
service technician to come to the 
owner to make the warranty repair, or 
pay for the repair to be made at a local 
nonauthorized service center. The pro-
visions of this paragraph (f)(3)(ii) apply 
only for the contiguous states, exclud-
ing the states with high-altitude areas 
identified in 40 CFR part 1068, Appendix 
III. 

(iii) You may use the approach de-
scribed in paragraphs (f)(3)(i) of this 
section for some states and the ap-
proach described in paragraph (f)(3)(ii) 
of this section for other states. How-
ever, you must have at least one au-
thorized service center in each state 
unless the whole state is within 100 
miles of authorized service centers in 
other states. 

(4) If your plan for meeting the re-
quirements of this paragraph (f) does 
not include at least 100 authorized re-
pair facilities in the United States or 
at least one such facility for each 5,000 
engines you sell in the United States, 
you must also post a bond as described 
in § 1054.690 to ensure that you will ful-
fill your warranty-repair responsibil-
ities even if you are not obligated to 
post a bond under that section. Note 
that you may post a single bond to 
meet the requirements of this section 
and § 1054.690. 

§ 1054.125 What maintenance instruc-
tions must I give to buyers? 

Give the ultimate purchaser of each 
new engine written instructions for 
properly maintaining and using the en-
gine, including the emission control 
system as described in this section. 
The maintenance instructions also 
apply to service accumulation on your 
emission-data engines as described in 
§ 1054.245 and in 40 CFR part 1065. Note 
that for handheld engines subject to 
Phase 3 standards you may perform 
maintenance on emission-data engines 
during service accumulation as de-
scribed in 40 CFR part 90. 

(a) Critical emission-related mainte-
nance. Critical emission-related main-
tenance includes any adjustment, 
cleaning, repair, or replacement of 
critical emission-related components. 
This may also include additional emis-
sion-related maintenance that you de-
termine is critical if we approve it in 
advance. You may schedule critical 
emission-related maintenance on these 
components if you meet the following 
conditions: 

(1) You demonstrate that the mainte-
nance is reasonably likely to be done 
at the recommended intervals on in-use 
engines. We will accept scheduled 
maintenance as reasonably likely to 
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