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from the engine family have a user-se-
lectable idle speed, operate the engine 
with an installed governor that con-
trols engine speed to the lowest avail-
able speed setting. 

(2) Keep engine torque under 5 per-
cent of the nominal torque value for 
Mode 1. 

(3) You must conduct testing at the 
idle mode even if the allowable torque 
values overlap with those for another 
specified mode. 

(d) During full-load operation for 
nonhandheld engines, operate the en-
gine with the following parameters: 

(1) In normal circumstances, select a 
test speed of either 3060 rpm or 3600 
rpm that is most appropriate for the 
engine family. If all the engines in the 
engine family are used in intermediate- 
speed equipment, select a test speed of 
3060 rpm. The test associated with in-
termediate-speed operation is referred 
to as the A Cycle. If all the engines in 
the engine family are used in rated- 
speed equipment, select a test speed of 
3600 rpm. The test associated with 
rated-speed operation is referred to as 
the B Cycle. If an engine family in-
cludes engines used in both inter-
mediate-speed equipment and rated- 
speed equipment, select the test speed 
for emission-data engines that will re-
sult in worst-case emissions. In un-
usual circumstances, you may ask to 
use a test speed different than that 
specified in this paragraph (d)(1) if it 
better represents in-use operation. 

(2) Operate the engine ungoverned at 
wide-open throttle at the test speed es-
tablished in paragraph (d)(1) of this 
section until the engine reaches ther-
mal stability as described in 40 CFR 
1065.530(a)(2)(ii). Record the torque 
value after stabilization. Use this value 
for the full-load torque setting and for 
denormalizing the rest of the duty 
cycle. 

(3) Control engine speed during emis-
sion sampling to stay within 5 percent 
of the nominal speed identified in para-
graph (d)(1) of this section. 

(4) The provisions of this paragraph 
(d) apply instead of the engine mapping 
procedures in 40 CFR 1065.510. 

(e) See 40 CFR part 1065 for detailed 
specifications of tolerances and cal-
culations. 

§ 1054.520 What testing must I perform 
to establish deterioration factors? 

Sections 1054.240 and 1054.245 describe 
the required methods for testing to es-
tablish deterioration factors for an 
emission family. 

Subpart G—Special Compliance 
Provisions 

§ 1054.601 What compliance provisions 
apply? 

(a) Engine and equipment manufac-
turers, as well as owners, operators, 
and rebuilders of engines subject to the 
requirements of this part, and all other 
persons, must observe the provisions of 
this part, the requirements and prohi-
bitions in 40 CFR part 1068, and the 
provisions of the Clean Air Act. 

(b) Note that the provisions of 40 
CFR 1068.103(f) prohibit engine manu-
facturers from deviating from normal 
production and inventory practices to 
stockpile engines with a date of manu-
facture before new or changed emission 
standards take effect. If your normal 
practice for producing engines subject 
to this part 1054 includes maintaining 
engines in inventory for some engine 
families for more than 12 months, you 
must get our prior approval to con-
tinue this practice for model years in 
which emission standards change. In-
clude in your request information 
showing that this is necessary and it is 
consistent with your normal business 
practice. Unless we specify otherwise, 
include relevant inventory and produc-
tion records from the preceding eight 
years. Note that 40 CFR 1068.103(f) ap-
plies to any engines inventoried beyond 
your normal practice and authorizes us 
to review your records to verify your 
normal practices, whether or not you 
maintain the engines in inventory for 
more than 12 months. 

(c) The provisions of 40 CFR 1068.215 
apply for cases in which the manufac-
turer takes possession of engines for 
purposes of recovering components as 
described in this paragraph (c). Note 
that this paragraph (c) does not apply 
for certified engines that still have the 
emission control information label 
since such engines do not need an ex-
emption. 

(1) You must label the engine as spec-
ified in 40 CFR 1068.215(c)(3), except 
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that the label may be removable as 
specified in 40 CFR 1068.45(b). 

(2) You may not resell the engine. 
For components other than the engine 
block, you may generate revenue from 
the sale of the components that you re-
cover, or from the sale of new engines 
containing these components. You may 
also use components other than the en-
gine block for engine rebuilds as other-
wise allowed under the regulations. 
You may use the engine block from an 
engine that is exempted under this 
paragraph (c) only to make a new en-
gine, and then only where such an en-
gine has a separate identity from the 
original engine. 

(3) Once the engine has reached its 
final destination, you may stop col-
lecting records describing the engine’s 
final disposition and how you use the 
engine. This does not affect the re-
quirement to maintain the records you 
have already collected under 40 CFR 
1068.215. This also does not affect the 
requirement to maintain records for 
new engines. 

[73 FR 59259, Oct. 8, 2008, as amended at 75 FR 
23025, Apr. 30, 2010] 

§ 1054.610 What is the exemption for 
delegated final assembly? 

The provisions of 40 CFR 1068.261 re-
lated to delegated final assembly do 
not apply for handheld engines cer-
tified under this part 1054. The provi-
sions of 40 CFR 1068.261 apply for 
nonhandheld engines, with the fol-
lowing exceptions and clarifications: 

(a) Through the 2014 model year, you 
may use the provisions of this section 
for engines you sell to a distributor, 
where you establish a contractual ar-
rangement in which you designate the 
distributor to be your agent in all mat-
ters related to compliance with the re-
quirements of this section. Identify 
each of the distributors you intend to 
designate as your agent under this 
paragraph (a) in your application for 
certification. You may continue to use 
the provisions of this paragraph (a) 
this for later model years for specific 
distributors if we approve it based on 
your clear and convincing demonstra-
tion that each distributor can be ex-
pected to comply fully with the re-
quirements of this section and 40 CFR 
1068.261. We may set additional condi-

tions beyond the provisions specified in 
this section to ensure that all engines 
will be in a certified configuration 
when installed by the equipment manu-
facturer. 

(b) If you identify distributors as 
your agents under paragraph (a) of this 
section, you must perform or arrange 
for audits of all participating distribu-
tors and equipment manufacturers 
based on the following auditing rate in-
stead of the provisions specified in 40 
CFR 1068.261(d)(3)(i) and (ii): 

(1) If you sell engines to 48 or more 
equipment manufacturers under the 
provisions of this section, you must an-
nually perform or arrange for audits of 
twelve equipment manufacturers to 
whom you sell engines under this sec-
tion. To select individual equipment 
manufacturers, divide all the affected 
equipment manufacturers into quar-
tiles based on the number of engines 
they buy from you; select equal num-
bers of equipment manufacturers from 
each quartile each model year as much 
as possible. Vary the equipment manu-
facturers selected for auditing from 
year to year, though audits may be re-
peated in later model years if you find 
or suspect that a particular equipment 
manufacturer is not properly installing 
aftertreatment devices. 

(2) If you sell engines to fewer than 48 
equipment manufacturers under the 
provisions of this section, set up a plan 
to perform or arrange for audits of 
each equipment manufacturer on aver-
age once every four model years. 

§ 1054.612 What special provisions 
apply for equipment manufacturers 
modifying certified nonhandheld 
engines? 

The provisions of this section apply 
for all emission families through the 
2014 model year; starting with the 2015 
model year, these provisions are lim-
ited to small-volume emission families. 

(a) General provisions. If you buy cer-
tified nonhandheld engines for installa-
tion in equipment you produce, but you 
install the engines such that they use 
intake or exhaust systems that are not 
part of the originally certified configu-
ration, you become the engine manu-
facturer for those engines and must 
certify that they will meet emission 
standards. We will allow you to utilize 

VerDate Mar<15>2010 10:03 Aug 12, 2011 Jkt 223176 PO 00000 Frm 00503 Fmt 8010 Sfmt 8010 Y:\SGML\223176.XXX 223176er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-19T08:01:29-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




