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40 CFR Ch. I (7–1–11 Edition) § 1068.415 

the emission results from all tests. If 
you retest an engine or piece of equip-
ment and, within ten days after test-
ing, ask to substitute results of the 
new tests for the original ones, we will 
answer within ten days after we receive 
your information. 

(j) Retesting after reaching a fail deci-
sion. You may retest your engines/ 
equipment once a fail decision for the 
audit has been reached based on the 
first test on each engine or piece of 
equipment under § 1068.420(c). You may 
test each engine or piece of equipment 
up to a total of three times, but you 
must perform the same number of tests 
on each engine or piece of equipment. 
You may further operate the engine/ 
equipment to stabilize emission levels 
before testing, subject to the provi-
sions of paragraph (f) of this section. 
We may approve retesting at other 
times if you send us a request with sat-
isfactory justification. 

[73 59344, Oct. 8, 2008, as amended at 75 FR 
23064, Apr. 30, 2010] 

§ 1068.415 How do I test my engines/ 
equipment? 

(a) Use the test procedures specified 
in the standard-setting part for show-
ing that your engines/equipment meet 
emission standards. The test order will 
give further testing instructions. 

(b) If no test cells are available at a 
given facility, you may make alternate 
testing arrangements with our ap-
proval. 

(c) Test at least two engines/equip-
ment in each 24-hour period (including 
void tests). However, if your projected 
U.S. nonroad sales within the family 
are less than 7,500 for the year, you 
may test a minimum of one per 24-hour 
period. If you request and justify it, we 
may approve a lower testing rate. 

(d) For exhaust emissions, accumu-
late service on test engines/equipment 
at a minimum rate of 6 hours per en-
gine or piece of equipment during each 
24-hour period. The first 24-hour period 
for service accumulation begins when 
you finish preparing an engine or piece 
of equipment for testing. The min-
imum service accumulation rate does 
not apply on weekends or holidays. 
You may ask us to approve a lower 
service accumulation rate. We may re-
quire you to accumulate hours more 

rapidly than the minimum rate, as ap-
propriate. Plan your service accumula-
tion to allow testing at the rate speci-
fied in paragraph (c) of this section. Se-
lect operation for accumulating oper-
ating hours on your test engines/equip-
ment to represent normal in-use oper-
ation for the family. 

(e) Test engines/equipment in the 
same order you select them. 

§ 1068.420 How do I know when my en-
gine family fails an SEA? 

(a) A failed engine or piece of equip-
ment is one whose final deteriorated 
test results exceed an applicable emis-
sion standard for any regulated pollut-
ant. 

(b) Continue testing engines/equip-
ment until you reach a pass decision 
for all pollutants or a fail decision for 
one pollutant. 

(c) You reach a pass decision for the 
SEA requirements when the number of 
failed engines/equipment is less than or 
equal to the pass decision number in 
Appendix A to this subpart for the 
total number of engines/equipment 
tested. You reach a fail decision for the 
SEA requirements when the number of 
failed engines/equipment is greater 
than or equal to the fail decision num-
ber in Appendix A to this subpart for 
the total number of engines/equipment 
you test. An acceptable quality level of 
40 percent is the basis for the pass or 
fail decision. 

(d) Consider test results in the same 
order as the engine/equipment testing 
sequence. 

(e) If you reach a pass decision for 
one pollutant, but need to continue 
testing for another pollutant, we will 
disregard these later test results for 
the pollutant with the pass decision. 

(f) Appendix A to this subpart lists 
multiple sampling plans. Use the sam-
pling plan for the projected sales vol-
ume you reported in your application 
for the audited family. 

(g) We may choose to stop testing 
after any number of tests. 

(h) If we test some of your engines/ 
equipment in addition to your own 
testing, we may decide not to include 
your test results as official data for 
those engines/equipment if there is sub-
stantial disagreement between your 
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