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Subpart D—Comparability of Ambient 
Data to NAAQS 

58.30 Special considerations for data com-
parisons to the NAAQS. 

Subpart E [Reserved] 

Subpart F—Air Quality Index Reporting 

58.50 Index reporting. 

Subpart G—Federal Monitoring 

58.60 Federal monitoring. 
58.61 Monitoring other pollutants. 
APPENDIX A TO PART 58—QUALITY ASSURANCE 

REQUIREMENTS FOR STATE AND LOCAL AIR 
MONITORING STATIONS (SLAMS) 

APPENDIX B TO PART 58 [RESERVED] 
APPENDIX C TO PART 58—AMBIENT AIR QUAL-

ITY MONITORING METHODOLOGY 
APPENDIX D TO PART 58—NETWORK DESIGN 

CRITERIA FOR AMBIENT AIR 
QUALITYMONITORING 

APPENDIX E TO PART 58—PROBE AND MONI-
TORING PATH SITING CRITERIA FOR AMBI-
ENT AIR QUALITY MONITORING 

APPENDIX F TO PART 58 [RESERVED] 
APPENDIX G TO PART 58—UNIFORM AIR QUAL-

ITY INDEX (AQI) AND DAILY REPORTING 

AUTHORITY: 42 U.S.C. 7403, 7405, 7410, 7414, 
7601, 7611, 7614, and 7619. 

SOURCE: 44 FR 27571, May 10, 1979; 59 FR 
41628, Aug. 12, 1994, unless otherwise noted. 

Subpart A—General Provisions 

SOURCE: 71 FR 61296, Oct. 17, 2006, unless 
otherwise noted. 

§ 58.1 Definitions. 
As used in this part, all terms not de-

fined herein have the meaning given 
them in the Act. 

AADT means the annual average 
daily traffic. 

Act means the Clean Air Act as 
amended (42 U.S.C. 7401, et seq.) 

Additive and multiplicative bias means 
the linear regression intercept and 
slope of a linear plot fitted to cor-
responding candidate and reference 
method mean measurement data pairs. 

Administrator means the Adminis-
trator of the Environmental Protection 
Agency (EPA) or his or her authorized 
representative. 

Air Quality System (AQS) means 
EPA’s computerized system for storing 
and reporting of information relating 
to ambient air quality data. 

Approved regional method (ARM) 
means a continuous PM2.5 method that 
has been approved specifically within a 
State or local air monitoring network 
for purposes of comparison to the 
NAAQS and to meet other monitoring 
objectives. 

AQCR means air quality control re-
gion. 

CO means carbon monoxide. 
Combined statistical area (CSA) is de-

fined by the U.S. Office of Management 
and Budget as a geographical area con-
sisting of two or more adjacent Core 
Based Statistical Areas (CBSA) with 
employment interchange of at least 15 
percent. Combination is automatic if 
the employment interchange is 25 per-
cent and determined by local opinion if 
more than 15 but less than 25 percent 
(http://www.census.gov/population/esti-
mates/metro-city/List6.txt). 

Community monitoring zone (CMZ) 
means an optional averaging area with 
established, well defined boundaries, 
such as county or census block, within 
an MPA that has relatively uniform 
concentrations of annual PM2.5 as de-
fined by appendix N of part 50 of this 
chapter. Two or more community-ori-
ented SLAMS monitors within a CMZ 
that meet certain requirements as set 
forth in appendix N of part 50 of this 
chapter may be averaged for making 
comparisons to the annual PM2.5 
NAAQS. 

Core-based statistical area (CBSA) is 
defined by the U.S. Office of Manage-
ment and Budget, as a statistical geo-
graphic entity consisting of the county 
or counties associated with at least one 
urbanized area/urban cluster of at least 
10,000 population, plus adjacent coun-
ties having a high degree of social and 
economic integration. Metropolitan 
Statistical Areas (MSAs) and 
micropolitan statistical areas are the 
two categories of CBSA (metropolitan 
areas have populations greater than 
50,000; and micropolitan areas have 
populations between 10,000 and 50,000). 
In the case of very large cities where 
two or more CBSAs are combined, 
these larger areas are referred to as 
combined statistical areas (CSAs) 
(http://www.census.gov/population/esti-
mates/metro-city/List1.txt). 

Corrected concentration pertains to 
the result of an accuracy or precision 
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assessment test of an open path ana-
lyzer in which a high-concentration 
test or audit standard gas contained in 
a short test cell is inserted into the op-
tical measurement beam of the instru-
ment. When the pollutant concentra-
tion measured by the analyzer in such 
a test includes both the pollutant con-
centration in the test cell and the con-
centration in the atmosphere, the at-
mospheric pollutant concentration 
must be subtracted from the test meas-
urement to obtain the corrected con-
centration test result. The corrected 
concentration is equal to the measured 
concentration minus the average of the 
atmospheric pollutant concentrations 
measured (without the test cell) imme-
diately before and immediately after 
the test. 

Design value means the calculated 
concentration according to the applica-
ble appendix of part 50 of this chapter 
for the highest site in an attainment or 
nonattainment area. 

EDO means environmental data oper-
ations. 

Effective concentration pertains to 
testing an open path analyzer with a 
high-concentration calibration or audit 
standard gas contained in a short test 
cell inserted into the optical measure-
ment beam of the instrument. Effec-
tive concentration is the equivalent 
ambient-level concentration that 
would produce the same spectral ab-
sorbance over the actual atmospheric 
monitoring path length as produced by 
the high-concentration gas in the short 
test cell. Quantitatively, effective con-
centration is equal to the actual con-
centration of the gas standard in the 
test cell multiplied by the ratio of the 
path length of the test cell to the ac-
tual atmospheric monitoring path 
length. 

Federal equivalent method (FEM) 
means a method for measuring the con-
centration of an air pollutant in the 
ambient air that has been designated 
as an equivalent method in accordance 
with part 53 of this chapter; it does not 
include a method for which an equiva-
lent method designation has been can-
celed in accordance with § 53.11 or 
§ 53.16 of this chapter. 

Federal reference method (FRM) means 
a method of sampling and analyzing 
the ambient air for an air pollutant 

that is specified as a reference method 
in an appendix to part 50 of this chap-
ter, or a method that has been des-
ignated as a reference method in ac-
cordance with this part; it does not in-
clude a method for which a reference 
method designation has been canceled 
in accordance with § 53.11 or § 53.16 of 
this chapter. 

HNO3 means nitric acid. 
Local agency means any local govern-

ment agency, other than the State 
agency, which is charged by a State 
with the responsibility for carrying out 
a portion of the plan. 

Meteorological measurements means 
measurements of wind speed, wind di-
rection, barometric pressure, tempera-
ture, relative humidity, solar radi-
ation, ultraviolet radiation, and/or pre-
cipitation. 

Metropolitan Statistical Area (MSA) 
means a CBSA associated with at least 
one urbanized area of 50,000 population 
or greater. The central county plus ad-
jacent counties with a high degree of 
integration comprise the area. 

Monitor means an instrument, sam-
pler, analyzer, or other device that 
measures or assists in the measure-
ment of atmospheric air pollutants and 
which is acceptable for use in ambient 
air surveillance under the applicable 
provisions of appendix C to this part. 

Monitoring agency means a State or 
local agency responsible for meeting 
the requirements of this part. 

Monitoring organization means a 
State, local, or other monitoring orga-
nization responsible for operating a 
monitoring site for which the quality 
assurance regulations apply. 

Monitoring path for an open path ana-
lyzer means the actual path in space 
between two geographical locations 
over which the pollutant concentration 
is measured and averaged. 

Monitoring path length of an open 
path analyzer means the length of the 
monitoring path in the atmosphere 
over which the average pollutant con-
centration measurement (path-aver-
aged concentration) is determined. See 
also, optical measurement path length. 

Monitoring planning area (MPA) 
means a contiguous geographic area 
with established, well defined bound-
aries, such as a CBSA, county or State, 
having a common area that is used for 
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planning monitoring locations for 
PM2.5. An MPA may cross State bound-
aries, such as the Philadelphia PA–NJ 
MSA, and be further subdivided into 
community monitoring zones. MPAs 
are generally oriented toward CBSAs 
or CSAs with populations greater than 
200,000, but for convenience, those por-
tions of a State that are not associated 
with CBSAs can be considered as a sin-
gle MPA. 

NATTS means the national air toxics 
trends stations. This network provides 
hazardous air pollution ambient data. 

NCore means the National Core 
multipollutant monitoring stations. 
Monitors at these sites are required to 
measure particles (PM2.5, speciated 
PM2.5, PM10–2.5), O3, SO2, CO, nitrogen 
oxides (NO/NO2/NOy), Pb, and basic me-
teorology. 

Near-road NO2 Monitor means any NO2 
monitor meeting the specifications in 
4.3.2 of appendix D and paragraphs 2, 
4(d), 6.1, and 6.4 of appendix E of this 
part. 

Network means all stations of a given 
type or types. 

NH3 means ammonia. 
NO2 means nitrogen dioxide. NO 

means nitrogen oxide. NOX means ox-
ides of nitrogen and is defined as the 
sum of the concentrations of NO2 and 
NO. 

NOy means the sum of all total reac-
tive nitrogen oxides, including NO, 
NO2, and other nitrogen oxides referred 
to as NOZ. 

O3 means ozone. 
Open path analyzer means an auto-

mated analytical method that meas-
ures the average atmospheric pollutant 
concentration in situ along one or 
more monitoring paths having a moni-
toring path length of 5 meters or more 
and that has been designated as a ref-
erence or equivalent method under the 
provisions of part 53 of this chapter. 

Optical measurement path length 
means the actual length of the optical 
beam over which measurement of the 
pollutant is determined. The path-inte-
grated pollutant concentration meas-
ured by the analyzer is divided by the 
optical measurement path length to de-
termine the path-averaged concentra-
tion. Generally, the optical measure-
ment path length is: 

(1) Equal to the monitoring path 
length for a (bistatic) system having a 
transmitter and a receiver at opposite 
ends of the monitoring path; 

(2) Equal to twice the monitoring 
path length for a (monostatic) system 
having a transmitter and receiver at 
one end of the monitoring path and a 
mirror or retroreflector at the other 
end; or 

(3) Equal to some multiple of the 
monitoring path length for more com-
plex systems having multiple passes of 
the measurement beam through the 
monitoring path. 

PAMS means photochemical assess-
ment monitoring stations. 

Pb means lead. 
Plan means an implementation plan 

approved or promulgated pursuant to 
section 110 of the Act. 

PM means PM10, PM110C, PM2.5, 
PM10¥2.5, or particulate matter of un-
specified size range. 

PM2.5 means particulate matter with 
an aerodynamic diameter less than or 
equal to a nominal 2.5 micrometers as 
measured by a reference method based 
on appendix L of part 50 of this chapter 
and designated in accordance with part 
53 of this chapter, by an equivalent 
method designated in accordance with 
part 53 of this chapter, or by an ap-
proved regional method designated in 
accordance with appendix C to this 
part. 

PM10 means particulate matter with 
an aerodynamic diameter less than or 
equal to a nominal 10 micrometers as 
measured by a reference method based 
on appendix J of part 50 of this chapter 
and designated in accordance with part 
53 of this chapter or by an equivalent 
method designated in accordance with 
part 53 of this chapter. 

PM10C means particulate matter with 
an aerodynamic diameter less than or 
equal to a nominal 10 micrometers as 
measured by a reference method based 
on appendix O of part 50 of this chapter 
and designated in accordance with part 
53 of this chapter or by an equivalent 
method designated in accordance with 
part 53 of this chapter. 

PM10¥2.5 means particulate matter 
with an aerodynamic diameter less 
than or equal to a nominal 10 microm-
eters and greater than a nominal 2.5 
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micrometers as measured by a ref-
erence method based on appendix O to 
part 50 of this chapter and designated 
in accordance with part 53 of this chap-
ter or by an equivalent method des-
ignated in accordance with part 53 of 
this chapter. 

Point analyzer means an automated 
analytical method that measures pol-
lutant concentration in an ambient air 
sample extracted from the atmosphere 
at a specific inlet probe point and that 
has been designated as a reference or 
equivalent method in accordance with 
part 53 of this chapter. 

Population-oriented monitoring (or 
sites) means residential areas, commer-
cial areas, recreational areas, indus-
trial areas where workers from more 
than one company are located, and 
other areas where a substantial num-
ber of people may spend a significant 
fraction of their day. 

Primary quality assurance organization 
means a monitoring organization or 
other organization that is responsible 
for a set of stations that monitor the 
same pollutant and for which data 
quality assessments can be pooled. 
Each criteria pollutant sampler/mon-
itor at a monitoring station in the 
SLAMS and SPM networks must be as-
sociated with one, and only one, pri-
mary quality assurance organization. 

Probe means the actual inlet where 
an air sample is extracted from the at-
mosphere for delivery to a sampler or 
point analyzer for pollutant analysis. 

PSD station means any station oper-
ated for the purpose of establishing the 
effect on air quality of the emissions 
from a proposed source for purposes of 
prevention of significant deterioration 
as required by § 51.24(n) of this chapter. 

Regional Administrator means the Ad-
ministrator of one of the ten EPA Re-
gional Offices or his or her authorized 
representative. 

Reporting organization means an enti-
ty, such as a State, local, or Tribal 
monitoring agency, that collects and 
reports air quality data to EPA. 

Site means a geographic location. One 
or more stations may be at the same 
site. 

SLAMS means State or local air mon-
itoring stations. The SLAMS make up 
the ambient air quality monitoring 
sites that are primarily needed for 

NAAQS comparisons, but may serve 
other data purposes. SLAMS exclude 
special purpose monitor (SPM) stations 
and include NCore, PAMS, and all 
other State or locally operated sta-
tions that have not been designated as 
SPM stations. 

SO2 means sulfur dioxide. 
Special purpose monitor (SPM) station 

means a monitor included in an agen-
cy’s monitoring network that the agen-
cy has designated as a special purpose 
monitor station in its monitoring net-
work plan and in the Air Quality Sys-
tem, and which the agency does not 
count when showing compliance with 
the minimum requirements of this sub-
part for the number and siting of mon-
itors of various types. 

State agency means the air pollution 
control agency primarily responsible 
for development and implementation of 
a plan under the Act. 

State speciation site means a supple-
mental PM2.5 speciation station that is 
not part of the speciation trends net-
work. 

Station means a single monitor, or a 
group of monitors with a shared objec-
tive, located at a particular site. 

STN station means a PM2.5 speciation 
station designated to be part of the 
speciation trends network. This net-
work provides chemical species data of 
fine particulate. 

Traceable means that a local standard 
has been compared and certified, either 
directly or via not more than one in-
termediate standard, to a National In-
stitute of Standards and Technology 
(NIST)-certified primary standard such 
as a NIST-traceable Reference Material 
(NTRM) or a NIST-certified Gas Manu-
facturer’s Internal Standard (GMIS). 

TSP (total suspended particulates) 
means particulate matter as measured 
by the method described in appendix B 
of part 50 of this chapter. 

Urbanized area means an area with a 
minimum residential population of at 
least 50,000 people and which generally 
includes core census block groups or 
blocks that have a population density 
of at least 1,000 people per square mile 
and surrounding census blocks that 
have an overall density of at least 500 
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people per square mile. The Census Bu-
reau notes that under certain condi-
tions, less densely settled territory 
may be part of each Urbanized Area. 

VOC means volatile organic com-
pounds. 

[71 FR 61296, Oct. 17, 2006, as amended at 75 
FR 6534, Feb. 9, 2010] 

§ 58.2 Purpose. 

(a) This part contains requirements 
for measuring ambient air quality and 
for reporting ambient air quality data 
and related information. The moni-
toring criteria pertain to the following 
areas: 

(1) Quality assurance procedures for 
monitor operation and data handling. 

(2) Methodology used in monitoring 
stations. 

(3) Operating schedule. 
(4) Siting parameters for instruments 

or instrument probes. 
(5) Minimum ambient air quality 

monitoring network requirements used 
to provide support to the State imple-
mentation plans (SIP), national air 
quality assessments, and policy deci-
sions. These minimums are described 
as part of the network design require-
ments, including minimum numbers 
and placement of monitors of each 
type. 

(6) Air quality data reporting, and re-
quirements for the daily reporting of 
an index of ambient air quality. 

(b) The requirements pertaining to 
provisions for an air quality surveil-
lance system in the SIP are contained 
in this part. 

(c) This part also acts to establish a 
national ambient air quality moni-
toring network for the purpose of pro-
viding timely air quality data upon 
which to base national assessments and 
policy decisions. 

§ 58.3 Applicability. 

This part applies to: 
(a) State air pollution control agen-

cies. 
(b) Any local air pollution control 

agency to which the State has dele-
gated authority to operate a portion of 
the State’s SLAMS network. 

(c) Owners or operators of proposed 
sources. 

Subpart B—Monitoring Network 

SOURCE: 71 FR 61298, Oct. 17, 2006, unless 
otherwise noted. 

§ 58.10 Annual monitoring network 
plan and periodic network assess-
ment. 

(a)(1) Beginning July 1, 2007, the 
State, or where applicable local, agen-
cy shall adopt and submit to the Re-
gional Administrator an annual moni-
toring network plan which shall pro-
vide for the establishment and mainte-
nance of an air quality surveillance 
system that consists of a network of 
SLAMS monitoring stations including 
FRM, FEM, and ARM monitors that 
are part of SLAMS, NCore stations, 
STN stations, State speciation sta-
tions, SPM stations, and/or, in serious, 
severe and extreme ozone nonattain-
ment areas, PAMS stations, and SPM 
monitoring stations. The plan shall in-
clude a statement of purposes for each 
monitor and evidence that siting and 
operation of each monitor meets the 
requirements of appendices A, C, D, 
and E of this part, where applicable. 
The annual monitoring network plan 
must be made available for public in-
spection for at least 30 days prior to 
submission to EPA. 

(2) Any annual monitoring network 
plan that proposes SLAMS network 
modifications including new moni-
toring sites is subject to the approval 
of the EPA Regional Administrator, 
who shall provide opportunity for pub-
lic comment and shall approve or dis-
approve the plan and schedule within 
120 days. If the State or local agency 
has already provided a public comment 
opportunity on its plan and has made 
no changes subsequent to that com-
ment opportunity, and has submitted 
the received comments together with 
the plan, the Regional Administrator is 
not required to provide a separate op-
portunity for comment. 

(3) The plan for establishing required 
NCore multipollutant stations shall be 
submitted to the Administrator not 
later than July 1, 2009. The plan shall 
provide for all required stations to be 
operational by January 1, 2011. 

(4) A plan for establishing source-ori-
ented Pb monitoring sites in accord-
ance with the requirements of appendix 
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