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Environmental Protection Agency § 60.2125 

the exceedance of the standard in § 60.2105 to 
demonstrate, with all necessary supporting 
documentation, that it has met the require-
ments set forth in paragraph (a) of this sec-
tion. The owner or operator may seek an ex-
tension of this deadline for up to 30 addi-
tional days by submitting a written request 
to the Administrator before the expiration of 
the 45 day period. Until a request for an ex-
tension has been approved by the Adminis-
trator, the owner or operator is subject to 
the requirement to submit such report with-
in 45 days of the initial occurrence of the ex-
ceedance. 

§ 60.2125 How do I conduct the initial 
and annual performance test? 

(a) All performance tests must con-
sist of a minimum of three test runs 
conducted under conditions representa-
tive of normal operations. 

(b) You must document that the 
waste burned during the performance 
test is representative of the waste 
burned under normal operating condi-
tions by maintaining a log of the quan-
tity of waste burned (as required in 
§ 60.2175(b)(1)) and the types of waste 
burned during the performance test. 

(c) All performance tests must be 
conducted using the minimum run du-
ration specified in table 1 of this sub-
part. 

(d) Method 1 of appendix A of this 
part must be used to select the sam-
pling location and number of traverse 
points. 

(e) Method 3A or 3B of appendix A of 
this part must be used for gas composi-
tion analysis, including measurement 
of oxygen concentration. Method 3A or 
3B of appendix A of this part must be 
used simultaneously with each method. 

(f) All pollutant concentrations, ex-
cept for opacity, must be adjusted to 7 
percent oxygen using Equation 1 of this 
section: 

Cadj = Cmeas (20.9–7)/(20.9-%O2) (Eq. 
1) 

Where: 

Cadj = pollutant concentration adjusted to 7 
percent oxygen; 

Cmeas = pollutant concentration measured on 
a dry basis; 

(20.9–7) = 20.9 percent oxygen¥7 percent oxy-
gen (defined oxygen correction basis); 

20.9 = oxygen concentration in air, percent; 
and 

%O2 = oxygen concentration measured on a 
dry basis, percent. 

(g) You must determine dioxins/ 
furans toxic equivalency by following 
the procedures in paragraphs (g)(1) 
through (3) of this section. 

(1) Measure the concentration of each 
dioxin/furan tetra-through 
octachlorinated-congener emitted 
using EPA Method 23. 

(2) For each dioxin/furan (tetra- 
through octachlorinated) congener 
measured in accordance with para-
graph (g)(1) of this section, multiply 
the congener concentration by its cor-
responding toxic equivalency factor 
specified in table 3 of this subpart. 

(3) Sum the products calculated in 
accordance with paragraph (g)(2) of 
this section to obtain the total con-
centration of dioxins/furans emitted in 
terms of toxic equivalency. 

EFFECTIVE DATE NOTE: At 76 FR 15453, Mar. 
21, 2011, § 60.2125 was amended by revising 
paragraph (c); revising paragraphs (g)(1) and 
(g)(2); adding paragraphs (h) and (i), effective 
May 20, 2011. At 76 FR 28661, May 18, 2011 the 
amendment was delayed indefinitely. For 
the convenience of the user, the added and 
revised text is set forth as follows: 

§ 60.2125 How do I conduct the initial and 
annual performance test? 

* * * * * 

(c) All performance tests must be con-
ducted using the minimum run duration 
specified in table 1 of this subpart or tables 
5 through 8 of this subpart. 

* * * * * 

(g) * * * 
(1) Measure the concentration of each 

dioxin/furan tetra-through octa-chlorinated 
isomer emitted using EPA Method 23 at 40 
CFR part 60, appendix A–7. 

(2) For each dioxin/furan (tetra-through 
octa-chlorinated) isomer measured in ac-
cordance with paragraph (g)(1) of this sec-
tion, multiply the isomer concentration by 
its corresponding toxic equivalency factor 
specified in table 3 of this subpart. 

* * * * * 

(h) Method 22 at 40 CFR part 60, appendix 
A–7 of this part must be used to determine 
compliance with the fugitive ash emission 
limit in table 1 of this subpart or tables 5 
through 8 of this subpart. 

(i) If you have an applicable opacity oper-
ating limit, you must determine compliance 
with the opacity limit using Method 9 at 40 
CFR part 60, appendix A–4 of this part, based 
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on three 1-hour blocks consisting of ten 6- 
minute average opacity values, unless you 
are required to install a continuous opacity 
monitoring system, consistent with §§ 60.2145 
and 60.2165. 

§ 60.2130 How are the performance 
test data used? 

You use results of performance tests 
to demonstrate compliance with the 
emission limitations in table 1 of this 
subpart. 

EFFECTIVE DATE NOTE: At 76 FR 15453, Mar. 
21, 2011, § 60.2130 was revised, effective May 
20, 2011. At 76 FR 28661, May 18, 2011 the 
amendment was delayed indefinitely. For 
the convenience of the user, the revised text 
is set forth as follows: 

§ 60.2130 How are the performance test data 
used? 

You use results of performance tests to 
demonstrate compliance with the emission 
limitations in table 1 of this subpart or ta-
bles 5 through 8 of this subpart. 

INITIAL COMPLIANCE REQUIREMENTS 

§ 60.2135 How do I demonstrate initial 
compliance with the emission limi-
tations and establish the operating 
limits? 

You must conduct an initial perform-
ance test, as required under § 60.8, to 
determine compliance with the emis-
sion limitations in table 1 of this sub-
part and to establish operating limits 
using the procedure in § 60.2110 or 
§ 60.2115. The initial performance test 
must be conducted using the test meth-
ods listed in table 1 of this subpart and 
the procedures in § 60.2125. 

EFFECTIVE DATE NOTE: At 76 FR 15453, Mar. 
21, 2011, § 60.2135 was revised, effective May 
20, 2011. At 76 FR 28661, May 18, 2011 the 
amendment was delayed indefinitely. For 
the convenience of the user, the revised text 
is set forth as follows: 

§ 60.2135 How do I demonstrate initial com-
pliance with the emission limitations and 
establish the operating limits? 

You must conduct a performance test, as 
required under §§ 60.2125 and 60.2105 to deter-
mine compliance with the emission limita-
tions in table 1 of this subpart or tables 5 
through 8 of this subpart, to establish com-
pliance with any opacity operating limit in 
§ 60.2110,and to establish operating limits 
using the procedures in §§ 60.2110 or 60.2115. 
The performance test must be conducted 
using the test methods listed in table 1 of 
this subpart or tables 5 through 8 of this sub-

part and the procedures in § 60.2125. The use 
of the bypass stack during a performance 
test shall invalidate the performance test. 
You must conduct a performance evaluation 
of each continuous monitoring system with-
in 60 days of installation of the monitoring 
system. 

§ 60.2140 By what date must I conduct 
the initial performance test? 

The initial performance test must be 
conducted within 60 days after your 
CISWI unit reaches the charge rate at 
which it will operate, but no later than 
180 days after its initial startup. 

EFFECTIVE DATE NOTE: At 76 FR 15453, Mar. 
21, 2011, § 60.2140 was amended by designating 
the existing text as paragraph (a) and adding 
paragraphs (b) and (c), effective May 20, 2011. 
At 76 FR 28661, May 18, 2011 the amendment 
was delayed indefinitely. For the conven-
ience of the user, the added text is set forth 
as follows: 

§ 60.2140 By what date must I conduct the 
initial performance test? 

* * * * * 

(b) If you commence or recommence com-
busting a solid waste at an existing combus-
tion unit at any commercial or industrial fa-
cility, and you conducted a test consistent 
with the provisions of this subpart while 
combusting the solid waste within the 6 
months preceding the reintroduction of that 
solid waste in the combustion chamber, you 
do not need to retest until 6 months from the 
date you reintroduce that solid waste. 

(c) If you commence combusting or recom-
mence combusting a solid waste at an exist-
ing combustion unit at any commercial or 
industrial facility and you have not con-
ducted a performance test consistent with 
the provisions of this subpart while com-
busting the given solid waste within the 6 
months preceding the reintroduction of that 
solid waste in the combustion chamber, you 
must conduct a performance test within 60 
days commencing or recommencing solid 
waste combustion. 

§ 60.2141 By what date must I conduct 
the initial air pollution control de-
vice inspection? 

(a) The initial air pollution control 
device inspection must be conducted 
within 60 days after installation of the 
control device and the associated 
CISWI unit reaches the charge rate at 
which it will operate, but no later than 
180 days after the device’s initial start-
up. 
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