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(12) A description of any changes in contin-
uous monitoring system, processes, or con-
trols since the last reporting period. 

(n) If there were periods during which the 
continuous monitoring system, including the 
continuous emission monitoring system, was 
not out of control as specified in paragraph 
(o) of this section, a statement that there 
were not periods during which the contin-
uous monitoring system was out of control 
during the reporting period. 

(o) A continuous monitoring system is out 
of control if any of the following occur. 

(1) The zero (low-level), mid-level (if appli-
cable), or high-level calibration drift exceeds 
two times the applicable calibration drift 
specification in the applicable performance 
specification or in the relevant standard. 

(2) The continuous monitoring system fails 
a performance test audit (e.g., cylinder gas 
audit), relative accuracy audit, relative ac-
curacy test audit, or linearity test audit. 

(3) The continuous opacity monitoring sys-
tem calibration drift exceeds two times the 
limit in the applicable performance speci-
fication in the relevant standard. 

§ 60.2775 What else must I report if I 
have a deviation from the operating 
limits or the emission limitations? 

(a) You must submit a deviation re-
port if any recorded 3-hour average pa-
rameter level is above the maximum 
operating limit or below the minimum 
operating limit established under this 
subpart, if the bag leak detection sys-
tem alarm sounds for more than 5 per-
cent of the operating time for the 6- 
month reporting period, or if a per-
formance test was conducted that devi-
ated from any emission limitation. 

(b) The deviation report must be sub-
mitted by August 1 of that year for 
data collected during the first half of 
the calendar year (January 1 to June 
30), and by February 1 of the following 
year for data you collected during the 
second half of the calendar year (July 1 
to December 31). 

§ 60.2780 What must I include in the 
deviation report? 

In each report required under 
§ 60.2775, for any pollutant or parameter 
that deviated from the emission limi-
tations or operating limits specified in 
this subpart, include the six items de-
scribed in paragraphs (a) through (f) of 
this section. 

(a) The calendar dates and times 
your unit deviated from the emission 

limitations or operating limit require-
ments. 

(b) The averaged and recorded data 
for those dates. 

(c) Duration and causes of each devi-
ation from the emission limitations or 
operating limits and your corrective 
actions. 

(d) A copy of the operating limit 
monitoring data during each deviation 
and any test report that documents the 
emission levels. 

(e) The dates, times, number, dura-
tion, and causes for monitoring down-
time incidents (other than downtime 
associated with zero, span, and other 
routine calibration checks). 

(f) Whether each deviation occurred 
during a period of startup, shutdown, 
or malfunction, or during another pe-
riod. 

EFFECTIVE DATE NOTE: At 76 FR 15481, Mar. 
21, 2011, § 60.2780 was amended by revising 
paragraph (c) and removing paragraphs (e) 
and (f), effective May 20, 2011. At 76 FR 28661, 
May 18, 2011, the amendment was delayed in-
definitely. For the convenience of the user, 
the revised text is set forth as follows: 

§ 60.2780 What must I include in the devi-
ation report? 

* * * * * 

(c) Durations and causes of the following: 
(1) Each deviation from emission limita-

tions or operating limits and your corrective 
actions. 

(2) Bypass events and your corrective ac-
tions. 

* * * * * 

§ 60.2785 What else must I report if I 
have a deviation from the require-
ment to have a qualified operator 
accessible? 

(a) If all qualified operators are not 
accessible for 2 weeks or more, you 
must take the two actions in para-
graphs (a)(1) and (2) of this section. 

(1) Submit a notification of the devi-
ation within 10 days that includes the 
three items in paragraphs (a)(1)(i) 
through (iii) of this section. 

(i) A statement of what caused the 
deviation. 

(ii) A description of what you are 
doing to ensure that a qualified oper-
ator is accessible. 
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