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40 CFR Ch. I (7–1–11 Edition) § 60.4207 

FUEL REQUIREMENTS FOR OWNERS AND 
OPERATORS 

EFFECTIVE DATE NOTE: At 76 FR 37969, June 
28, 2011, § 60.4206 was revised, effective Aug. 
29, 2011. For the convenience of the user, the 
revised text is set forth as follows: 

§ 60.4206 How long must I meet the emission 
standards if I am an owner or operator of 
a stationary CI internal combustion en-
gine? 

Owners and operators of stationary CI ICE 
must operate and maintain stationary CI 
ICE that achieve the emission standards as 
required in §§ 60.4204 and 60.4205 over the en-
tire life of the engine. 

§ 60.4207 What fuel requirements must 
I meet if I am an owner or operator 
of a stationary CI internal combus-
tion engine subject to this subpart? 

(a) Beginning October 1, 2007, owners 
and operators of stationary CI ICE sub-
ject to this subpart that use diesel fuel 
must use diesel fuel that meets the re-
quirements of 40 CFR 80.510(a). 

(b) Beginning October 1, 2010, owners 
and operators of stationary CI ICE sub-
ject to this subpart with a displace-
ment of less than 30 liters per cylinder 
that use diesel fuel must use diesel fuel 
that meets the requirements of 40 CFR 
80.510(b) for nonroad diesel fuel. 

(c) Owners and operators of pre-2011 
model year stationary CI ICE subject 
to this subpart may petition the Ad-
ministrator for approval to use remain-
ing non-compliant fuel that does not 
meet the fuel requirements of para-
graphs (a) and (b) of this section be-
yond the dates required for the purpose 
of using up existing fuel inventories. If 
approved, the petition will be valid for 
a period of up to 6 months. If addi-
tional time is needed, the owner or op-
erator is required to submit a new peti-
tion to the Administrator. 

(d) Owners and operators of pre-2011 
model year stationary CI ICE subject 
to this subpart that are located in 
areas of Alaska not accessible by the 
Federal Aid Highway System may peti-
tion the Administrator for approval to 
use any fuels mixed with used lubri-
cating oil that do not meet the fuel re-
quirements of paragraphs (a) and (b) of 
this section. Owners and operators 
must demonstrate in their petition to 
the Administrator that there is no 
other place to use the lubricating oil. If 

approved, the petition will be valid for 
a period of up to 6 months. If addi-
tional time is needed, the owner or op-
erator is required to submit a new peti-
tion to the Administrator. 

(e) Stationary CI ICE that have a na-
tional security exemption under 
§ 60.4200(d) are also exempt from the 
fuel requirements in this section. 

EFFECTIVE DATE NOTE: At 76 FR 37969, June 
28, 2011, § 60.4207 was amended by revising 
paragraph (b), removing and reserving para-
graph (c), and revising paragraph (d), effec-
tive Aug. 29, 2011. For the convenience of the 
user, the revised text is set forth as follows: 

§ 60.4207 What fuel requirements must I 
meet if I am an owner or operator of a 
stationary CI internal combustion engine 
subject to this subpart? 

* * * * * 

(b) Beginning October 1, 2010, owners and 
operators of stationary CI ICE subject to 
this subpart with a displacement of less than 
30 liters per cylinder that use diesel fuel 
must purchase diesel fuel that meets the re-
quirements of 40 CFR 80.510(b) for nonroad 
diesel fuel. 

(c) [Reserved] 
(d) Beginning June 1, 2012, owners and op-

erators of stationary CI ICE subject to this 
subpart with a displacement of greater than 
or equal to 30 liters per cylinder are no 
longer subject to the requirements of para-
graph (a) of this section, and must use fuel 
that meets a maximum per-gallon sulfur 
content of 1,000 parts per million (ppm). 

* * * * * 

OTHER REQUIREMENTS FOR OWNERS AND 
OPERATORS 

§ 60.4208 What is the deadline for im-
porting or installing stationary CI 
ICE produced in the previous 
model year? 

(a) After December 31, 2008, owners 
and operators may not install sta-
tionary CI ICE (excluding fire pump en-
gines) that do not meet the applicable 
requirements for 2007 model year en-
gines. 

(b) After December 31, 2009, owners 
and operators may not install sta-
tionary CI ICE with a maximum engine 
power of less than 19 KW (25 HP) (ex-
cluding fire pump engines) that do not 
meet the applicable requirements for 
2008 model year engines. 
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(c) After December 31, 2014, owners 
and operators may not install non- 
emergency stationary CI ICE with a 
maximum engine power of greater than 
or equal to 19 KW (25 HP) and less than 
56 KW (75 HP) that do not meet the ap-
plicable requirements for 2013 model 
year non-emergency engines. 

(d) After December 31, 2013, owners 
and operators may not install non- 
emergency stationary CI ICE with a 
maximum engine power of greater than 
or equal to 56 KW (75 HP) and less than 
130 KW (175 HP) that do not meet the 
applicable requirements for 2012 model 
year non-emergency engines. 

(e) After December 31, 2012, owners 
and operators may not install non- 
emergency stationary CI ICE with a 
maximum engine power of greater than 
or equal to 130 KW (175 HP), including 
those above 560 KW (750 HP), that do 
not meet the applicable requirements 
for 2011 model year non-emergency en-
gines. 

(f) After December 31, 2016, owners 
and operators may not install non- 
emergency stationary CI ICE with a 
maximum engine power of greater than 
or equal to 560 KW (750 HP) that do not 
meet the applicable requirements for 
2015 model year non-emergency en-
gines. 

(g) In addition to the requirements 
specified in §§ 60.4201, 60.4202, 60.4204, 
and 60.4205, it is prohibited to import 
stationary CI ICE with a displacement 
of less than 30 liters per cylinder that 
do not meet the applicable require-
ments specified in paragraphs (a) 
through (f) of this section after the 
dates specified in paragraphs (a) 
through (f) of this section. 

(h) The requirements of this section 
do not apply to owners or operators of 
stationary CI ICE that have been modi-
fied, reconstructed, and do not apply to 
engines that were removed from one 
existing location and reinstalled at a 
new location. 

EFFECTIVE DATE NOTE: At 76 FR 37969, June 
28, 2011, § 60.4208 was amended by revising the 
section heading, revising paragraphs (g) and 
(h), and adding paragraph (i), effective Aug. 
29, 2011. For the convenience of the user, the 
added and revised text is set forth as follows: 

§ 60.4208 What is the deadline for importing 
or installing stationary CI ICE produced 
in previous model years? 

* * * * * 

(g) After December 31, 2018, owners and op-
erators may not install non-emergency sta-
tionary CI ICE with a maximum engine 
power greater than or equal to 600 KW (804 
HP) and less than 2,000 KW (2,680 HP) and a 
displacement of greater than or equal to 10 
liters per cylinder and less than 30 liters per 
cylinder that do not meet the applicable re-
quirements for 2017 model year non-emer-
gency engines. 

(h) In addition to the requirements speci-
fied in §§ 60.4201, 60.4202, 60.4204, and 60.4205, it 
is prohibited to import stationary CI ICE 
with a displacement of less than 30 liters per 
cylinder that do not meet the applicable re-
quirements specified in paragraphs (a) 
through (g) of this section after the dates 
specified in paragraphs (a) through (g) of this 
section. 

(i) The requirements of this section do not 
apply to owners or operators of stationary CI 
ICE that have been modified, reconstructed, 
and do not apply to engines that were re-
moved from one existing location and re-
installed at a new location. 

§ 60.4209 What are the monitoring re-
quirements if I am an owner or op-
erator of a stationary CI internal 
combustion engine? 

If you are an owner or operator, you 
must meet the monitoring require-
ments of this section. In addition, you 
must also meet the monitoring require-
ments specified in § 60.4211. 

(a) If you are an owner or operator of 
an emergency stationary CI internal 
combustion engine, you must install a 
non-resettable hour meter prior to 
startup of the engine. 

(b) If you are an owner or operator of 
a stationary CI internal combustion 
engine equipped with a diesel particu-
late filter to comply with the emission 
standards in § 60.4204, the diesel partic-
ulate filter must be installed with a 
backpressure monitor that notifies the 
owner or operator when the high 
backpressure limit of the engine is ap-
proached. 

EFFECTIVE DATE NOTE: At 76 FR 37969, June 
28, 2011, § 60.4209 was amended by revising 
paragraph (a), effective Aug. 29, 2011. For the 
convenience of the user, the revised text is 
set forth as follows: 
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