
1052 

40 CFR Ch. I (7–1–11 Edition) § 60.4213 

Alternatively, stationary CI ICE that 
are complying with the emission stand-
ards for pre-2007 model year engines in 
§ 60.4204(a), § 60.4205(a), or § 60.4205(c) 
may follow the testing procedures spec-
ified in § 60.4213, as appropriate. 

EFFECTIVE DATE NOTE: At 76 FR 37971, June 
28, 2011, § 60.4212 was amended by revising the 
introductory text and paragraph (a) and add-
ing paragraph (e), effective Aug. 29, 2011. For 
the convenience of the user, the added and 
revised text is set forth as follows: 

§ 60.4212 What test methods and other pro-
cedures must I use if I am an owner or 
operator of a stationary CI internal com-
bustion engine with a displacement of 
less than 30 liters per cylinder? 

Owners and operators of stationary CI ICE 
with a displacement of less than 30 liters per 
cylinder who conduct performance tests pur-
suant to this subpart must do so according 
to paragraphs (a) through (e) of this section. 

(a) The performance test must be con-
ducted according to the in-use testing proce-
dures in 40 CFR part 1039, subpart F, for sta-
tionary CI ICE with a displacement of less 
than 10 liters per cylinder, and according to 
40 CFR part 1042, subpart F, for stationary CI 
ICE with a displacement of greater than or 
equal to 10 liters per cylinder and less than 
30 liters per cylinder. 

* * * * * 

(e) Exhaust emissions from stationary CI 
ICE that are complying with the emission 
standards for new CI engines in 40 CFR part 
1042 must not exceed the NTE standards for 
the same model year and maximum engine 
power as required in 40 CFR 1042.101(c). 

§ 60.4213 What test methods and other 
procedures must I use if I am an 
owner or operator of a stationary 
CI internal combustion engine with 
a displacement of greater than or 
equal to 30 liters per cylinder? 

Owners and operators of stationary 
CI ICE with a displacement of greater 
than or equal to 30 liters per cylinder 
must conduct performance tests ac-
cording to paragraphs (a) through (d) of 
this section. 

(a) Each performance test must be 
conducted according to the require-
ments in § 60.8 and under the specific 
conditions that this subpart specifies 
in table 7. The test must be conducted 
within 10 percent of 100 percent peak 
(or the highest achievable) load. 

(b) You may not conduct perform-
ance tests during periods of startup, 

shutdown, or malfunction, as specified 
in § 60.8(c). 

(c) You must conduct three separate 
test runs for each performance test re-
quired in this section, as specified in 
§ 60.8(f). Each test run must last at 
least 1 hour. 

(d) To determine compliance with the 
percent reduction requirement, you 
must follow the requirements as speci-
fied in paragraphs (d)(1) through (3) of 
this section. 

(1) You must use Equation 2 of this 
section to determine compliance with 
the percent reduction requirement: 

C Ci o−
×

C
  100 = R (Eq. 2)

i

Where: 
Ci = concentration of NOX or PM at the con-

trol device inlet, 
Co = concentration of NOX or PM at the con-

trol device outlet, and 
R = percent reduction of NOX or PM emis-

sions. 

(2) You must normalize the NOX or 
PM concentrations at the inlet and 
outlet of the control device to a dry 
basis and to 15 percent oxygen (O2) 
using Equation 3 of this section, or an 
equivalent percent carbon dioxide (CO2) 
using the procedures described in para-
graph (d)(3) of this section. 
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Where: 
Cadj = Calculated NOX or PM concentration 

adjusted to 15 percent O2. 
Cd = Measured concentration of NOX or PM, 

uncorrected. 
5.9 = 20.9 percent O2¥15 percent O2, the de-

fined O2 correction value, percent. 
%O2 = Measured O2 concentration, dry basis, 

percent. 

(3) If pollutant concentrations are to 
be corrected to 15 percent O2 and CO2 
concentration is measured in lieu of O2 
concentration measurement, a CO2 cor-
rection factor is needed. Calculate the 
CO2 correction factor as described in 
paragraphs (d)(3)(i) through (iii) of this 
section. 

(i) Calculate the fuel-specific Fo 
value for the fuel burned during the 
test using values obtained from Method 
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19, Section 5.2, and the following equa-
tion: 

F Eqo  = 
0.209

F
 4)F

c

d ( .

Where: 
Fo = Fuel factor based on the ratio of O2 vol-

ume to the ultimate CO2 volume produced 
by the fuel at zero percent excess air. 

0.209 = Fraction of air that is O2, percent/100. 
Fd = Ratio of the volume of dry effluent gas 

to the gross calorific value of the fuel from 
Method 19, dsm3/J (dscf/106 Btu). 

Fc = Ratio of the volume of CO2 produced to 
the gross calorific value of the fuel from 
Method 19, dsm3/J (dscf/106 Btu). 

(ii) Calculate the CO2 correction fac-
tor for correcting measurement data to 
15 percent O2, as follows: 

X EqCO2
=  

5.9

F
 5)

o

( .

Where: 

XCO2 = CO2 correction factor, percent. 
5.9 = 20.9 percent O2¥15 percent O2, the de-

fined O2 correction value, percent. 

(iii) Calculate the NOX and PM gas 
concentrations adjusted to 15 percent 
O2 using CO2 as follows: 

C
X

CO
Eqadj

CO = C  6)d
2

2%
( .

Where: 

Cadj = Calculated NOX or PM concentration 
adjusted to 15 percent O2. 

Cd = Measured concentration of NOX or PM, 
uncorrected. 

%CO2 = Measured CO2 concentration, dry 
basis, percent. 

(e) To determine compliance with the 
NOX mass per unit output emission 
limitation, convert the concentration 
of NOX in the engine exhaust using 
Equation 7 of this section: 

ER Eq = 
C  1.912  10   Q  T

KW-hour
 7)d

3× × × ×−

( .

Where: 

ER = Emission rate in grams per KW-hour. 
Cd = Measured NOX concentration in ppm. 
1.912x10¥3 = Conversion constant for ppm 

NOX to grams per standard cubic meter at 
25 degrees Celsius. 

Q = Stack gas volumetric flow rate, in stand-
ard cubic meter per hour. 

T = Time of test run, in hours. 
KW-hour = Brake work of the engine, in KW- 

hour. 

(f) To determine compliance with the 
PM mass per unit output emission lim-
itation, convert the concentration of 
PM in the engine exhaust using Equa-
tion 8 of this section: 

ER Eq = 
C   Q  T

KW-hour
 8)adj × ×

( .

Where: 

ER = Emission rate in grams per KW-hour. 
Cadj = Calculated PM concentration in grams 

per standard cubic meter. 
Q = Stack gas volumetric flow rate, in stand-

ard cubic meter per hour. 
T = Time of test run, in hours. 

KW-hour = Energy output of the engine, in 
KW. 

EFFECTIVE DATE NOTE: At 76 FR 37971, June 
28, 2011, § 60.4213 was amended by revising the 
introductory text, effective Aug. 29, 2011. For 
the convenience of the user, the revised text 
is set forth as follows: 

§ 60.4213 What test methods and other pro-
cedures must I use if I am an owner or 
operator of a stationary CI internal com-
bustion engine with a displacement of 
greater than or equal to 30 liters per cyl-
inder? 

Owners and operators of stationary CI ICE 
with a displacement of greater than or equal 
to 30 liters per cylinder must conduct per-
formance tests according to paragraphs (a) 
through (f) of this section. 

* * * * * 
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NOTIFICATION, REPORTS, AND RECORDS 
FOR OWNERS AND OPERATORS 

§ 60.4214 What are my notification, re-
porting, and recordkeeping require-
ments if I am an owner or operator 
of a stationary CI internal combus-
tion engine? 

(a) Owners and operators of non- 
emergency stationary CI ICE that are 
greater than 2,237 KW (3,000 HP), or 
have a displacement of greater than or 
equal to 10 liters per cylinder, or are 
pre-2007 model year engines that are 
greater than 130 KW (175 HP) and not 
certified, must meet the requirements 
of paragraphs (a)(1) and (2) of this sec-
tion. 

(1) Submit an initial notification as 
required in § 60.7(a)(1). The notification 
must include the information in para-
graphs (a)(1)(i) through (v) of this sec-
tion. 

(i) Name and address of the owner or 
operator; 

(ii) The address of the affected 
source; 

(iii) Engine information including 
make, model, engine family, serial 
number, model year, maximum engine 
power, and engine displacement; 

(iv) Emission control equipment; and 
(v) Fuel used. 
(2) Keep records of the information in 

paragraphs (a)(2)(i) through (iv) of this 
section. 

(i) All notifications submitted to 
comply with this subpart and all docu-
mentation supporting any notification. 

(ii) Maintenance conducted on the 
engine. 

(iii) If the stationary CI internal 
combustion is a certified engine, docu-
mentation from the manufacturer that 
the engine is certified to meet the 
emission standards. 

(iv) If the stationary CI internal com-
bustion is not a certified engine, docu-
mentation that the engine meets the 
emission standards. 

(b) If the stationary CI internal com-
bustion engine is an emergency sta-
tionary internal combustion engine, 
the owner or operator is not required 
to submit an initial notification. Start-
ing with the model years in table 5 to 
this subpart, if the emergency engine 
does not meet the standards applicable 
to non-emergency engines in the appli-
cable model year, the owner or oper-

ator must keep records of the oper-
ation of the engine in emergency and 
non-emergency service that are re-
corded through the non-resettable hour 
meter. The owner must record the time 
of operation of the engine and the rea-
son the engine was in operation during 
that time. 

(c) If the stationary CI internal com-
bustion engine is equipped with a diesel 
particulate filter, the owner or oper-
ator must keep records of any correc-
tive action taken after the 
backpressure monitor has notified the 
owner or operator that the high 
backpressure limit of the engine is ap-
proached. 

SPECIAL REQUIREMENTS 

§ 60.4215 What requirements must I 
meet for engines used in Guam, 
American Samoa, or the Common-
wealth of the Northern Mariana Is-
lands? 

(a) Stationary CI ICE that are used 
in Guam, American Samoa, or the 
Commonwealth of the Northern Mar-
iana Islands are required to meet the 
applicable emission standards in 
§ 60.4205. Non-emergency stationary CI 
ICE with a displacement of greater 
than or equal to 30 liters per cylinder, 
must meet the applicable emission 
standards in § 60.4204(c). 

(b) Stationary CI ICE that are used 
in Guam, American Samoa, or the 
Commonwealth of the Northern Mar-
iana Islands are not required to meet 
the fuel requirements in § 60.4207. 

EFFECTIVE DATE NOTE: At 76 FR 37971, June 
28, 2011, § 60.4215 was amended by revising 
paragraph (a) and adding paragraph (c), ef-
fective Aug. 29, 2011. For the convenience of 
the user, the added and revised text is set 
forth as follows: 

§ 60.4215 What requirements must I meet for 
engines used in Guam, American Samoa, 
or the Commonwealth of the Northern 
Mariana Islands? 

(a) Stationary CI ICE with a displacement 
of less than 30 liters per cylinder that are 
used in Guam, American Samoa, or the Com-
monwealth of the Northern Mariana Islands 
are required to meet the applicable emission 
standards in §§ 60.4202 and 60.4205. 

* * * * * 
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