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(b) For Method 24, the coating sample 
must be at least a 1-liter sample taken 
at a point where the sample will be rep-
resentative of the coating as applied to 
the surface of the metal coil. 

(c) For Method 25, the sampling time 
for each of three runs is to be at least 
60 minutes, and the minimum sampling 
volume is to be at least 0.003 dscm (0.11 
dscf); however, shorter sampling times 
or smaller volumes, when necessitated 
by process variables or other factors, 
may be approved by the Administrator. 

(d) The Administrator will approve 
testing of representative stacks on a 
case-by-case basis if the owner or oper-
ator can demonstrate to the satisfac-
tion of the Administrator that testing 
of representative stacks yields results 
comparable to those that would be ob-
tained by testing all stacks. 

[47 FR 49612, Nov. 1, 1982, as amended at 51 
FR 22938, June 24, 1986; 65 FR 61761, Oct. 17, 
2000] 

Subpart UU—Standards of Per-
formance for Asphalt Proc-
essing and Asphalt Roofing 
Manufacture 

SOURCE: 47 FR 34143, Aug. 6, 1982, unless 
otherwise noted. 

§ 60.470 Applicability and designation 
of affected facilities. 

(a) The affected facilities to which 
this subpart applies are each saturator 
and each mineral handling and storage 
facility at asphalt roofing plants; and 
each asphalt storage tank and each 
blowing still at asphalt processing 
plants, petroleum refineries, and as-
phalt roofing plants. 

(b) Any saturator or mineral han-
dling and storage facility under para-
graph (a) of this section that com-
mences construction or modification 
after November 18, 1980, is subject to 
the requirements of this subpart. Any 
asphalt storage tank or blowing still 
that processes and/or stores asphalt 
used for roofing only or for roofing and 
other purposes, and that commences 
construction or modification after No-
vember 18, 1980, is subject to the re-
quirements of this subpart. 
Any asphalt storage tank or blowing 
still that processes and/or stores only 

nonroofing asphalts and that com-
mences construction or modification 
after May 26, 1981, is subject to the re-
quirements of this subpart. 

§ 60.471 Definitions. 
As used in this subpart, all terms not 

defined herein shall have the meaning 
given them in the Act and in subpart A 
of this part. 

Afterburner (A/B) means an exhaust 
gas incinerator used to control emis-
sions of particulate matter. 

Asphalt processing means the storage 
and blowing of asphalt. 

Asphalt processing plant means a plant 
which blows asphalt for use in the 
manufacture of asphalt products. 

Asphalt roofing plant means a plant 
which produces asphalt roofing prod-
ucts (shingles, roll roofing, siding, or 
saturated felt). 

Asphalt storage tank means any tank 
used to store asphalt at asphalt roofing 
plants, petroleum refineries, and as-
phalt processing plants. Storage tanks 
containing cutback asphalts (asphalts 
diluted with solvents to reduce vis-
cosity for low temperature applica-
tions) and emulsified asphalts (asphalts 
dispersed in water with an emulsifying 
agent) are not subject to this regula-
tion. 

Blowing still means the equipment in 
which air is blown through asphalt flux 
to change the softening point and pene-
tration rate. 

Catalyst means a substance which, 
when added to asphalt flux in a blowing 
still, alters the penetrating-softening 
point relationship or increases the rate 
of oxidation of the flux. 

Coating blow means the process in 
which air is blown through hot asphalt 
flux to produce coating asphalt. The 
coating blow starts when the air is 
turned on and stops when the air is 
turned off. 

Electrostatic precipitator (ESP) means 
an air pollution control device in which 
solid or liquid particulates in a gas 
stream are charged as they pass 
through an electric field and precip-
itated on a collection suface. 

High velocity air filter (HVAF) means 
an air pollution control filtration de-
vice for the removal of sticky, oily, or 
liquid aerosol particulate matter from 
exhaust gas streams. 
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