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Relative Response Audit’s must be per-
formed annually and Response Correla-
tion Audits must be performed every 3 
years. 

(13) When PM emissions data are not 
obtained because of CEMS breakdowns, 
repairs, calibration checks, and zero 
and span adjustments, emissions data 
shall be obtained by using other moni-
toring systems as approved by the Ad-
ministrator or EPA Reference Method 
19 of appendix A of this part to provide, 
as necessary, valid emissions data for a 
minimum of 75 percent of total oper-
ating hours per 30-day rolling average. 

(14) After July 1, 2011, within 90 days 
after completing a correlation testing 
run, the owner or operator of an af-
fected facility shall either successfully 
enter the test data into EPA’s 
WebFIRE data base located at http:// 
cfpub.epa.gov/oarweb/ 
index.cfm?action=fire.main or mail a 
copy to: United States Environmental 
Protection Agency; Energy Strategies 
Group; 109 TW Alexander DR; Mail 
Code: D243–01; RTP, NC 27711. 

[72 FR 32742, June 13, 2007, as amended at 74 
FR 5086, Jan. 28, 2009; 76 FR 10524, Feb. 28, 
2011] 

§ 60.47b Emission monitoring for sul-
fur dioxide. 

(a) Except as provided in paragraphs 
(b) and (f) of this section, the owner or 
operator of an affected facility subject 
to the SO2 standards in § 60.42b shall in-
stall, calibrate, maintain, and operate 
CEMS for measuring SO2 concentra-
tions and either O2 or CO2 concentra-
tions and shall record the output of the 
systems. For units complying with the 
percent reduction standard, the SO2 
and either O2 or CO2 concentrations 
shall both be monitored at the inlet 
and outlet of the SO2 control device. If 
the owner or operator has installed and 
certified SO2 and O2 or CO2 CEMS ac-
cording to the requirements of 
§ 75.20(c)(1) of this chapter and appendix 
A to part 75 of this chapter, and is con-
tinuing to meet the ongoing quality as-
surance requirements of § 75.21 of this 
chapter and appendix B to part 75 of 
this chapter, those CEMS may be used 
to meet the requirements of this sec-
tion, provided that: 

(1) When relative accuracy testing is 
conducted, SO2 concentration data and 

CO2 (or O2) data are collected simulta-
neously; and 

(2) In addition to meeting the appli-
cable SO2 and CO2 (or O2) relative accu-
racy specifications in Figure 2 of ap-
pendix B to part 75 of this chapter, the 
relative accuracy (RA) standard in sec-
tion 13.2 of Performance Specification 2 
in appendix B to this part is met when 
the RA is calculated on a lb/MMBtu 
basis; and 

(3) The reporting requirements of 
§ 60.49b are met. SO2 and CO2 (or O2) 
data used to meet the requirements of 
§ 60.49b shall not include substitute 
data values derived from the missing 
data procedures in subpart D of part 75 
of this chapter, nor shall the SO2 data 
have been bias adjusted according to 
the procedures of part 75 of this chap-
ter. 

(b) As an alternative to operating 
CEMS as required under paragraph (a) 
of this section, an owner or operator 
may elect to determine the average 
SO2 emissions and percent reduction 
by: 

(1) Collecting coal or oil samples in 
an as-fired condition at the inlet to the 
steam generating unit and analyzing 
them for sulfur and heat content ac-
cording to Method 19 of appendix A of 
this part. Method 19 of appendix A of 
this part provides procedures for con-
verting these measurements into the 
format to be used in calculating the av-
erage SO2 input rate, or 

(2) Measuring SO2 according to Meth-
od 6B of appendix A of this part at the 
inlet or outlet to the SO2 control sys-
tem. An initial stratification test is re-
quired to verify the adequacy of the 
Method 6B of appendix A of this part 
sampling location. The stratification 
test shall consist of three paired runs 
of a suitable SO2 and CO2 measurement 
train operated at the candidate loca-
tion and a second similar train oper-
ated according to the procedures in 
section 3.2 and the applicable proce-
dures in section 7 of Performance Spec-
ification 2. Method 6B of appendix A of 
this part, Method 6A of appendix A of 
this part, or a combination of Methods 
6 and 3 or 3B of appendix A of this part 
or Methods 6C and 3A of appendix A of 
this part are suitable measurement 
techniques. If Method 6B of appendix A 
of this part is used for the second train, 
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sampling time and timer operation 
may be adjusted for the stratification 
test as long as an adequate sample vol-
ume is collected; however, both sam-
pling trains are to be operated simi-
larly. For the location to be adequate 
for Method 6B of appendix A of this 
part 24-hour tests, the mean of the ab-
solute difference between the three 
paired runs must be less than 10 per-
cent. 

(3) A daily SO2 emission rate, ED, 
shall be determined using the proce-
dure described in Method 6A of appen-
dix A of this part, section 7.6.2 (Equa-
tion 6A–8) and stated in ng/J (lb/ 
MMBtu) heat input. 

(4) The mean 30-day emission rate is 
calculated using the daily measured 
values in ng/J (lb/MMBtu) for 30 succes-
sive steam generating unit operating 
days using equation 19–20 of Method 19 
of appendix A of this part. 

(c) The owner or operator of an af-
fected facility shall obtain emission 
data for at least 75 percent of the oper-
ating hours in at least 22 out of 30 suc-
cessive boiler operating days. If this 
minimum data requirement is not met 
with a single monitoring system, the 
owner or operator of the affected facil-
ity shall supplement the emission data 
with data collected with other moni-
toring systems as approved by the Ad-
ministrator or the reference methods 
and procedures as described in para-
graph (b) of this section. 

(d) The 1-hour average SO2 emission 
rates measured by the CEMS required 
by paragraph (a) of this section and re-
quired under § 60.13(h) is expressed in 
ng/J or lb/MMBtu heat input and is 
used to calculate the average emission 
rates under § 60.42(b). Each 1-hour aver-
age SO2 emission rate must be based on 
30 or more minutes of steam generating 
unit operation. The hourly averages 
shall be calculated according to 
§ 60.13(h)(2). Hourly SO2 emission rates 
are not calculated if the affected facil-
ity is operated less than 30 minutes in 
a given clock hour and are not counted 
toward determination of a steam gen-
erating unit operating day. 

(e) The procedures under § 60.13 shall 
be followed for installation, evalua-
tion, and operation of the CEMS. 

(1) Except as provided for in para-
graph (e)(4) of this section, all CEMS 

shall be operated in accordance with 
the applicable procedures under Per-
formance Specifications 1, 2, and 3 of 
appendix B of this part. 

(2) Except as provided for in para-
graph (e)(4) of this section, quarterly 
accuracy determinations and daily 
calibration drift tests shall be per-
formed in accordance with Procedure 1 
of appendix F of this part. 

(3) For affected facilities combusting 
coal or oil, alone or in combination 
with other fuels, the span value of the 
SO2 CEMS at the inlet to the SO2 con-
trol device is 125 percent of the max-
imum estimated hourly potential SO2 
emissions of the fuel combusted, and 
the span value of the CEMS at the out-
let to the SO2 control device is 50 per-
cent of the maximum estimated hourly 
potential SO2 emissions of the fuel 
combusted. Alternatively, SO2 span 
values determined according to section 
2.1.1 in appendix A to part 75 of this 
chapter may be used. 

(4) As an alternative to meeting the 
requirements of requirements of para-
graphs (e)(1) and (e)(2) of this section, 
the owner or operator may elect to im-
plement the following alternative data 
accuracy assessment procedures: 

(i) For all required CO2 and O2 mon-
itors and for SO2 and NOX monitors 
with span values greater than or equal 
to 100 ppm, the daily calibration error 
test and calibration adjustment proce-
dures described in sections 2.1.1 and 
2.1.3 of appendix B to part 75 of this 
chapter may be followed instead of the 
CD assessment procedures in Procedure 
1, section 4.1 of appendix F to this part. 

(ii) For all required CO2 and O2 mon-
itors and for SO2 and NOX monitors 
with span values greater than 30 ppm, 
quarterly linearity checks may be per-
formed in accordance with section 2.2.1 
of appendix B to part 75 of this chapter, 
instead of performing the cylinder gas 
audits (CGAs) described in Procedure 1, 
section 5.1.2 of appendix F to this part. 
If this option is selected: The frequency 
of the linearity checks shall be as spec-
ified in section 2.2.1 of appendix B to 
part 75 of this chapter; the applicable 
linearity specifications in section 3.2 of 
appendix A to part 75 of this chapter 
shall be met; the data validation and 
out-of-control criteria in section 2.2.3 
of appendix B to part 75 of this chapter 
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shall be followed instead of the exces-
sive audit inaccuracy and out-of-con-
trol criteria in Procedure 1, section 5.2 
of appendix F to this part; and the 
grace period provisions in section 2.2.4 
of appendix B to part 75 of this chapter 
shall apply. For the purposes of data 
validation under this subpart, the cyl-
inder gas audits described in Procedure 
1, section 5.1.2 of appendix F to this 
part shall be performed for SO2 and 
NOX span values less than or equal to 
30 ppm; and 

(iii) For SO2, CO2, and O2 monitoring 
systems and for NOX emission rate 
monitoring systems, RATAs may be 
performed in accordance with section 
2.3 of appendix B to part 75 of this 
chapter instead of following the proce-
dures described in Procedure 1, section 
5.1.1 of appendix F to this part. If this 
option is selected: The frequency of 
each RATA shall be as specified in sec-
tion 2.3.1 of appendix B to part 75 of 
this chapter; the applicable relative ac-
curacy specifications shown in Figure 2 
in appendix B to part 75 of this chapter 
shall be met; the data validation and 
out-of-control criteria in section 2.3.2 
of appendix B to part 75 of this chapter 
shall be followed instead of the exces-
sive audit inaccuracy and out-of-con-
trol criteria in Procedure 1, section 5.2 
of appendix F to this part; and the 
grace period provisions in section 2.3.3 
of appendix B to part 75 of this chapter 
shall apply. For the purposes of data 
validation under this subpart, the rel-
ative accuracy specification in section 
13.2 of Performance Specification 2 in 
appendix B to this part shall be met on 
a lb/MMBtu basis for SO2 (regardless of 
the SO2 emission level during the 
RATA), and for NOX when the average 
NOX emission rate measured by the ref-
erence method during the RATA is less 
than 0.100 lb/MMBtu. 

(f) The owner or operator of an af-
fected facility that combusts very low 
sulfur oil or is demonstrating compli-
ance under § 60.45b(k) is not subject to 
the emission monitoring requirements 
under paragraph (a) of this section if 
the owner or operator maintains fuel 
records as described in § 60.49b(r). 

[72 FR 32742, June 13, 2007, as amended at 74 
FR 5087, Jan. 28, 2009] 

§ 60.48b Emission monitoring for par-
ticulate matter and nitrogen oxides. 

(a) Except as provided in paragraph 
(j) of this section, the owner or oper-
ator of an affected facility subject to 
the opacity standard under § 60.43b 
shall install, calibrate, maintain, and 
operate a continuous opacity moni-
toring system (COMS) for measuring 
the opacity of emissions discharged to 
the atmosphere and record the output 
of the system. The owner or operator of 
an affected facility subject to an opac-
ity standard under § 60.43b and meeting 
the conditions under paragraphs (j)(1), 
(2), (3), (4), or (5) of this section who 
elects not to use a COMS shall conduct 
a performance test using Method 9 of 
appendix A–4 of this part and the pro-
cedures in § 60.11 to demonstrate com-
pliance with the applicable limit in 
§ 60.43b by April 29, 2011, within 45 days 
of stopping use of an existing COMS, or 
180 days after initial startup of the fa-
cility, whichever is later, and shall 
comply with either paragraphs (a)(1), 
(a)(2), or (a)(3) of this section. The ob-
servation period for Method 9 of appen-
dix A–4 of this part performance tests 
may be reduced from 3 hours to 60 min-
utes if all 6-minute averages are less 
than 10 percent and all individual 15- 
second observations are less than or 
equal to 20 percent during the initial 60 
minutes of observation. 

(1) Except as provided in paragraph 
(a)(2) and (a)(3) of this section, the 
owner or operator shall conduct subse-
quent Method 9 of appendix A–4 of this 
part performance tests using the proce-
dures in paragraph (a) of this section 
according to the applicable schedule in 
paragraphs (a)(1)(i) through (a)(1)(iv) of 
this section, as determined by the most 
recent Method 9 of appendix A–4 of this 
part performance test results. 

(i) If no visible emissions are ob-
served, a subsequent Method 9 of ap-
pendix A–4 of this part performance 
test must be completed within 12 cal-
endar months from the date that the 
most recent performance test was con-
ducted; 

(ii) If visible emissions are observed 
but the maximum 6-minute average 
opacity is less than or equal to 5 per-
cent, a subsequent Method 9 of appen-
dix A–4 of this part performance test 
must be completed within 6 calendar 
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