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a petroleum dry cleaning plant after 
December 14, 1982, shall be a solvent re-
covery dryer. The solvent recovery 
dryer(s) shall be properly installed, op-
erated, and maintained. 

(b) Each affected petroleum solvent 
filter that is installed at a petroleum 
dry cleaning plant after December 14, 
1982, shall be a cartridge filter. Car-
tridge filters shall be drained in their 
sealed housings for at least 8 hours 
prior to their removal 

(c) Each manufacturer of an affected 
petroleum solvent dryer shall include 
leak inspection and leak repair cycle 
information in the operating manual 
and on a clearly visible label posted on 
each affected facility. Such informa-
tion should state: 

To protect against fire hazards, loss of val-
uable solvents, and emissions of solvent to 
the atmosphere, periodic inspection of this 
equipment for evidence of leaks and prompt 
repair of any leaks is recommended. The U.S. 
Environmental Protection Agency rec-
ommends that the equipment be inspected 
every 15 days and all vapor or liquid leaks be 
repaired within the subsequent 15 day period. 

[49 FR 37331, Sept. 21, 1984, as amended at 50 
FR 49026, Nov. 27, 1985] 

§ 60.623 Equivalent equipment and 
procedures. 

(a) Upon written application from 
any person, the Administrator may ap-
prove the use of equipment or proce-
dures that have been demonstrated to 
his satisfaction to be equivalent, in 
terms of reducing VOC emissions to the 
atmosphere, to those prescribed for 
compliance within a specified para-
graph of this subpart. The application 
must contain a complete description of 
the equipment or procedure; the test-
ing method; the date, time and loca-
tion of the test; and a description of 
the test results. Written applications 
shall be submitted to the Adminis-
trator, U.S. Environmental Protection 
Agency, 1200 Pennsylvania Ave., NW., 
Washington, DC 20460. 

(b) The Administrator will make a 
preliminary determination of whether 
or not the application for equivalency 
is approvable and will publish a notice 
of these findings in the FEDERAL REG-
ISTER. After notice and opportunity for 
public hearing, the Administrator will 

publish the final determination in the 
FEDERAL REGISTER. 

§ 60.624 Test methods and procedures. 

Each owner or operator of an affected 
facility subject to the provisions of 
§ 60.622(a) shall perform an initial test 
to verify that the flow rate of recov-
ered solvent from the solvent recovery 
dryer at the termination of the recov-
ery cycle is no greater than 0.05 liters 
per minute. This test shall be con-
ducted for a duration of no less than 2 
weeks during which no less than 50 per-
cent of the dryer loads shall be mon-
itored for their final recovered solvent 
flow rate. The suggested point for 
measuring the flow rate of recovered 
solvent is the outlet of the solvent- 
water separator. Near the end of the re-
covery cycle, the entire flow of recov-
ered solvent should be diverted to a 
graduated cylinder. As the recovered 
solvent collects in the graduated cyl-
inder, the elapsed time is monitored 
and recorded in periods of greater than 
or equal to 1 minute. At the same time, 
the volume of solvent in the graduated 
cylinder is monitored and recorded to 
determine the volume of recovered sol-
vent that is collected during each time 
period. The recovered solvent flow rate 
is calculated by dividing the volume of 
solvent collected per period by the 
length of time elapsed during the pe-
riod and converting the result with ap-
propriate factors into units of liters 
per minute. The recovery cycle and the 
monitoring procedure should continue 
until the flow rate of solvent is less 
than or equal to 0.05 liter per minute. 
The type of articles cleaned and the 
total length of the cycle should then be 
recorded. 

[49 FR 37331, Sept. 21, 1984, as amended at 65 
FR 61773, Oct. 17, 2000] 

§ 60.625 Recordkeeping requirements. 

Each owner or operator of an affected 
facility subject to the provisions of 
this subpart shall maintain a record of 
the performance test required under 
§ 60.624. 

VerDate Mar<15>2010 10:48 Oct 11, 2011 Jkt 223149 PO 00000 Frm 00680 Fmt 8010 Sfmt 8010 Q:\40\40V6.TXT ofr150 PsN: PC150


		Superintendent of Documents
	2014-08-19T08:34:40-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




