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Qs = volumetric flow rate of effluent gas, 
where Cs and Qs are on the same basis (ei-
ther wet or dry), dscf/hr; 

P = total kiln feed (dry basis) rate, ton/hr. 
For kilns constructed, modified or recon-
structed on or after June 16, 2008, 

p = total kiln clinker production rate; and 
K = conversion factor, 7000 gr/lb. 

(2) Suitable methods shall be used to 
determine the kiln feed rate (P), except 
fuels. 

(3) Method 9 and the procedures in 
§ 60.11 must be used to determine opac-
ity. 

(4) Any sources other than kilns (in-
cluding associated alkali bypass and 
cooler) subject to the 10 percent opac-
ity limit must follow the appropriate 
monitoring procedures in § 63.1350(f), 
(m)(1) through (4), (m)(10) through (11), 
(o), and (p) of this chapter. 

(5) If your kiln is not equipped with a 
PM CEMS meeting the requirements of 
Performance Specification 11 of Appen-

dix B to part 60, and the kiln (including 
any associated alkali bypass and clink-
er cooler) was constructed, modified or 
reconstructed on or after June 16, 2008, 
you must conduct a performance test 
every 5 years following the initial per-
formance test. Kilns (including any as-
sociated alkali bypass and clinker cool-
er) constructed, reconstructed, or 
modified after August 17, 1971 but on or 
before June 16, 2008 must conduct a 
performance test every 5 years if not 
equipped with a PM CEMS meeting the 
requirements of Performance Speci-
fication 11 of Appendix B to part 60. 

(c) You must calculate and record the 
30-operating day rolling emission rate 
of NOX and SO2 as the total of all hour-
ly emissions data for a cement kiln in 
the preceding 30 days, divided by the 
total tons of clinker produced in that 
kiln during the same 30-operating day 
period using Equation 3 of this section: 

E C Q PKS S= ( ) /( ) Eq. 3

Where: 
E = emission rate of NOX or SO2, lb/ton of 

clinker production; 
Cs = concentration of NOX or SO2, gr/scf; 
Qs = volumetric flow rate of effluent gas, 

where Cs and Qs are on the same basis (ei-
ther wet or dry), scf/hr; 

P = total kiln clinker production rate, ton/ 
hr; and 

K = conversion factor, 7000 gr/lb. 

(d) As of December 31, 2011 and within 
60 days after the date of completing 
each performance evaluation or test, as 
defined in § 63.2, conducted to dem-
onstrate compliance with this subpart, 
you must submit the relative accuracy 
test audit data and performance test 
data, except opacity data, to EPA by 
successfully submitting the data elec-
tronically to EPA’s Central Data Ex-
change (CDX) by using the Electronic 
Reporting Tool (ERT) (see http:// 
www.epa.gov/ttn/chief/ert/ertltool.html/). 

[54 FR 6666, Feb. 14, 1989, as amended at 65 
FR 61753, Oct. 17, 2000; 75 FR 55037, Sept. 9, 
2010] 

§ 60.65 Recordkeeping and reporting 
requirements. 

(a) Each owner or operator required 
to install a continuous opacity moni-
toring system under § 60.63(b) shall sub-
mit reports of excess emissions as de-
fined in § 60.63(d). The content of these 
reports must comply with the require-
ments in § 60.7(c). Notwithstanding the 
provisions of § 60.7(c), such reports shall 
be submitted semiannually. 

(b) Each owner or operator moni-
toring visible emissions under § 60.63(c) 
shall submit semiannual reports of ob-
served excess emissions as defined in 
§ 60.63(d). 

(c) Each owner or operator of facili-
ties subject to the provisions of 
§ 60.63(c) shall submit semiannual re-
ports of the malfunction information 
required to be recorded by § 60.7(b). 
These reports shall include the fre-
quency, duration, and cause of any in-
cident resulting in deenergization of 
any device controlling kiln emissions 
or in the venting of emissions directly 
to the atmosphere. 

(d) The requirements of this section 
remain in force until and unless the 
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Agency, in delegating enforcement au-
thority to a State under section 111(c) 
of the Clean Air Act, 42 U.S.C. 7411, ap-
proves reporting requirements or an al-
ternative means of compliance surveil-
lance adopted by such States. In that 
event, affected sources within the 
State will be relieved of the obligation 
to comply with this section, provided 
that they comply with the require-
ments established by the State. 

[53 FR 50364, Dec. 14, 1988] 

§ 60.66 Delegation of authority. 
(a) This subpart can be implemented 

and enforced by the U.S. EPA or a dele-
gated authority such as a State, local, 
or Tribal agency. You should contact 
your U.S. EPA Regional Office to find 
out if this subpart is delegated to a 
State, local, or Tribal agency within 
your State. 

(b) In delegating implementation and 
enforcement authority to a State, 
local, or Tribal agency, the approval 
authorities contained paragraphs (b)(1) 
through (4) of this section are retained 
by the Administrator of the U.S EPA 
and are not transferred to the State, 
local, or Tribal agency. 

(1) Approval of an alternative to any 
non-opacity emissions standard. 

(2) Approval of a major change to 
test methods under § 60.8(b). A ‘‘major 
change to test method’’ is defined in 40 
CFR 63.90. 

(3) Approval of a major change to 
monitoring under § 60.13(i). A ‘‘major 
change to monitoring’’ is defined in 40 
CFR 63.90. 

(4) Approval of a major change to rec-
ordkeeping/reporting under § 60.7(b) 
through (f). A ‘‘major change to record-
keeping/reporting’’ is defined in 40 CFR 
63.90. 

[75 FR 55037, Sept. 9, 2010] 

Subpart G—Standards of 
Performance for Nitric Acid Plants 
§ 60.70 Applicability and designation 

of affected facility. 
(a) The provisions of this subpart are 

applicable to each nitric acid produc-
tion unit, which is the affected facility. 

(b) Any facility under paragraph (a) 
of this section that commences con-
struction or modification after August 

17, 1971, is subject to the requirements 
of this subpart. 

[42 FR 37936, July 25, 1977] 

§ 60.71 Definitions. 
As used in this subpart, all terms not 

defined herein shall have the meaning 
given them in the Act and in subpart A 
of this part. 

(a) Nitric acid production unit means 
any facility producing weak nitric acid 
by either the pressure or atmospheric 
pressure process. 

(b) Weak nitric acid means acid which 
is 30 to 70 percent in strength. 

§ 60.72 Standard for nitrogen oxides. 
(a) On and after the date on which 

the performance test required to be 
conducted by § 60.8 is completed, no 
owner or operator subject to the provi-
sions of this subpart shall cause to be 
discharged into the atmosphere from 
any affected facility any gases which: 

(1) Contain nitrogen oxides, expressed 
as NO2, in excess of 1.5 kg per metric 
ton of acid produced (3.0 lb per ton), 
the production being expressed as 100 
percent nitric acid. 

(2) Exhibit 10 percent opacity, or 
greater. 

[39 FR 20794, June 14, 1974, as amended at 40 
FR 46258, Oct. 6, 1975] 

§ 60.73 Emission monitoring. 
(a) The source owner or operator 

shall install, calibrate, maintain, and 
operate a continuous monitoring sys-
tem for measuring nitrogen oxides 
(NOX). The pollutant gas mixtures 
under Performance Specification 2 and 
for calibration checks under § 60.13(d) of 
this part shall be nitrogen dioxide 
(NO2). The span value shall be 500 ppm 
of NO2. Method 7 shall be used for the 
performance evaluations under 
§ 60.13(c). Acceptable alternative meth-
ods to Method 7 are given in § 60.74(c). 

(b) The owner or operator shall estab-
lish a conversion factor for the purpose 
of converting monitoring data into 
units of the applicable standard (kg/ 
metric ton, lb/ton). The conversion fac-
tor shall be established by measuring 
emissions with the continuous moni-
toring system concurrent with meas-
uring emissions with the applicable 
reference method tests. Using only 
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