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status shall, as a minimum, consist of 
an evaluation of the monitoring sys-
tem in accordance with the require-
ments and procedures contained in Per-
formance Specification 1 of appendix B 
of 40 CFR part 60. 

(2) Comply with the provisions of 
§ 60.13(d) of 40 CFR part 60. 

(3) Except for system breakdowns, re-
pairs, calibration checks, and zero and 
span adjustments required under 
§ 60.13(d), ensure that each continuous 
monitoring system is in continuous op-
eration and meets frequency of oper-
ation requirements by completing a 
minimum of one cycle of sampling and 
analysis for each successive 10-second 
period and one cycle of data recording 
for each successive 6-minute period. 
Each data point shall represent the 
opacity measured for one cycle of sam-
pling and analysis and shall be ex-
pressed as percent opacity. 

(c) The owner or operator shall cal-
culate 6-minute opacity averages from 
36 or more consecutive data points 
equally spaced over each 6-minute pe-
riod. Data recorded during periods of 
monitoring system breakdowns, re-
pairs, calibration checks, and zero and 
span adjustments shall not be included 
in the data averages computed under 
this paragraph. 

(d) No later than 60 days after each 
continuous opacity monitoring system 
required in paragraph (a) of this sec-
tion becomes operational, the owner or 
operator shall establish a reference 
opacity level for each monitored emis-
sion stream according to the following 
procedures: 

(1) Conduct continuous opacity moni-
toring over a preplanned period of not 
less than 36 hours during which the 
processes and emission control equip-
ment upstream of the monitoring sys-
tem are operating in a manner that 
will minimize opacity under represent-
ative operating conditions subject to 
the Administrator’s approval. 

(2) Calculate 6-minute averages of 
the opacity readings using 36 or more 
consecutive data points equally spaced 
over each 6-minute period. 

(3) Establish the reference opacity 
level by determining the highest 6- 
minute average opacity calculated 
under paragraph (d)(2) of this section. 

(e) With a minimum of 30 days prior 
notice, the Administrator may require 
an owner or operator to redetermine 
the reference opacity level for any 
monitored emission stream. 

(f) Each owner or operator shall in-
stall all continuous monitoring sys-
tems or monitoring devices required in 
paragraph (a) of this section in such a 
manner that representative measure-
ments of emissions or process param-
eters are obtained. 

§ 61.184 Ambient air monitoring for in-
organic arsenic. 

(a) The owner or operator of each 
source to which this subpart applies 
shall operate a continuous monitoring 
system for the measurement of inor-
ganic arsenic concentrations in the 
ambient air. 

(b) The ambient air monitors shall be 
located at sites to detect maximum 
concentrations of inorganic arsenic in 
the ambient air in accordance with a 
plan approved by the Administrator 
that shall include the sampling and an-
alytical method used. 

(c) The owner or operator shall sub-
mit a written plan describing, and ex-
plaining the basis for, the design and 
adequacy of the monitoring network, 
sampling and analytical procedures, 
and quality assurance within 45 days 
after the effective date of this subpart. 

(d) Each monitor shall be operated 
continuously except for a reasonable 
time allowance for instrument mainte-
nance and calibration, for changing fil-
ters, or for replacement of equipment 
needing major repair. 

(e) Filters shall be changed daily and 
shall be analyzed and concentrations 
calculated within 30 days after filters 
are collected. 

(f) The Administrator at any time 
may require changes in, or expansion 
of, the sampling program, including 
sampling and analytical protocols and 
network design. 

§ 61.185 Recordkeeping requirements. 

(a) Each owner or operator of a 
source subject to the provisions of this 
subpart shall maintain at the source 
for a period of at least 2 years the fol-
lowing records: All measurements, in-
cluding continuous monitoring for 
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measurement of opacity; all contin-
uous monitoring system performance 
evaluations, including calibration 
checks and adjustments; all periods 
during which the continuous moni-
toring system or monitoring device is 
inoperative; and all maintenance and 
repairs made to the continuous moni-
toring system or monitoring device. 

(b) Each owner or operator shall 
maintain at the source for a period of 
at least 2 years a log for each plant de-
partment in which the operating status 
of process, conveying, and emission 
control equipment is described for each 
shift. For malfunctions and upsets, the 
following information shall be recorded 
in the log: 

(1) The time of discovery. 
(2) A description of the malfunction 

or upset. 
(3) The time corrective action was 

initiated. 
(4) A description of corrective action 

taken. 
(5) The time corrective action was 

completed. 
(6) A description of steps taken to re-

duce emissions of inorganic arsenic to 
the atmosphere between the time of 
discovery and the time corrective ac-
tion was taken. 

(c) Each owner or operator subject to 
the provisions of this subpart shall 
maintain for a period of a least 2 years 
records of 6-minute average opacity 
levels for each separate control device. 

(d) Each owner or operator subject to 
the provisions of § 61.186 shall maintain 
for a period of at least 2 years records 
of ambient inorganic arsenic con-
centrations at all sampling sites and 
other data needed to determine such 
concentrations. 

§ 61.186 Reporting requirements. 
(a) Each owner or operator subject to 

the provisions of § 61.183(a) shall pro-
vide the Administrator at least 30 days 
prior notice of each reference opacity 
level determination required in 
§ 61.183(a) to afford the Administrator 
the opportunity to have an observer 
present. 

(b) Each owner or operator subject to 
the provisions of § 61.183(a) shall submit 
to the Administrator: 

(1) Within 60 days of conducting the 
evaluation required in § 61.183(b)(1), a 

written report of the continuous moni-
toring system evaluation; 

(2) Within 30 days of establishing the 
reference opacity level required in 
§ 61.183(d), a written report of the ref-
erence opacity level. The report shall 
also include the opacity data used and 
the calculations performed to deter-
mine the reference opacity level, and 
sufficient documentation to show that 
process and emission control equip-
ment were operating normally during 
the reference opacity level determina-
tion; and 

(3) A written report each quarter of 
each occurrence of excess opacity dur-
ing the quarter. For the purposes of 
this paragraph, an occurrence of excess 
opacity is any 6-minute period during 
which the average opacity, as meas-
ured by the continuous monitoring sys-
tem, exceeds the reference opacity 
level established under § 61.183(d). 

(c) All quarterly reports of excess 
opacity shall be postmarked by the 
30th day following the end of each 
quarter and shall include the following 
information: 

(1) The magnitude of excess opacity, 
any conversion factor(s) used, and the 
dates and times of commencement and 
completion of each occurrence of ex-
cess opacity, the cause of each exceed-
ance of the reference opacity level, and 
the measures taken to minimize emis-
sions. 

(2) Specific identification of each pe-
riod of excess opacity that occurred 
during startups, shutdowns, and mal-
functions of the source. 

(3) The date and time identifying 
each period during which the contin-
uous monitoring system or monitoring 
device was inoperative, except for zero 
and span checks, and the nature of the 
system repairs or adjustments. 

(d) Each owner or operator subject to 
this subpart shall submit a written re-
port semiannually to the Adminis-
trator that describes the status and re-
sults, for the reporting period, of any 
pilot plant studies on alternative ar-
senic trioxide production processes. 
Conclusions and recommendations of 
the studies shall also be reported. 

(e) All semiannual progress reports 
required in paragraph (d) of this sec-
tion shall be postmarked by the 30th 
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