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(b) The owner or operator of each 
storage vessel seeking to comply with 
§ 61.271(c) with a flare, shall submit a 
report containing the measurements 
required by 40 CFR 60.18(f) (1), (2), (3), 
(4), (5), and (6). For the owner or oper-
ator of an existing storage vessel not 
seeking to obtain a waiver or a new 
storage vessel for which construction 
and operation commenced prior to Sep-
tember 14, 1989, this report shall be 
combined with the report required by 
paragraph (a) of this section. For the 
owner or operator of an existing stor-
age vessel seeking to obtain a waiver, 
the reporting date will be established 
in the response to the waiver request. 
For the owner or operator of a new 
storage vessel for which construction 
or operation commenced after Sep-
tember 14, 1989, the report shall be sub-
mitted within 9O days of the date the 
vessel is initially filled (or partially 
filled) with benzene. 

[54 FR 38077, Sept. 14, 1989, as amended at 65 
FR 78284, Dec. 14, 2000] 

§ 61.275 Periodic report. 
(a) The owner or operator of each 

storage vessel to which this subpart ap-
plies after installing control equipment 
in accordance with § 61.271(a) (fixed roof 
and internal floating roof) shall submit 
a report describing the results of each 
inspection conducted in accordance 
with § 61.272(a). For vessels for which 
annual inspections are required under 
§ 61.272(a)(2), the first report is to be 
submitted no more than 12 months 
after the initial report submitted in ac-
cordance with § 61.274, and each report 
is to be submitted within 60 days of 
each annual inspection. 

(1) Each report shall include the date 
of the inspection of each storage vessel 
and identify each storage vessel in 
which: 

(i) The internal floating roof is not 
resting on the surface of the benzene 
liquid inside the storage vessel, or 
there is liquid on the roof, or the seal 
is detached from the internal floating 
roof, or there are holes, tears or other 
openings in the seal or seal fabric; or 

(ii) There are visible gaps between 
the seal and the wall of the storage 
vessel. 

(2) Where an annual report identifies 
any condition in paragraph (a)(1) of 

this section the annual report shall de-
scribe the nature of the defect, the date 
the storage vessel was emptied, and the 
nature of and date the repair was 
made, except as provided in paragraph 
(a)(3) of this section. 

(3) If an extension is requested in an 
annual periodic report in accordance 
with § 61.272(a)(2), a supplemental peri-
odic report shall be submitted within 
15 days of repair. The supplemental 
periodic report shall identify the vessel 
and describe the date the storage vessel 
was emptied and the nature of and date 
the repair was made. 

(b) The owner or operator of each 
storage vessel to which this subpart ap-
plies after installing control equipment 
in accordance with § 61.271(a) (fixed roof 
and internal floating roof) shall submit 
a report describing the results of each 
inspection conducted in accordance 
with § 61.272(a) (3) or (4). 

(1) The report is to be submitted 
within 60 days of conducting each in-
spection required by § 61.272(a) (3) or (4). 

(2) Each report shall identify each 
storage vessel in which the owner or 
operator finds that the internal float-
ing roof has defects, the primary seal 
has holes, tears, or other openings in 
the seal or the seal fabric, or the sec-
ondary seal (if one has been installed) 
has holes, tears, or other openings in 
the seal or the seal fabric, or the gas-
kets no longer close off the liquid sur-
faces from the atmosphere, or the slot-
ted membrane has more than 10 per-
cent open area. The report shall also 
describe the nature of the defect, the 
date the storage vessel was emptied, 
and the nature of and date the repair 
was made. 

(c) Any owner or operator of an exist-
ing storage vessel which had an inter-
nal floating roof with a continuous seal 
as of July 28, 1988, and which seeks to 
comply with the requirements of 
§ 61.271(a)(5) during the first time after 
September 14, 1989, when the vessel is 
emptied and degassed but no later than 
10 years from September 14, 1989, shall 
notify the Administrator 30 days prior 
to the completion of the installation of 
such controls and the date of refilling 
of the vessel so the Administrator has 
an opportunity to have an observer 
present to inspect the storage vessel 
before it is refilled. This report can be 
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combined with the one required by 
§ 61.275(b). 

(d) The owner or operator of each 
storage vessel to which this subpart ap-
plies after installing control equipment 
in accordance with § 61.271(b) (external 
floating roof) shall submit a report de-
scribing the results of each seal gap 
measurement made in accordance with 
§ 61.272(b). The first report is to be sub-
mitted no more than 12 months after 
the initial report submitted in accord-
ance with § 61.274(a), and each annual 
periodic report is to be submitted with-
in 60 days of each annual inspection. 

(1) Each report shall include the date 
of the measurement, the raw data ob-
tained in the measurement, and the 
calculations described in § 61.272(b) (2) 
and (3), and shall identify each storage 
vessel which does not meet the gap 
specifications of § 61.272(b). Where an 
annual report identifies any vessel not 
meeting the seal gap specifications of 
§ 61.272(b) the report shall describe the 
date the storage vessel was emptied, 
the measures used to correct the condi-
tion and the date the storage vessel 
was brought into compliance. 

(2) If an extension is requested in an 
annual periodic report in accordance 
with § 61.272(b)(4)(iii), a supplemental 
periodic report shall be submitted 
within 15 days of repair. The supple-
mental periodic report shall identify 
the vessel and describe the date the 
vessel was emptied and the nature of 
and date the repair was made. 

(e) Excess emission report. 
(1) The owner or operator of each 

source seeking to comply with 
§ 61.271(c) (vessels equipped with closed 
vent systems with control devices) 
shall submit a quarterly report inform-
ing the Administrator of each occur-
rence that results in excess emissions. 
Excess emissions are emissions that 
occur at any time when compliance 
with the specifications and require-
ments of § 61.271(c) are not achieved, as 
evidenced by the parameters being 
measured in accordance with 
§ 61.272(c)(1)(ii) if a control device other 
than a flare is used, or by the measure-
ments required in § 61.272(d) and the 
general control device requirements in 
40 CFR 60.18(f) (1) and (2) if a flare is 
used. 

(2) The owner or operator shall sub-
mit the following information as a 
minimum in the report required by 
(e)(1) of this section: 

(i) Identify the stack and other emis-
sion points where the excess emissions 
occurred; 

(ii) A statement of whether or not 
the owner or operator believes a con-
trol system malfunction has occurred. 

(3) If the owner or operator states 
that a control system malfunction has 
occurred, the following information as 
a minimum is also to be included in the 
report required under paragraph (e)(1) 
of this section: 

(i) Time and duration of the control 
system malfunction as determined by 
continuous monitoring data (if any), or 
the inspections or monitoring done in 
accordance with the operating plan re-
quired by § 61.272(c). 

(ii) Cause of excess emissions. 

§ 61.276 Recordkeeping. 

(a) Each owner or operator with a 
storage vessel subject to this subpart 
shall keep copies of all the reports and 
records required by this subpart for at 
least 2 years, except as specified in 
paragraphs (b) and (c)(1) of this section. 

(b) Each owner or operator with a 
storage vessel, including any vessel 
which has a design storage capacity 
less than 38 cubic meters (10,000 gal-
lons), shall keep readily accessible 
records showing the dimensions of the 
storage vessel and an analysis showing 
the capacity of the storage vessel. This 
record shall be kept as long as the stor-
age vessel is in operation. Each storage 
vessel with a design capacity of less 
than 38 cubic meters (10,000 gallons) is 
subject to no provisions of this subpart 
other than those required by this para-
graph. 

(c) The following information per-
taining to closed vent system and con-
trol devices shall be kept in a readily 
accessible location. 

(1) A copy of the operating plan. This 
record shall be kept as long as the 
closed vent system and control device 
is in use. 

(2) A record of the measured values of 
the parameters monitored in accord-
ance with § 61.272(c)(1)(ii) and 
§ 61.272(c)(2). 
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