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combustor operator training course or 
the State municipal waste combustor 
operator training course in Con-
necticut (if the affected facility is lo-
cated in Connecticut). 

(2) The requirement specified in this 
paragraph does not apply to chief facil-
ity operators, shift supervisors, and 
control room operators who have ob-
tained full certification from the 
American Society of Mechanical Engi-
neers on or before the effective date of 
this subpart. The owner or operator of 
an affected facility may request that 
the EPA Administrator waive the re-
quirement specified in this paragraph 
for chief facility operators, shift super-
visors, and control room operators who 
have obtained provisional certification 
from the American Society of Mechan-
ical Engineers on or before the effec-
tive date of this subpart. 

(e) The owner or operator of an af-
fected facility must develop and update 
on a yearly basis a site-specific oper-
ating manual that must, at a min-
imum, address the elements of munic-
ipal waste combustor unit operation 
specified in paragraphs (e)(1) through 
(e)(11) of this section. 

(1) A summary of the applicable 
standards under this subpart; 

(2) A description of basic combustion 
theory applicable to a municipal waste 
combustor unit; 

(3) Procedures for receiving, han-
dling, and feeding municipal solid 
waste; 

(4) Procedures for municipal waste 
combustor unit startup, shutdown, and 
malfunction; 

(5) Procedures for maintaining proper 
combustion air supply levels; 

(6) Procedures for operating the mu-
nicipal waste combustor unit within 
the standards established under this 
subpart; 

(7) Procedures for responding to peri-
odic upset or off-specification condi-
tions; 

(8) Procedures for minimizing partic-
ulate matter carryover; 

(9) Procedures for handling ash; 
(10) Procedures for monitoring mu-

nicipal waste combustor unit emis-
sions; and 

(11) Reporting and recordkeeping pro-
cedures. 

(f) The owner or operator of an af-
fected facility must establish a train-
ing program to review the operating 
manual according to the schedule spec-
ified in paragraphs (f)(1) and (f)(2) of 
this section with each person who has 
responsibilities affecting the operation 
of an affected facility including, but 
not limited to, chief facility operators, 
shift supervisors, control room opera-
tors, ash handlers, maintenance per-
sonnel, and crane/load handlers. 

(1) Each person specified in para-
graph (f) of this section must undergo 
initial training no later than the date 
specified in paragraph (f)(1)(i) or 
(f)(1)(ii) of this section, whichever is 
later. 

(i) The date prior to the day the per-
son assumes responsibilities affecting 
municipal waste combustor unit oper-
ation; or 

(ii) The date 12 months after the ef-
fective date of this subpart. 

(2) Annually, following the initial re-
view required by paragraph (f)(1) of this 
section. 

(g) The operating manual required by 
paragraph (e) of this section must be 
kept in a location readily accessible to 
each person required to undergo train-
ing under paragraph (f) of this section. 
The operating manual and records of 
training must be available for inspec-
tion by the EPA or its delegated en-
forcement agency upon request. 

[63 FR 63202, Nov. 12, 1998, as amended at 69 
FR 18803, Apr. 9, 2004] 

§ 62.14106 Emission limits for munic-
ipal waste combustor fugitive ash 
emissions. 

(a) The owner or operator of an af-
fected facility must not cause to be dis-
charged to the atmosphere from that 
affected facility visible emissions of 
combustion ash from an ash conveying 
system (including conveyor transfer 
points) in excess of 5 percent of the ob-
servation period (i.e., 9 minutes per 3- 
hour period), as determined by EPA 
Reference Method 22 observations as 
specified in 40 CFR 60.58b(k) of subpart 
Eb, except as provided in paragraphs 
(b) and (c) of this section. 

(b) The emission limit specified in 
paragraph (a) of this section does not 
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cover visible emissions discharged in-
side buildings or enclosures of ash con-
veying systems; however, the emission 
limit specified in paragraph (a) of this 
section does cover visible emissions 
discharged to the atmosphere from 
buildings or enclosures of ash con-
veying systems. 

(c) The provisions specified in para-
graph (a) of this section do not apply 
during maintenance and repair of ash 
conveying systems. 

§ 62.14107 Emission limits for air cur-
tain incinerators. 

The owner or operator of an air cur-
tain incinerator with the capacity to 
combust greater than 250 tons per day 
of municipal solid waste and that com-
busts a fuel feed stream composed of 
100 percent yard waste and no other 
municipal solid waste materials must 
not (at any time) cause to be dis-
charged into the atmosphere from that 
incinerator any gases that exhibit 
greater than 10-percent opacity (6- 
minute average), except that an opac-
ity level of up to 35 percent (6-minute 
average) is permitted during startup 
periods during the first 30 minutes of 
operation of the unit. 

§ 62.14108 Compliance schedules. 

(a) The owner or operator of an af-
fected facility must achieve the incre-
ments of progress specified in para-
graphs (a)(1) through (a)(5) to retrofit 
air pollution control devices to meet 
the emission limits of this subpart. As 
specified in 40 CFR part 60, subpart B, 
the compliance schedules and incre-
ments of progress apply to each owner 
or operator of an affected facility who 
is taking longer than 1 year after the 
date of publication of this subpart FFF 
final rule to comply with the emission 
limits specified in this subpart. 

(1) Submit a final control plan ac-
cording to the requirements of 
§ 62.14109(g). 

(2) Award contract(s): Award con-
tract(s) to initiate on-site construc-
tion, initiate on-site installation of 
emission control equipment, or incor-
porate process changes. The owner or 
operator must submit a signed copy of 
the contract(s) awarded according to 
the requirements of § 62.14109(h). 

(3) Initiate on-site construction: Ini-
tiate on-site construction, initiate on- 
site installation of emission control 
equipment, or initiate process changes 
needed to meet the emission limits as 
outlined in the final control plan. 

(4) Complete on-site construction: 
Complete on-site construction and in-
stallation of emission control equip-
ment or complete process changes. 

(5) Achieve final compliance: Incor-
porate all process changes or complete 
retrofit construction as designed in the 
final control plan and connect the air 
pollution control equipment or process 
changes with the affected facility iden-
tified in the final control plan such 
that if the affected facility is brought 
on line, all necessary process changes 
or air pollution control equipment are 
operating fully. Within 180 days after 
the date the affected facility is re-
quired to achieve final compliance, the 
initial performance test must be con-
ducted. 

(b) The owner or operator of an af-
fected facility must achieve the incre-
ments of progress specified in para-
graphs (a)(1) through (a)(5) of this sec-
tion according to the schedule specified 
in paragraphs (b)(1) through (b)(4) of 
this section, except as provided in 
paragraphs (c), (d), and (e) of this sec-
tion. 

(1) The owner or operator of an af-
fected facility that commenced con-
struction, modification, or reconstruc-
tion on or before June 26, 1987 and will 
take longer than 1 year after the date 
of publication of this subpart FFF (or 1 
year after a revised construction per-
mit or a revised operating permit is 
issued, if a permit modification is re-
quired) to comply with the emission 
limits of this subpart must achieve the 
increments of progress according to the 
schedule in table 4 of this subpart, ex-
cept for those affected facilities speci-
fied in paragraphs (b)(3) and (b)(4) of 
this section. 

(2) The owner or operator of an af-
fected facility that began construction, 
modification, or reconstruction after 
June 26, 1987 must achieve the incre-
ments of progress according to the 
schedule in table 5 of this subpart to 
comply with the emission limits of this 
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