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Environmental Protection Agency § 63.169 

(3) Tightening of packing gland nuts, 
and 

(4) Injection of lubricant into lubri-
cated packing. 

(h) Any valve that is designated, as 
described in § 63.181(b)(7)(i) of this sub-
part, as an unsafe-to-monitor valve is 
exempt from the requirements of para-
graphs (b) through (f) of this section if: 

(1) The owner or operator of the valve 
determines that the valve is unsafe to 
monitor because monitoring personnel 
would be exposed to an immediate dan-
ger as a consequence of complying with 
paragraphs (b) through (d) of this sec-
tion; and 

(2) The owner or operator of the valve 
has a written plan that requires moni-
toring of the valve as frequently as 
practicable during safe-to-monitor 
times, but not more frequently than 
the periodic monitoring schedule oth-
erwise applicable. 

(i) Any valve that is designated, as 
described in § 63.181(b)(7)(ii) of this sub-
part, as a difficult-to-monitor valve is 
exempt from the requirements of para-
graphs (b) through (d) of this section if: 

(1) The owner or operator of the valve 
determines that the valve cannot be 
monitored without elevating the moni-
toring personnel more than 2 meters 
above a support surface or it is not ac-
cessible at anytime in a safe manner; 

(2) The process unit within which the 
valve is located is an existing source or 
the owner or operator designates less 
than 3 percent of the total number of 
valves in a new source as difficult-to- 
monitor; and 

(3) The owner or operator of the valve 
follows a written plan that requires 
monitoring of the valve at least once 
per calendar year. 

(j) Any equipment located at a plant 
site with fewer than 250 valves in or-
ganic HAP service is exempt from the 
requirements for monthly monitoring 
and a quality improvement program 
specified in paragraph (d)(1) of this sec-
tion. Instead, the owner or operator 
shall monitor each valve in organic 
HAP service for leaks once each quar-
ter, or comply with paragraph (d)(3) or 
(d)(4) of this section except as provided 
in paragraphs (h) and (i) of this section. 

[59 FR 19568, Apr. 22, 1994, as amended at 59 
FR 48176, Sept. 20, 1994; 61 FR 31440, June 20, 
1996; 62 FR 2790, Jan. 17, 1997] 

§ 63.169 Standards: Pumps, valves, 
connectors, and agitators in heavy 
liquid service; instrumentation sys-
tems; and pressure relief devices in 
liquid service. 

(a) Pumps, valves, connectors, and 
agitators in heavy liquid service, pres-
sure relief devices in light liquid or 
heavy liquid service, and instrumenta-
tion systems shall be monitored within 
5 calendar days by the method specified 
in § 63.180(b) of this subpart if evidence 
of a potential leak to the atmosphere is 
found by visual, audible, olfactory, or 
any other detection method. If such a 
potential leak is repaired as required 
in paragraphs (c) and (d) of this sec-
tion, it is not necessary to monitor the 
system for leaks by the method speci-
fied in § 63.180(b) of this subpart. 

(b) If an instrument reading of 10,000 
parts per million or greater for agi-
tators, 5,000 parts per million or great-
er for pumps handling polymerizing 
monomers, 2,000 parts per million or 
greater for all other pumps (including 
pumps in food/medical service), or 500 
parts per million or greater for valves, 
connectors, instrumentation systems, 
and pressure relief devices is measured, 
a leak is detected. 

(c)(1) When a leak is detected, it shall 
be repaired as soon as practicable, but 
not later than 15 calendar days after it 
is detected, except as provided in 
§ 63.171 of this subpart. 

(2) The first attempt at repair shall 
be made no later than 5 calendar days 
after each leak is detected. 

(3) For equipment identified in para-
graph (a) of this section that is not 
monitored by the method specified in 
§ 63.180(b), repaired shall mean that the 
visual, audible, olfactory, or other indi-
cations of a leak to the atmosphere 
have been eliminated; that no bubbles 
are observed at potential leak sites 
during a leak check using soap solu-
tion; or that the system will hold a 
test pressure. 

(d) First attempts at repair include, 
but are not limited to, the practices de-
scribed under §§ 63.163(c)(2) and 63.168(g) 
of this subpart, for pumps and valves, 
respectively. 

[59 FR 19568, Apr. 22, 1994, as amended at 59 
FR 48177, Sept. 20, 1994; 60 FR 18029, Apr. 10, 
1995; 62 FR 2790, Jan. 17, 1997; 65 FR 78285, 
Dec. 14, 2000] 
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