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among the workers. A hierarchy of 
methods is used in a dose reconstruc-
tion, depending on the nature of the ex-
posure conditions and the type, qual-
ity, and completeness of data available 
to characterize the environment. 

(a) If found to be complete and ade-
quate, individual worker monitoring 
data, such as dosimeter readings and 
bioassay sample results, are given the 
highest priority in assessing exposure. 
These monitoring data are interpreted 
using additional data characterizing 
the workplace radiation exposures. If 
radiation exposures in the workplace 
environment cannot be fully character-
ized based on available data, default 
values based on reasonable and sci-
entific assumptions may be used as 
substitutes. For dose reconstructions 
conducted in occupational illness com-
pensation programs, this practice may 
include use of assumptions that rep-
resent the worst case conditions. For 
example, if the solubility classification 
of an inhaled material can not be de-
termined, the dose reconstruction 
would use the classification that re-
sults in the largest dose to the organ or 
tissue relevant to the cancer and that 
is possible given existing knowledge of 
the material and process. 

(b) If individual monitoring data are 
not available or adequate, dose recon-
structions may use monitoring results 
for groups of workers with comparable 
activities and relationships to the radi-
ation environment. Alternatively, 
workplace area monitoring data may 
be used to estimate the dose. As with 
individual worker monitoring data, 
workplace exposure characteristics are 
used in combination with workplace 
monitoring data to estimate dose. 

(c) If neither adequate worker nor 
workplace monitoring data are avail-
able, the dose reconstruction may rely 
substantially on process description in-
formation to analytically develop an 
exposure model. For internal expo-
sures, this model includes such factors 
as the quantity and composition of the 
radioactive substance (the source 
term), the chemical form, particle size 
distribution, the level of containment, 
and the likelihood of dispersion. 

§ 82.3 What Are the Requirements for 
Dose Reconstruction Under 
EEOICPA? 

(a) Dose reconstructions are to be 
conducted for the following covered 
employees with cancer seeking com-
pensation under EEOICPA: An em-
ployee who was not monitored for ex-
posure to radiation at DOE or Atomic 
Weapons Employer (AWE) facilities; an 
employee who was monitored inad-
equately for exposure to radiation at 
such facilities; or an employee whose 
records of exposure to radiation at 
such facility are missing or incom-
plete. Technical limitations of radi-
ation monitoring technology and pro-
cedures will require HHS to evaluate 
each employee’s recorded dose. In 
most, if not all cases, monitoring limi-
tations will result in possibly unde-
tected or unrecorded doses, which are 
estimated using commonly practiced 
dose reconstruction methods and would 
have to be added to the dose record. 

(b) Section 7384(n)(e) of EEOICPA re-
quires the reporting of radiation dose 
information resulting from dose recon-
structions to the covered employees for 
whom claims are being adjudicated. 
DOE is specifically charged with this 
responsibility but the Department of 
Health and Human Services (HHS), 
which will be producing the dose recon-
struction information, will report its 
findings directly to the claimant, as 
well as to DOL and DOE. HHS will also 
make available to researchers and the 
general public information on the as-
sumptions, methodology, and data used 
in estimating radiation doses, as re-
quired by EEOICPA. 

§ 82.4 How Will DOL Use the Results of 
the NIOSH Dose Reconstructions? 

Under 42 CFR part 81, DOL will apply 
dose reconstruction results together 
with information on cancer diagnosis 
and other personal information pro-
vided to DOL by the claimant to cal-
culate an estimated probability of cau-
sation. This estimate is the probability 
that the cancer of the covered em-
ployee was caused by radiation expo-
sure at a covered facility of DOE or an 
Atomic Weapons Employer (AWE). 
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