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point out deficiencies observed and dis-
cuss all requirements with the owner, 
managing operator, or a representative 
thereof. Normally, the marine inspec-
tor will list all such requirements that 
have not been completed and present 
the list to the owner, managing oper-
ator, or a representative thereof. How-
ever, when a deficiency presents a seri-
ous safety hazard to the vessel or it’s 
passengers or crew, and exists through 
negligence or willful noncompliance, 
the marine inspector may issue a Re-
port of Violation (ROV) to the owner, 
managing operator, or a representative 
thereof. 

(b) In any case where further clari-
fication of or reconsideration of any re-
quirement placed against the vessel is 
desired, the owner, managing operator, 
or a representative thereof, may dis-
cuss the matter with the cognizant 
OCMI. 

§ 115.802 Hull. 
(a) At each initial and subsequent in-

spection for certification of a vessel, 
the owner or managing operator shall 
be prepared to conduct tests and have 
the vessel ready for inspections of the 
hull structure and its appurtenances, 
including the following: 

(1) Inspection of all accessible parts 
of the exterior and interior of the hull, 
the watertight bulkheads, and weather 
decks; 

(2) Inspection and operation of all 
watertight closures in the hull, decks, 
and bulkheads including through hull 
fittings and sea valves; 

(3) Inspection of the condition of the 
superstructure, masts, and similar ar-
rangements constructed on the hull, 
and on a sailing vessel all spars, stand-
ing rigging, running rigging, blocks, 
fittings, and sails; 

(4) Inspection of all railings and bul-
warks and their attachment to the hull 
structure; 

(5) Inspection to ensure that guards 
or rails are provided in dangerous 
places; 

(6) Inspection and operation of all 
weathertight closures above the weath-
er deck and the provisions for drainage 
of sea water from the exposed decks; 
and 

(7) Inspection of all interior spaces to 
ensure that they are adequately venti-

lated and drained, and that means of 
escape are adequate and properly main-
tained. 

(b) The vessel must be afloat for at 
least a portion of the inspection as re-
quired by the marine inspector. 

(c) When required by the marine in-
spector, a portion of the inspection 
must be conducted while the vessel is 
underway so that the hull and internal 
structure can be observed. 

[CGD 85–080, 61 FR 892, Jan. 10, 1996, as 
amended at 62 FR 51348, Sept. 30, 1997] 

§ 115.804 Machinery. 
At each initial and subsequent in-

spection for certification of a vessel, 
the owner or managing operator shall 
be prepared to conduct tests and have 
the vessel ready for inspections of ma-
chinery, fuel, and piping systems, in-
cluding the following: 

(a) Operation of the main propulsion 
machinery both ahead and astern; 

(b) Operational test and inspection of 
engine control mechanisms including 
primary and alternate means of start-
ing machinery; 

(c) Inspection of all machinery essen-
tial to the routine operation of the ves-
sel including generators and cooling 
systems; 

(d) External inspection of fuel tanks 
and inspection of tank vents, piping, 
and pipe fittings; 

(e) Inspection of all fuel systems; 
(f) Operational test of all valves in 

fuel lines by operating locally and at 
remote operating positions; 

(g) Operational test of all overboard 
discharge and intake valves and water-
tight bulkhead pipe penetration valves; 

(h) Operational test of the means pro-
vided for pumping bilges; and 

(i) Test of machinery alarms includ-
ing bilge high level alarms. 

§ 115.806 Electrical. 
At each initial and subsequent in-

spection for certification of a vessel, 
the owner or managing operator shall 
be prepared to conduct tests and have 
the vessel ready for inspection of elec-
trical equipment and systems, includ-
ing the following: 

(a) Inspection of all cable as far as 
practicable without undue disturbance 
of the cable or electrical apparatus; 

VerDate Mar<15>2010 08:26 Nov 18, 2011 Jkt 223196 PO 00000 Frm 00297 Fmt 8010 Sfmt 8010 Y:\SGML\223196.XXX 223196w
re

ie
r-

av
ile

s 
on

 D
S

K
3T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-14T10:24:56-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




