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(i) The quantity of carbon dioxide in 
kilograms (pounds) must be sufficient 
for initial and delayed discharges as re-
quired by this paragraph. The initial 
discharge must be equal to the gross 
volume of the system divided by 160 (10 
if using pounds) for ventilation sys-
tems having a volume of less than 57 
cubic meters (2,000 cubic feet), or di-
vided by 192 (12 if using pounds) for 
ventilation systems having a volume of 
at least 57 cubic meters (2,000 cubic 
feet). In addition, there must be suffi-
cient carbon dioxide available to per-
mit delayed discharges to maintain at 
least a 25 percent concentration until 
the equipment can be stopped. If the 
initial discharge achieves this con-
centration, a delayed discharge is not 
required. 

(ii) The piping sizes for the initial 
discharge must be in accordance with 
Table 118.410(f)(4)(ii) and the discharge 
of the required amount must be com-
pleted within two minutes. 

(iii) Piping for the delayed discharge 
must not be less than 12.7 millimeters 
(0.5 inches) nominal pipe size, and need 
not meet specific requirement for dis-
charge rate. 

(iv) Piping for the delayed discharge 
may be incorporated with the initial 
discharge piping. 

(6) When installed in a cargo space a 
fixed carbon dioxide system must meet 
the following requirements. 

(i) The number of kilograms (pounds) 
of carbon dioxide required for each 
space in cubic meters (feet) must be 
equal to the gross volume of the space 
in cubic meters (feet) divided by 480 (30 
if using pounds). 

(ii) System piping must be of at least 
19 millimeters (0.75 inches). 

(iii) No specific discharge rate is re-
quired. 

(g) Specific requirements for Halon 1301 
systems. (1) A custom engineered fixed 
gas fire extinguishing system that uses 
Halon 1301, must comply with the ap-
plicable sections of UL 1058 ‘‘Halo-
genated Agent Extinguishing System 
Units,’’ and the requirements of this 
paragraph. 

(2) The Halon 1301 quantity and dis-
charge requirements of UL 1058 apply, 
with the exception that the Halon 1301 
design concentration must be 6 percent 
at the lowest ambient temperature ex-

pected in the space. If the lowest tem-
perature is not known, a temperature 
of ¥18 °C (0 °F) must be assumed. 

(3) Each storage cylinder in a system 
must have the same pressure and vol-
ume. 

(4) Computer programs used in de-
signing systems must be approved by 
an independent laboratory recognized 
by the Commandant. 

NOTE TO § 118.410(g): As of Jan. 1, 1994, the 
United States banned the production of 
Halon. The Environmental Protection Agen-
cy placed significant restrictions on the 
servicing and maintenance of systems con-
taining Halon. Vessels operating on an inter-
national voyage, subject to SOLAS require-
ments, are prohibited from installing fixed 
gas fire extinguishing systems containing 
Halon. 

[CGD 85–080, 61 FR 917, Jan. 10, 1996; 61 FR 
20556, May 7, 1996, as amended at 62 FR 51351, 
Sept. 30, 1997; USCG–2000–7790, 65 FR 58462, 
Sept. 29, 2000] 

§ 118.420 Pre-engineered fixed gas fire 
extinguishing systems. 

(a) A pre-engineered fixed gas fire ex-
tinguishing system must: 

(1) Be approved by the Commandant; 
(2) Be capable of manual actuation 

from outside the space in addition to 
automatic actuation by a heat detec-
tor; 

(3) Automatically shut down all 
power ventilation systems and all en-
gines that draw intake air from within 
the protection space; and 

(4) Be installed in accordance with 
manufacturer’s instructions. 

(b) A vessel on which a pre-engi-
neered fixed gas fire extinguishing sys-
tem is installed must have the fol-
lowing equipment at the operating sta-
tion: 

(1) A light to indicate discharge; 
(2) An audible alarm that sounds 

upon discharge; and 
(3) A means to reset devices used to 

automatically shut down ventilation 
systems and engines as required by 
paragraph (a)(3) of this section. 

(c) Only one pre-engineered fixed gas 
fire extinguishing system is allowed to 
be installed in each space protected by 
such a system. 
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