and in a color contrasting to that of the raft. This number must—
(1) Be the number of persons the rigid liferaft is equipped for; and
(2) Not be greater than the number of persons the rigid liferaft is approved for, as shown on its nameplate.
(d) The rigid liferaft must be marked with the words “SOLAS A pack” or “SOLAS B pack”, to reflect the pack inside.

§ 131.865 Inflatable liferafts and inflatable buoyant apparatus.
The number of the inflatable liferaft or inflatable buoyant apparatus and the number of persons it is approved for must be marked or painted, in a conspicuous place in the immediate vicinity of each raft and each apparatus, in letters and numbers at least 38 millimeters (1–1⁄2 inches) high and in a color contrasting to that of the raft or apparatus. Each raft or apparatus stowed on the side of a vessel must be numbered like a liferaft in compliance with §199.178 (c) and (d) of this chapter. No letters or numbers may go on the life raft or on the container of the apparatus.

§ 131.870 Life floats and buoyant apparatus.
(a) The name of the vessel must be plainly marked or painted on each life float or buoyant apparatus, and on each oar and paddle.
(b) The number of persons each life float or buoyant apparatus is approved for must be plainly marked or painted on each float or apparatus in letters and numbers at least 38 millimeters (1–1⁄2 inches) high and in a color contrasting to that of the float or apparatus. This number must—
(1) Be the number of persons the float or apparatus is equipped for; and
(2) Not be greater than the number of persons the float or apparatus is approved for, as shown on its nameplate.

§ 131.875 Lifejackets, immersion suits, and ring buoys.
(a) Each life jacket, immersion suit, and ring life buoy must be marked in block capital letters with the vessel’s name.
(b) Each container for lifejackets and immersion suits must be marked in letters and numbers at least 50 millimeters (2 inches) high with the number, identity, or IMO symbol specified by IMO Resolution A.760(18), and size of the items stowed inside.

d) Each stowage site for a ring buoy must be marked “LIFE BUOY” or marked with the IMO symbol.
(e) Each life jacket must be marked with Type I retro-reflective material approved under subpart 164.018 of this chapter. The arrangement of the retro-reflective material must comply with IMO Resolution A.658(16).
(f) Each ring life buoy must be marked with Type I or II retro-reflective material approved under subpart 164.018 of this chapter. The arrangement of the retro-reflective material must comply with IMO Resolution A.658(16).

§ 131.880 Fire hoses and axes.
Each fire hose and axe must be marked with the vessel’s name.

§ 131.890 EPIRBs and SARTs.
The name of the vessel must be plainly marked or painted on each Emergency Position Indicating Radio Beacon (EPIRB) and on each Search and Rescue Transmitter (SART), except on an EPIRB or SART—
(a) In an inflatable liferaft; or
(b) Permanently installed in a survival craft.

§ 131.893 Watertight doors and watertight hatches.
Each watertight door in a bulkhead that must be watertight in compliance with the requirements in part 174 of this chapter, and each watertight hatch, must be marked on both sides in letters at least 50 millimeters (2 inches) high that state the following: “WATERTIGHT DOOR—KEEP CLOSED EXCEPT FOR PASSAGE” or “WATERTIGHT HATCH—KEEP CLOSED WHEN NOT IN USE”.

Coast Guard, DHS

§ 131.893


§ 131.893 Watertight doors and watertight hatches.
Each watertight door in a bulkhead that must be watertight in compliance with the requirements in part 174 of this chapter, and each watertight hatch, must be marked on both sides in letters at least 50 millimeters (2 inches) high that state the following: “WATERTIGHT DOOR—KEEP CLOSED EXCEPT FOR PASSAGE” or “WATERTIGHT HATCH—KEEP CLOSED WHEN NOT IN USE”.

421