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46 CFR Ch. I (10–1–11 Edition) § 196.15–30 

§ 196.15–30 Emergency lighting and 
power systems. 

(a) Where fitted, it shall be the duty 
of the master to see that the emer-
gency lighting and power systems are 
operated and inspected at least once in 
each week that the vessel is navigated 
to be assured that the system is in 
proper operating condition. 

(b) Internal combustion engine driv-
en emergency generators shall be oper-
ated under load for at least 2 hours, at 
least once in each month that the ves-
sel is navigated. 

(c) Storage batteries for emergency 
lighting and power systems shall be 
tested at least once in each 6-month 
period that the vessel is navigated to 
demonstrate the ability of the storage 
battery to supply the emergency loads 
for the specified period of time. 

(d) The date of the tests and the con-
dition and performance of the appa-
ratus shall be noted in the official log-
book. 

§ 196.15–35 Emergency training, mus-
ters, and drills. 

Onboard training, musters, and drills 
must be in accordance with subchapter 
W (Lifesaving Appliances and Arrange-
ments) of this chapter. 

[CGD 84–069, 61 FR 25313, May 20, 1996] 

§ 196.15–55 Requirements for fuel oil. 
(a) It shall be the duty of the chief 

engineer to cause an entry in the log to 
be made of each supply of fuel oil re-
ceived on board, stating the quantity 
received, the name of the vendor, the 
name of the oil producer, and the 
flashpoint (closed cup test) for which it 
is certified by the producer. 

(b) It shall be the further duty of the 
chief engineer to cause to be drawn and 
sealed and suitably labeled at the time 
the supply is received on board, a half- 
pint sample of each lot of fuel oil. 
These samples shall be preserved until 
the particular supply of oil is ex-
hausted. 

§ 196.15–60 Firefighting equipment, 
general. 

(a) It shall be the duty of the owner, 
master, or person in charge to see that 
the vessel’s firefighting equipment is 
at all times ready for use and that all 

such equipment required by the regula-
tions in this subchapter is provided, 
maintained, and replaced as indicated. 

(b) It shall be the duty of the owner, 
master, or person in charge to require 
and have performed at least once in 
every 12 months the tests and inspec-
tions of all hand portable fire extin-
guishers, semiportable fire extin-
guishing systems, and fixed fire extin-
guishing systems on board as described 
in Tables 189.25–20(a)(1) and 189.25– 
20(a)(2) in § 189.25–20(a) of this sub-
chapter. The owner, master, or person 
in charge shall keep records of such 
tests and inspections showing the dates 
when performed, the number and/or 
other identification of each unit tested 
and inspected, and the name(s) of the 
person(s) and/or company conducting 
the tests and inspections. Such records 
shall be made available to the marine 
inspector upon request and shall be 
kept for the period of validity of the 
vessel’s current certificate of inspec-
tion. Where practicable these records 
should be kept in or with the vessel’s 
logbook. The conduct of these tests and 
inspections does not relieve the owner, 
master, or person in charge of his re-
sponsibility to maintain this fire-
fighting equipment in proper condition 
at all times. 

Subpart 196.19—Maneuvering 
Characteristics 

§ 196.19–1 Data required. 

For each ocean and coastwise vessel 
of 1,600 gross tons or over, the fol-
lowing apply: 

(a) The following maneuvering infor-
mation must be prominently displayed 
in the pilothouse on a fact sheet: 

(1) For full and half speed, a turning 
circle diagram to port and starboard 
that shows the time and the distance of 
advance and transfer required to alter 
the course 90 degrees with maximum 
rudder angle and constant power set-
tings. 

(2) The time and distance to stop the 
vessel from full and half speed while 
maintaining approximately the initial 
heading with minimum application of 
rudder. 

(3) For each vessel with a fixed pro-
peller, a table of shaft revolutions per 
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Coast Guard, DHS § 196.30–5 

minute for a representative range of 
speeds. 

(4) For each vessel with a controlable 
pitch propeller a table of control set-
tings for a representative range of 
speeds. 

(5) For each vessel that is fitted with 
an auxiliary device to assist in maneu-
vering, such as a bow thruster, a table 
of vessel speeds at which the auxiliary 
device is effective in maneuvering the 
vessel. 

(b) The maneuvering information 
must be provided in the normal load 
and normal light condition with nor-
mal trim for a particular condition of 
loading assuming the following— 

(1) Calm weather—wind 10 knots or 
less, calm sea; 

(2) No current; 
(3) Deep water conditions—water 

depth twice the vessel’s draft or great-
er; and 

(4) Clean hull. 
(c) At the bottom of the fact sheet, 

the following statement must appear: 

WARNING 

The response of the (name of the vessel) may 
be different from those listed above if any of 
the following conditions, upon which the ma-
neuvering information is based, are varied: 

(1) Calm weather—wind 10 knots or less, 
calm sea; 

(2) No current; 
(3) Water depth twice the vessel’s draft or 

greater. 
(4) Clean hull; and 
(5) Intermediate drafts or unusual trim. 

(d) The information on the fact sheet 
must be: 

(1) Verified six months after the ves-
sel is placed in service; or 

(2) Modified six months after the ves-
sel is placed into service and verified 
within three months thereafter. 

(e) The information that appears on 
the fact sheet may be obtained from: 

(1) Trial trip observations; 
(2) Model tests; 
(3) Analytical calculations; 
(4) Simulations; 
(5) Information established from an-

other vessel of similar hull form, 
power, rudder and propeller; or 

(6) Any combination of the above. 
The accuracy of the information in the 
fact sheet required is that attainable 
by ordinary shipboard navigation 
equipment. 

(f) The requirements for information 
for fact sheets for specialized craft 
such as semi-submersibles, hydrofoils, 
hovercraft and other vessels of unusual 
design will be specified on a case by 
case basis. 

[CGD 73–78, 40 FR 2689, Jan. 15, 1975] 

Subpart 196.20—Whistling 

§ 196.20–1 Unnecessary whistling pro-
hibited. 

(a) The unnecessary sounding of the 
vessel’s whistle is prohibited within 
any harbor limits of the United States. 

Subpart 196.25—Searchlights 

§ 196.25–1 Improper use prohibited. 
(a) No person shall flash or cause to 

be flashed the rays of a searchlight or 
other blinding light onto the bridge or 
into the pilothouse of any vessel under-
way. 

Subpart 196.27—Lookouts 

§ 196.27–1 Master’s and officer’s re-
sponsibility. 

(a) Nothing in this part shall exon-
erate any master or officer in com-
mand from the consequences of any ne-
glect to keep a proper lookout or the 
neglect of any precaution which may 
be required by the ordinary practice of 
seamen or by the special circumstances 
of the case. 

Subpart 196.30—Reports of Acci-
dents, Repairs, and Unsafe 
Equipment 

§ 196.30–1 Repairs to boilers and pres-
sure vessels. 

(a) Before making any repairs to boil-
ers or unfired pressure vessels, the 
Chief Engineer shall submit a report 
covering the nature of the repairs to 
the Officer in Charge, Marine Inspec-
tion, at or nearest to the U.S. port 
where the repairs are to be made. 

§ 196.30–5 Accidents to machinery. 
(a) In the event of an accident to a 

boiler, unfired pressure vessel, or ma-
chinery tending to render the further 
use of the item unsafe until repairs are 
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