Federal Communications Commission

Subpart G—Access Broadband Over Power Line (Access BPL)

§ 15.601 Scope.
This subpart sets out the regulations for Access Broadband over Power Line (Access BPL) devices operating in the 1.705–80 MHz band over medium or low voltage lines.

§ 15.603 Definitions.
(a) Excluded Band: A band of frequencies within which Access BPL operations are not permitted.
(b) Exclusion Zone: A geographical area within which Access BPL operations are not permitted in certain frequency bands.
(c) Consultation: The process of communication between an entity operating Access BPL and a licensed public safety or other designated point of contact for the purpose of avoiding potential harmful interference.
(d) Consultation area: A designated geographical area within which consultation with public safety users or other designated point of contact is required before an Access BPL may be operated at designated frequencies.
(e) Low Voltage power line: A power line carrying low voltage, e.g., 240/120 volts from a distribution transformer to a customer’s premises.
(f) Medium Voltage power line: A power line carrying between 1,000 to 40,000 volts from a power substation to neighborhoods. Medium voltage lines may be overhead or underground, depending on the power grid network topology.
(g) Access BPL Database: A database operated by an industry-sponsored entity, recognized by the Federal Communications Commission and the National Telecommunications and Information Administration (NTIA), containing information regarding existing and planned Access BPL systems, as required in §15.615(a) of this chapter.

§ 15.605 Cross reference.
(a) The provisions of subparts A and B of this part apply to Access BPL devices, except where specifically noted. The provisions of subparts C through F of this part do not apply to Access BPL devices except where specifically noted.
(b) The requirements of this subpart apply only to the radio circuitry that is used to provide carrier current operation for the Access BPL device. Other aspects of the operation of an Access BPL device may be subject to requirements contained elsewhere in this chapter. In particular, an Access BPL device that includes digital circuitry that is not used solely to enable the operation of the radio frequency circuitry used to provide carrier current operation also is subject to the requirements for unintentional radiators in subpart B of this part.

§ 15.607 Equipment authorization of Access BPL equipment.
Access BPL equipment shall be subject to Certification as specified in §15.101.

§ 15.609 Marketing of Access BPL equipment.
The marketing of Access BPL equipment must be directed solely to parties eligible to operate the equipment. Eligible parties consist of AC power line public utilities, Access BPL service providers and associates of Access BPL service providers. The responsible party, as defined in §2.909 of this chapter, is responsible for ensuring that the equipment is marketed only to eligible parties. Marketing of the equipment in any other manner may be considered grounds for revocation of the grant of certification issued for the equipment.

§ 15.611 General technical requirements.
(a) Conducted emission limits. Access BPL is not subject to the conducted emission limits of §15.107.
(b) Radiated emission limits—(1) Medium voltage power lines. (i) Access BPL systems that operate in the frequency range of 1.705 kHz to 30 MHz over medium voltage power lines shall comply with the radiated emission limits for intentional radiators provided in §15.209.
(ii) Access BPL systems that operate in the frequency range above 30 MHz over medium voltage power lines shall