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(f) Scope of responsibility. (1) A TCB 
shall certify equipment in accordance 
with the Commission’s rules and poli-
cies. 

(2) A TCB shall accept test data from 
any source, subject to the require-
ments in ISO/IEC Guide 65, and shall 
not unnecessarily repeat tests. 

(3) A TCB may establish and assess 
fees for processing certification appli-
cations and other tasks as required by 
the Commission. 

(4) A TCB may rescind a grant of cer-
tification within 30 days of grant for 
administrative errors. After that time, 
a grant can only be revoked by the 
Commission through the procedures in 
§ 2.939 of this part. A TCB shall notify 
both the applicant and the Commission 
when a grant is rescinded. 

(5) A TCB may not: 
(i) Grant a waiver of the rules, or cer-

tify equipment for which the Commis-
sion rules or requirements do not exist 
or for which the application of the 
rules or requirements is unclear. 

(ii) Take enforcement actions; or 
(iii) Authorize a transfer of control of 

a grantee. 
(6) All TCB actions are subject to 

Commission review. 
(g) Post-certification requirements. (1) A 

TCB shall supply an electronic copy of 
each approved application form and 
grant of certification to the Commis-
sion. 

(2) In accordance with ISO/IEC Guide 
65, a TCB is required to conduct appro-
priate post-market surveillance activi-
ties. These activities shall be based on 
type testing a few samples of the total 
number of product types which the cer-
tification body has certified. Other 
types of surveillance activities of a 
product that has been certified are per-
mitted, provided they are no more on-
erous than testing type. The Commis-
sion may at any time request a list of 
products certified by the certification 
body and may request and receive cop-
ies of product evaluation reports. The 
Commission may also request that a 
TCB perform post-market surveillance, 
under Commission guidelines, of a spe-
cific product it has certified. 

(3) If during post market surveillance 
of a certified product, a TCB deter-
mines that a product fails to comply 
with the applicable technical regula-

tions, the Telecommunication Certifi-
cation Body shall immediately notify 
the grantee and the Commission. A fol-
low-up report shall also be provided 
within thirty days of the action taken 
by the grantee to correct the situation. 

(4) Where concerns arise, the TCB 
shall provide a copy of the application 
file to the Commission within 30 cal-
endar days of a request for the file 
made by the Commission to the TCB 
and the manufacturer. Where appro-
priate, the file should be accompanied 
by a request for confidentiality for any 
material that may qualify for confiden-
tial treatment under the Commission’s 
Rules. If the application file is not pro-
vided within 30 calendar days, a state-
ment shall be provided to the Commis-
sion as to why it cannot be provided. 

(h) In case of a dispute with respect 
to designation or recognition of a TCB 
and the testing or certification of prod-
ucts by a TCB, the Commission will be 
the final arbiter. Manufacturers and 
designated TCBs will be afforded at 
least 30 days to comment before a deci-
sion is reached. In the case of a TCB 
designated or recognized, or a product 
certified pursuant to an effective bilat-
eral or multilateral mutual recogni-
tion agreement or arrangement (MRA) 
to which the United States is a party, 
the Commission may limit or withdraw 
its recognition of a TCB designated by 
an MRA party and revoke the certifi-
cation of products using testing or cer-
tification provided by such a TCB. The 
Commission shall consult with the Of-
fice of the United States Trade Rep-
resentative (USTR), as necessary, con-
cerning any disputes arising under an 
MRA for compliance with the Tele-
communications Trade Act of 1988 
(Section 1371–1382 of the Omnibus 
Trade and Competitiveness Act of 1988). 

[64 FR 4995, Feb. 2, 1999, as amended at 66 FR 
27601, May 18, 2001; 69 FR 54034, Sept. 7, 2004] 

CERTIFICATION 

§ 2.1031 Cross reference. 
The general provisions of this sub-

part § 2.901 et seq. shall apply to appli-
cations for and grants of certification. 

§ 2.1033 Application for certification. 
(a) An application for certification 

shall be filed on FCC Form 731 with all 
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questions answered. Items that do not 
apply shall be so noted. 

(b) Applications for equipment oper-
ating under Parts 11, 15 and 18 of the 
rules shall be accompanied by a tech-
nical report containing the following 
information: 

(1) The full name and mailing address 
of the manufacturer of the device and 
the applicant for certification. 

(2) FCC identifier. 
(3) A copy of the installation and op-

erating instructions to be furnished the 
user. A draft copy of the instructions 
may be submitted if the actual docu-
ment is not available. The actual docu-
ment shall be furnished to the FCC 
when it becomes available. 

(4) A brief description of the circuit 
functions of the device along with a 
statement describing how the device 
operates. This statement should con-
tain a description of the ground system 
and antenna, if any, used with the de-
vice. 

(5) A block diagram showing the fre-
quency of all oscillators in the device. 
The signal path and frequency shall be 
indicated at each block. The tuning 
range(s) and intermediate fre-
quency(ies) shall be indicated at each 
block. A schematic diagram is also re-
quired for intentional radiators. 

(6) A report of measurements show-
ing compliance with the pertinent FCC 
technical requirements. This report 
shall identify the test procedure used 
(e.g., specify the FCC test procedure, or 
industry test procedure that was used), 
the date the measurements were made, 
the location where the measurements 
were made, and the device that was 
tested (model and serial number, if 
available). The report shall include 
sample calculations showing how the 
measurement results were converted 
for comparison with the technical re-
quirements. 

(7) A sufficient number of photo-
graphs to clearly show the exterior ap-
pearance, the construction, the compo-
nent placement on the chassis, and the 
chassis assembly. The exterior views 
shall show the overall appearance, the 
antenna used with the device (if any), 
the controls available to the user, and 
the required identification label in suf-
ficient detail so that the name and FCC 
identifier can be read. In lieu of a pho-

tograph of the label, a sample label (or 
facsimile thereof) may be submitted 
together with a sketch showing where 
this label will be placed on the equip-
ment. Photographs shall be of size A4 
(21 cm × 29.7 cm) or 8×10 inches (20.3 cm 
× 25.4 cm). Smaller photographs may be 
submitted provided they are sharp and 
clear, show the necessary detail, and 
are mounted on A4 (21 cm × 29.7 cm) or 
8.5×11 inch (21.6 cm × 27.9 cm) paper. A 
sample label or facsimile together with 
the sketch showing the placement of 
this label shall be on the same size 
paper. 

(8) If the equipment for which certifi-
cation is being sought must be tested 
with peripheral or accessory devices 
connected or installed, a brief descrip-
tion of those peripherals or accessories. 
The peripheral or accessory devices 
shall be unmodified, commercially 
available equipment. 

(9) For equipment subject to the pro-
visions of part 15 of this chapter, the 
application shall indicate if the equip-
ment is being authorized pursuant to 
the transition provisions in § 15.37 of 
this chapter. 

(10) Applications for the certification 
of scanning receivers shall include a 
statement describing the methods used 
to comply with the design require-
ments of all parts of § 15.121 of this 
chapter. The application must specifi-
cally include a statement assessing the 
vulnerability of the equipment to pos-
sible modification and describing the 
design features that prevent the modi-
fication of the equipment by the user 
to receive transmissions from the Cel-
lular Radiotelephone Service. The ap-
plication must also demonstrate com-
pliance with the signal rejection re-
quirement of § 15.121 of this chapter, in-
cluding details on the measurement 
procedures used to demonstrate com-
pliance. 

(11) Applications for certification of 
transmitters operating within the 59.0– 
64.0 GHz band under part 15 of this 
chapter shall also be accompanied by 
an exhibit demonstrating compliance 
with the provisions of § 15.255 (g) and (i) 
of this chapter. 

(12) An application for certification 
of a software defined radio must in-
clude the information required by 
§ 2.944. 
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(c) Applications for equipment other 
than that operating under parts 15 and 
18 of the rules shall be accompanied by 
a technical report containing the fol-
lowing information: 

(1) The full name and mailing address 
of the manufacturer of the device and 
the applicant for certification. 

(2) FCC identifier. 
(3) A copy of the installation and op-

erating instructions to be furnished the 
user. A draft copy of the instructions 
may be submitted if the actual docu-
ment is not available. The actual docu-
ment shall be furnished to the FCC 
when it becomes available. 

(4) Type or types of emission. 
(5) Frequency range. 
(6) Range of operating power values 

or specific operating power levels, and 
description of any means provided for 
variation of operating power. 

(7) Maximum power rating as defined 
in the applicable part(s) of the rules. 

(8) The dc voltages applied to and dc 
currents into the several elements of 
the final radio frequency amplifying 
device for normal operation over the 
power range. 

(9) Tune-up procedure over the power 
range, or at specific operating power 
levels. 

(10) A schematic diagram and a de-
scription of all circuitry and devices 
provided for determining and stabi-
lizing frequency, for suppression of spu-
rious radiation, for limiting modula-
tion, and for limiting power. 

(11) A photograph or drawing of the 
equipment identification plate or label 
showing the information to be placed 
thereon. 

(12) Photographs (8″×10″) of the equip-
ment of sufficient clarity to reveal 
equipment construction and layout, in-
cluding meters, if any, and labels for 
controls and meters and sufficient 
views of the internal construction to 
define component placement and chas-
sis assembly. Insofar as these require-
ments are met by photographs or draw-
ings contained in instruction manuals 
supplied with the certification request, 
additional photographs are necessary 
only to complete the required showing. 

(13) For equipment employing digital 
modulation techniques, a detailed de-
scription of the modulation system to 
be used, including the response charac-

teristics (frequency, phase and ampli-
tude) of any filters provided, and a de-
scription of the modulating wavetrain, 
shall be submitted for the maximum 
rated conditions under which the 
equipment will be operated. 

(14) The data required by §§ 2.1046 
through 2.1057, inclusive, measured in 
accordance with the procedures set out 
in § 2.1041. 

(15) The application for certification 
of an external radio frequency power 
amplifier under part 97 of this chapter 
need not be accompanied by the data 
required by paragraph (b)(14) of this 
section. In lieu thereof, measurements 
shall be submitted to show compliance 
with the technical specifications in 
subpart C of part 97 of this chapter and 
such information as required by § 2.1060 
of this part. 

(16) An application for certification 
of an AM broadcast stereophonic ex-
citer-generator intended for inter-
facing with existing certified, or for-
merly type accepted or notified trans-
mitters must include measurements 
made on a complete stereophonic 
transmitter. The instruction book 
must include complete specifications 
and circuit requirements for inter-
connecting with existing transmitters. 
The instruction book must also provide 
a full description of the equipment and 
measurement procedures to monitor 
modulation and to verify that the com-
bination of stereo exciter-generator 
and transmitter meet the emission 
limitations of § 73.44. 

(17) Applications for certification re-
quired by § 25.129 of this chapter shall 
include any additional equipment test 
data required by that section. 

(18) An application for certification 
of a software defined radio must in-
clude the information required by 
§ 2.944. 

(d) Applications for certification of 
equipment operating under part 20, 
that a manufacturer is seeking to cer-
tify as hearing aid compatible, as set 
forth in § 20.19 of that part, shall in-
clude a statement indicating compli-
ance with the test requirements of 
§ 20.19 and indicating the appropriate 
U-rating for the equipment. The manu-
facturer of the equipment shall be re-
sponsible for maintaining the test re-
sults. 
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(e) A single application may be filed 
for a composite system that incor-
porates devices subject to certification 
under multiple rule parts, however, the 
appropriate fee must be included for 
each device. Separate applications 
must be filed if different FCC Identi-
fiers will be used for each device. 

[63 FR 36599, July 7, 1998, as amended at 63 
FR 42278, Aug. 7, 1998; 64 FR 22561, Apr. 27, 
1999; 67 FR 42734, June 25, 2002; 68 FR 54175, 
Sept. 16, 2003; 68 FR 68545, Dec. 9, 2003; 69 FR 
5709, Feb. 6, 2004; 70 FR 23039, May 4, 2005] 

§ 2.1035 [Reserved] 

§ 2.1041 Measurement procedure. 
For equipment operating under parts 

15 and 18, the measurement procedures 
are specified in the rules governing the 
particular device for which certifi-
cation is requested. For equipment op-
erating in the authorized radio serv-
ices, measurements are required as 
specified in §§ 2.1046, 2.1047, 2.1049, 
2.1051, 2.1053, 2.1055 and 2.1057. See also 
§ 2.947. 

[63 FR 36600, July 7, 1998] 

§ 2.1043 Changes in certificated equip-
ment. 

(a) Except as provided in paragraph 
(b)(3) of this section, changes to the 
basic frequency determining and stabi-
lizing circuitry (including clock or 
data rates), frequency multiplication 
stages, basic modulator circuit or max-
imum power or field strength ratings 
shall not be performed without applica-
tion for and authorization of a new 
grant of certification. Variations in 
electrical or mechanical construction, 
other than these indicated items, are 
permitted provided the variations ei-
ther do not affect the characteristics 
required to be reported to the Commis-
sion or the variations are made in com-
pliance with the other provisions of 
this section. Changes to the software 
installed in a transmitter that do not 
affect the radio frequency emissions do 
not require a filing with the Commis-
sion and may be made by parties other 
than the holder of the grant of certifi-
cation. 

(b) Three classes of permissive 
changes may be made in certificated 
equipment without requiring a new ap-
plication for and grant of certification. 

None of the classes of changes shall re-
sult in a change in identification. 

(1) A Class I permissive change in-
cludes those modifications in the 
equipment which do not degrade the 
characteristics reported by the manu-
facturer and accepted by the Commis-
sion when certification is granted. No 
filing with the Commission is required 
for a Class I permissive change. 

(2) A Class II permissive change in-
cludes those modifications which de-
grade the performance characteristics 
as reported to the Commission at the 
time of the initial certification. Such 
degraded performance must still meet 
the minimum requirements of the ap-
plicable rules. When a Class II permis-
sive change is made by the grantee, the 
grantee shall supply the Commission 
with complete information and the re-
sults of tests of the characteristics af-
fected by such change. The modified 
equipment shall not be marketed under 
the existing grant of certification prior 
to acknowledgement by the Commis-
sion that the change is acceptable. 

(3) A Class III permissive change in-
cludes modifications to the software of 
a software defined radio transmitter 
that change the frequency range, mod-
ulation type or maximum output power 
(either radiated or conducted) outside 
the parameters previously approved, or 
that change the circumstances under 
which the transmitter operates in ac-
cordance with Commission rules. When 
a Class III permissive change is made, 
the grantee shall supply the Commis-
sion with a description of the changes 
and test results showing that the 
equipment complies with the applica-
ble rules with the new software loaded, 
including compliance with the applica-
ble RF exposure requirements. The 
modified software shall not be loaded 
into the equipment, and the equipment 
shall not be marketed with the modi-
fied software under the existing grant 
of certification, prior to acknowledge-
ment by the Commission that the 
change is acceptable. Class III changes 
are permitted only for equipment in 
which no Class II changes have been 
made from the originally approved de-
vice. 

NOTE TO PARAGRAPH (b)(3): Any software 
change that degrades spurious and out-of- 
band emissions previously reported to the 
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