this section are met, and on the condition that the space station’s tracking, telemetry and control transmissions are planned so as to avoid electrical interference to other space stations, and coordinated with any potentially affected satellite networks.

(c) All space stations. Upon completion of any relocation authorized by paragraph (b) of this section, or any relocation at end-of-life specified in an authorization, or upon a spacecraft otherwise completing its authorized mission, a space station licensee shall ensure, unless prevented by technical failures beyond its control, that all stored energy sources on board the satellite are discharged, by venting excess propellant, discharging batteries, relieving pressure vessels, and other appropriate measures.

(d) The minimum perigee requirement of paragraph (a) of this section shall not apply to space stations launched prior to March 18, 2002.

[69 FR 54588, Sept. 9, 2004]

§ 25.284 Emergency Call Center Service.

(a) Providers of mobile satellite service to end-user customers (part 25, subparts A–D) must provide Emergency Call Center service to the extent that they offer real-time, two way switched voice service that is interconnected with the public switched network and utilize an in-network switching facility which enables the provider to reuse frequencies and/or accomplish seamless hand-offs of subscriber calls. Emergency Call Center personnel must determine the emergency caller’s phone number and location and then transfer or otherwise redirect the call to an appropriate public safety answering point. Providers of mobile satellite services that utilize earth terminals that are not capable of use while in motion are exempt from providing Emergency Call Center service for such terminals.

(b) Beginning February 11, 2005, each mobile satellite service carrier that is subject to the provisions of paragraph (a) of this section must maintain records of all 911 calls received at its emergency call center. Beginning October 15, 2005, and on each following October 15, mobile satellite service carriers providing service in the 1.6/2.4 GHz and 2 GHz bands must submit a report to the Commission regarding their call center data, current as of September 30 of that year. Beginning June 30, 2006, and on each following June 30, mobile satellite service carriers providing service in bands other than 1.6/2.4 GHz and 2 GHz must submit a report to the Commission regarding their call center data, current as of May 31 of that year. These reports must include, at a minimum, the following:

(1) The name and address of the carrier, the address of the carrier’s emergency call center, and emergency call center contact information;

(2) The aggregate number of calls received by the call center each month during the relevant reporting period;

(3) An indication of how many calls received by the call center each month during the relevant reporting period required forwarding to a public safety answering point and how many did not require forwarding to a public safety answering point.


Subpart E [Reserved]

Subpart F—Competitive Bidding Procedures for DARS

SOURCE: 62 FR 11106, Mar. 11, 1997, unless otherwise noted.

§ 25.401 Satellite DARS applications subject to competitive bidding.

Mutually exclusive initial applications for DARS service licenses are subject to competitive bidding. The general competitive bidding procedures set forth in part 1, subpart Q of this chapter will apply unless otherwise provided in this part.

[67 FR 45373, July 9, 2002]

§ 25.402 [Reserved]

§ 25.403 Bidding application and certification procedures.

Submission of Supplemental Application Information, in order to be eligible to bid, each pending applicant must