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Federal Communications Commission § 27.57 

boundary must not exceed the greater 
of ¥73.0 + 10 log(X/6) dBW/m2, where X 
is the bandwidth in megahertz of the 
channel, or for facilities that are sub-
stantially similar to the licensee’s pre- 
transition facilities (including modi-
fications that do not alter the funda-
mental nature or use of the trans-
missions), the signal strength at such 
point that resulted from the station’s 
operations immediately prior to the 
transition, provided that such oper-
ations complied with paragraph 
(a)(4)(i) of this section. 

(b) Power flux density limit for stations 
operating in the 698–746 MHz bands. For 
base and fixed stations operating in the 
698–746 MHz band in accordance with 
the provisions of § 27.50(c)(6), the power 
flux density that would be produced by 
such stations through a combination of 
antenna height and vertical gain pat-
tern must not exceed 3000 microwatts 
per square meter on the ground over 
the area extending to 1 km from the 
base of the antenna mounting struc-
ture. 

(c) Power flux density limit for stations 
operating in the 746–757 MHz, 758–763 
MHz, 776–787 MHz, and 788–793 MHz 
bands. For base and fixed stations oper-
ating in the 746–757 MHz, 758–763 MHz, 
776–787 MHz, and 788–793 MHz bands in 
accordance with the provisions of 
§ 27.50(b)(6), the power flux density that 
would be produced by such stations 
through a combination of antenna 
height and vertical gain pattern must 
not exceed 3000 microwatts per square 
meter on the ground over the area ex-
tending to 1 km from the base of the 
antenna mounting structure. 

[69 FR 5715, Feb. 6, 2004, as amended at 69 FR 
72034, Dec. 10, 2004; 72 FR 27712, May 16, 2007; 
72 FR 48852, Aug. 24, 2007; 73 FR 26040, May 8, 
2008] 

§ 27.56 Antenna structures; air naviga-
tion safety. 

A licensee that owns its antenna 
structure(s) must not allow such an-
tenna structure(s) to become a hazard 
to air navigation. In general, antenna 
structure owners are responsible for 
registering antenna structures with 
the FCC if required by part 17 of this 
chapter, and for installing and main-
taining any required marking and 
lighting. However, in the event of de-

fault of this responsibility by an an-
tenna structure owner, the FCC per-
mittee or licensee authorized to use an 
affected antenna structure will be held 
responsible by the FCC for ensuring 
that the antenna structure continues 
to meet the requirements of part 17 of 
this chapter. See § 17.6 of this chapter. 

(a) Marking and lighting. Antenna 
structures must be marked, lighted and 
maintained in accordance with part 17 
of this chapter and all applicable rules 
and requirements of the Federal Avia-
tion Administration. For any construc-
tion or alteration that would exceed 
the requirements of section 17.7 of this 
chapter, licensees must notify the ap-
propriate Regional Office of the Fed-
eral Aviation Administration (FAA 
Form 7460–1) and file a request for an-
tenna height clearance and obstruction 
marking and lighting specifications 
(FCC Form 854) with the FCC, WTB, 
1270 Fairfield Road, Gettysburg, PA 
17325. 

(b) Maintenance contracts. Antenna 
structure owners (or licensees and per-
mittees, in the event of default by an 
antenna structure owner) may enter 
into contracts with other entities to 
monitor and carry out necessary main-
tenance of antenna structures. An-
tenna structure owners (or licensees 
and permittees, in the event of default 
by an antenna structure owner) that 
make such contractual arrangements 
continue to be responsible for the 
maintenance of antenna structures in 
regard to air navigation safety. 

§ 27.57 International coordination. 
(a) WCS operations in the border 

areas shall be subject to coordination 
with those countries and provide pro-
tection to non-U.S. operations in the 
2305–2320 and 2345–2360 MHz bands as ap-
propriate. In addition, satellite DARS 
operations in WCS spectrum shall be 
subject to international satellite co-
ordination procedures. 

(b) Operation in the 698–763 MHz, 775– 
793 MHz, and 805–806 MHz bands is sub-
ject to international agreements be-
tween Mexico and Canada. Unless oth-
erwise modified by international trea-
ty, licenses must not cause inter-
ference to, and must accept harmful in-
terference from, television broadcast 
operations in Mexico and Canada. 
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