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appears that less bandwidth would be 
sufficient to support an applicant’s in-
tended communications. 

Frequency Band (MHz) 

Maximum au-
thorized 

bandwidth 
(MHz) 

1,990 to 2,110 ................................................. 18 
6,425 to 6,525 ................................................. 25 
6,875 to 7,125 ................................................. 25 
12,700 to 13,250 ............................................. 25 
17,700 to 19,700 ............................................. 80 

[45 FR 78692, Nov. 26, 1980, as amended at 48 
FR 50734, Nov. 3, 1983; 49 FR 7131, Feb. 27, 
1984; 49 FR 37778, Sept. 26, 1984; 50 FR 7342, 
Feb. 22, 1985; 50 FR 34150, Aug. 23, 1985; 50 FR 
48600, Nov. 26, 1985; 52 FR 7142, Mar. 9, 1987; 58 
FR 51251, Oct. 1, 1993; 68 FR 12769, Mar. 17, 
2003.] 

§ 74.638 Frequency coordination. 
(a) Coordination of all frequency as-

signments for fixed stations in all 
bands above 2110 MHz, and for mobile 
(temporary fixed) stations in the bands 
6425–6525 MHz and 17.7–19.7 GHz, will be 
in accordance with the procedure es-
tablished in paragraph (b) of this sec-
tion, except that the prior coordination 
process for mobile (temporary fixed) 
assignments may be completed orally 
and the period allowed for response to 
a coordination notification may be less 
than 30 days if the parties agree. Co-
ordination of all frequency assign-
ments for all mobile (temporary fixed) 
stations in all bands above 2110 MHz, 
except the bands 6425–6525 MHz and 
17.7–19.7 GHz, will be conducted in ac-
cordance with the procedure estab-
lished in paragraph (b) of this section 
or with the procedure in paragraph (d) 
of this section. Coordination of all fre-
quency assignments for all fixed sta-
tions in the band 1990–2110 MHz will be 
in accordance with the procedure es-
tablished in paragraph (c) of this sec-
tion. Coordination of all frequency as-
signments for all mobile (temporary 
fixed) stations in the band 1990–2110 
MHz will be conducted in accordance 
with the procedure in paragraph (d) of 
this section. 

(b) For each frequency coordinated 
under this paragraph, the interference 
protection criteria in 47 CFR 101.105(a), 
(b), and (c) and the frequency usage co-
ordination procedures in 47 CFR 
101.103(d) will apply. 

(c) For each frequency coordinated 
under this paragraph, the following fre-
quency usage coordination procedures 
will apply: 

(1) General requirements. Applicants 
are responsible for selecting the fre-
quency assignments that are least like-
ly to result in mutual interference 
with other licensees in the same area. 
Applicants may consult local fre-
quency coordination committees, 
where they exist, for information on 
frequencies available in the area. Pro-
posed frequency usage must be coordi-
nated with existing licensees and appli-
cants in the area whose facilities could 
affect or be affected by the new pro-
posal in terms of frequency inter-
ference on active channels, applied-for 
channels, or channels coordinated for 
future growth. Coordination must be 
completed prior to filing an application 
for regular authorization, for major 
amendment to a pending application, 
or for major modification to a license. 

(2) To be acceptable for filing, all ap-
plications for regular authorization, or 
major amendment to a pending appli-
cation, or major modification to a li-
cense, must include a certification at-
testing that all co-channel and adja-
cent-channel licensees and applicants 
potentially affected by the proposed 
fixed use of the frequency(ies) have 
been notified and are in agreement 
that the proposed facilities can be in-
stalled without causing harmful inter-
ference to those other licensees and ap-
plicants. 

(d) For each frequency coordinated 
under this paragraph, applicants are 
responsible for selecting the frequency 
assignments that are least likely to re-
sult in mutual interference with other 
licensees in the same area. Applicants 
may consult local frequency coordina-
tion committees, where they exist, for 
information on frequencies available in 
the area. In selecting frequencies, con-
sideration should be given to the rel-
ative location of receive points, normal 
transmission paths, and the nature of 
the contemplated operation. 

[68 FR 12770, Mar. 17, 2003, as amended at 75 
FR 17061, Apr. 5, 2010] 
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