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Federal Communications Commission § 74.661 

and 19.26–19.3 GHz. Notwithstanding 
other provisions of this section, licens-
ees of stations that remain co-primary 
under the provisions of § 74.602(g) may 
not make modifications to their sys-
tems that increase interference to sat-
ellite earth stations, or result in a fa-
cility that would be more costly to re-
locate. 

[28 FR 13718, Dec. 14, 1963, as amended at 38 
FR 6827, Mar. 13, 1973; 47 FR 55938, Dec. 14, 
1982; 49 FR 7131, Feb. 27, 1984; 58 FR 19776, 
Apr. 16, 1993; 61 FR 4368, Feb. 6, 1996; 63 FR 
36605, July 7, 1998; 65 FR 54173, Sept. 7, 2000; 
68 FR 12771, Mar. 17, 2003; 68 FR 16967, Apr. 8, 
2003] 

§ 74.655 Authorization of equipment. 
(a) Except as provided in paragraph 

(b) of this section, all transmitting 
equipment first marketed for use under 
this subpart or placed into service after 
October 1, 1981, must be authorized 
under the certification or verification 
procedure, as detailed in paragraph (f) 
of this section. Equipment which is 
used at a station licensed prior to Oc-
tober 1, 1985, which has not been au-
thorized as detailed in paragraph (f) of 
this section, may continue to be used 
by the licensee or its successors or as-
signees, provided that if operation of 
such equipment causes harmful inter-
ference due to its failure to comply 
with the technical standards set forth 
in this subpart, the FCC may, at its 
discretion, require the licensee to take 
such corrective action as is necessary 
to eliminate the interference. However, 
such equipment may not be further 
marketed or reused under part 74 after 
October 1, 1985. 

(b) Certification or verification is not 
required for transmitters used in con-
junction with TV pickup stations oper-
ating with a peak output power not 
greater than 250 mW. Pickup stations 
operating in excess of 250 mW licensed 
pursuant to applications accepted for 
filing prior to October 1, 1980 may con-
tinue operation subject to periodic re-
newal. If operation of such equipment 
causes harmful interference the FCC 
may, at its discretion, require the li-
censee to take such corrective action 
as is necessary to eliminate the inter-
ference. 

(c) The license of a TV auxiliary sta-
tion may replace transmitting equip-

ment with authorized equipment, as 
detailed under paragraph (f) of this sec-
tion, without prior FCC approval, pro-
vided the proposed changes will not de-
part from any of the terms of the sta-
tion or system authorization or the 
Commission’s technical rules gov-
erning this service, and also provided 
that any changes made to authorized 
transmitting equipment is in compli-
ance with the provisions of part 2 of 
the FCC rules concerning modifica-
tions to authorized equipment. 

(d) Any manufacturer of a trans-
mitter to be used in this service may 
authorize the equipment under the cer-
tification or verification procedure, as 
appropriate, following the procedures 
set forth in subpart J of part 2 of the 
FCC rules. 

(e) An applicant for a TV broadcast 
auxiliary station may also authorize 
an individual transmitter, as specified 
in paragraph (f) of this section, by fol-
lowing the procedures set forth in sub-
part J of part 2 of the FCC rules and 
regulations. 

(f) Transmitters designed to be used 
exclusively for a TV STL station, a TV 
intercity relay station, a TV translator 
relay station, or a TV microwave 
booster station, shall be authorized 
under verification. All other transmit-
ters will be authorized under the cer-
tification procedure. 

[63 FR 36605, July 7, 1998, as amended at 68 
FR 12772, Mar. 17, 2003] 

§ 74.661 Frequency tolerance. 

Stations in this service shall main-
tain the carrier frequency of each au-
thorized transmitter to within the fol-
lowing percentage of the assigned fre-
quency. 

Frequency band 
(MHz) 

Frequency 
tolerance 

(%) 

2,025 to 2,110 ................................................... 1 0.005 
2,450 to 2,483.5 ................................................ 2 0.001 
6,425 to 6,525 ................................................... 0.005 
6,875 to 7,125 ................................................... 1 0.005 
12,700 to 13,250 ............................................... 1 0.005 
17,700 to 18,820 ............................................... 0.003 
18,920 to 19,700 ............................................... 0.003 

1 Television translator relay stations shall maintain a fre-
quency tolerance of 0.002%. 
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2 Stations licensed pursuant to an application filed before 
March 17, 2005, for tolerance values exceeding those speci-
fied above, may continue to operate indefinitely in accordance 
with the terms of their current authorizations, subject to peri-
odic renewal. Existing equipment and equipment of product 
lines in production before April 16, 2003, authorized via certifi-
cation or verification before March 17, 2005, for tolerance val-
ues exceeding those specified above, may continue to be 
manufactured and/or marketed, but may not be authorized for 
use under station license except at stations licensed pursuant 
to an application filed before March 17, 2005. Any non-con-
forming equipment authorized under a station license, and re-
placed on or after March 17, 2005, must be replaced by con-
forming equipment. 

[52 FR 7143, Mar. 9, 1987, as amended at 68 FR 
12772, Mar. 17, 2003] 

§ 74.662 Frequency monitors and 
measurements. 

The licensee of a television broadcast 
auxiliary station must provide means 
for measuring the operating frequency 
in order to ensure that the emissions 
are confined to the authorized channel. 

[48 FR 38482, Aug. 24, 1983] 

§ 74.663 Modulation limits. 
If amplitude modulation is employed, 

negative modulation peaks shall not 
exceed 100%. 

[45 FR 78694, Nov. 26, 1980] 

§ 74.664 Posting of station license. 
(a) The station license and any other 

instrument of authorization or indi-
vidual order concerning the construc-
tion of the equipment or manner of op-
eration of the station shall be posted in 
the room in which the transmitter is 
located. 

(b) Posting of the station license and 
any other instruments of authorization 
shall be done by affixing the license to 
the wall at the posting location, or by 
enclosing it in a binder or folder which 
is retained at the posting location so 
that the document will be readily 
available and easily accessible. 

[28 FR 13718, Dec. 14, 1963, as amended at 48 
FR 24385, June 1, 1983; 49 FR 29070, July 18, 
1984; 50 FR 40015, Oct. 1, 1985] 

§ 74.682 Station identification. 
(a) Each television broadcast auxil-

iary station operating with a trans-
mitter output power of 1 watt or more 
must, when actually transmitting pro-
grams, transmit station identification 
at the beginning and end of each period 
of operation, and hourly, as close to 
the hour as feasible, at a natural break 

in program offerings by one of the fol-
lowing means: 

(1) Transmission of its own call sign 
by visual or aural means or by auto-
matic transmission in international 
Morse telegraphy. 

(2) Visual or aural transmission of 
the call sign of the TV broadcast sta-
tion with which it is licensed as an 
auxiliary. 

(3) Visual or aural transmission of 
the call sign of the TV broadcast sta-
tion whose signals are being relayed or, 
where programs are obtained directly 
from network lines and relayed, the 
network identification. 

(b) Identification transmissions dur-
ing operation need not be made when 
to make such transmission would in-
terrupt a single consecutive speech, 
play, religious service, symphony con-
cert, or any type of production. In such 
cases, the identification transmission 
shall be made at the first interruption 
of the entertainment continuity and at 
the conclusion thereof. 

(c) During occasions when a tele-
vision pickup station is being used to 
deliver program material for network 
distribution it may transmit the net-
work identification in lieu of its own or 
associated TV station call sign during 
the actual program pickup. However, if 
it is providing the network feed 
through its own associated TV broad-
cast station it shall perform the sta-
tion identification required by para-
graph (a) of this section at the begin-
ning and end of each period of oper-
ation. 

(d) A period of operation is defined as 
a single uninterrupted transmission or 
a series of intermittent transmissions 
from a single location or continuous or 
intermittent transmission from a tele-
vision pickup station covering a single 
event from various locations, within a 
single broadcast day. 

(e) Regardless of the method used for 
station identification it shall be per-
formed in a manner conducive to 
prompt association of the signal source 
with the responsible licensee. In exer-
cising the discretion provided by this 
rule, licensees are expected to act in a 
responsible manner to assure that re-
sult. 

(f) TV microwave boosters stations 
will be assigned individual call signs. 
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