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Communications Act continue to apply 
(see subpart S of this part). 

(c) No provision in this subpart is in-
tended to prevent the use by any ship, 
survival craft, or person in distress, of 
any means at their disposal to attract 
attention, make known their position 
and obtain help. 

[57 FR 9065, Mar. 16, 1992, as amended at 60 
FR 58245, Nov. 27, 1995; 60 FR 62927, Dec. 7, 
1995; 73 FR 4489, Jan. 25, 2008] 

§ 80.1067 Inspection of station. 
(a) Ships must have the required 

equipment inspected at least once 
every 12 months by an FCC-licensed 
technician holding a GMDSS Radio 
Maintainer’s License. If the ship passes 
the inspection the technician will issue 
a Safety Certificate. Safety Certifi-
cates may be obtained from the Com-
mission’s National Call Center at 1–888– 
CALL FCC (1–888–225–5322) or from its 
field offices. The effective date of the 
ship Safety Certificate is the date the 
station is found to be in compliance or 
not later than one business day later. 
The FCC-licensed technician must use 
the latest FCC Information Bulletin, 
How to Conduct a GMDSS Inspection. 
Contact the FCC’s National Call Center 
at 1–888–CALL FCC (1–888–225–5322) to 
request a copy. 

(b) Certificates issued in accordance 
with the Safety Convention must be 
posted in a prominent and accessible 
place on the ship. 

[57 FR 9065, Mar. 16, 1992, as amended at 63 
FR 29660, June 1, 1998] 

§ 80.1069 Maritime sea areas. 
(a) For the purpose of this subpart, a 

ship’s area of operation is defined as 
follows: 

(1) Sea area A1. An area within the ra-
diotelephone coverage of at least one 
VHF coast station in which continuous 
DSC alerting is available as defined by 
the International Maritime Organiza-
tion. 

(2) Sea area A2. An area, excluding 
sea area A1, within the radiotelephone 
coverage of at least one MF coast sta-
tion in which continuous DSC alerting 
is available as defined by the Inter-
national Maritime Organization. 

(3) Sea area A3. An area, excluding 
sea areas A1 and A2, within the cov-

erage of an INMARSAT geostationary 
satellite in which continuous alerting 
is available. 

(4) Sea area A4. An area outside sea 
areas A1, A2 and A3. 

(b) Maritime sea areas are delineated 
in the International Maritime Organi-
zation Publication GMDSS Master 
Plan of Shore-Based Facilities. The 
Master Plan can be purchased from the 
International Maritime Organization, 4 
Albert Embankment, London SE1 7SR, 
United Kingdom. 

§ 80.1071 Exemptions. 
(a) In certain circumstances, partial 

or conditional exemptions may be 
granted to individual ships from the re-
quirements of §§ 80.1085, 80.1087, 80.1089, 
80.1091, and 80.1093 provided: such ships 
comply with the functional require-
ments of § 80.1081 and a showing is 
made that such an exemption will not 
have a material effect upon the general 
efficiency of the service for the safety 
of all ships. 

(b) An exemption may be granted 
under paragraph (a) of this section 
only: 

(1) If the conditions affecting safety 
are such as to render the full applica-
tion of §§ 80.1085, 80.1087, 80.1089, 80.1091, 
and 80.1093 unreasonable or unneces-
sary or otherwise not in the public in-
terest; 

(2) In exceptional circumstances, for 
a single voyage outside the sea area or 
sea areas for which the ship is 
equipped. 

(c) All fishing vessels of 300 gross 
tons and upward are exempt from sub-
part W requirements applicable for car-
riage of VHF-DSC and MF-DSC equip-
ment until one year after the USCG es-
tablishes GMDSS coast facilities for 
Sea Areas A1 and A2, if the following 
provisions are met: 

(1) The ship is equipped with: 
(i) A VHF radiotelephone installa-

tion. 
(ii) A MF or HF radiotelephone in-

stallation. 
(iii) A Category 1, 406.0–406.1 MHz 

EPIRB meeting the requirements of 
§ 80.1061; 

(iv) A NAVTEX receiver meeting the 
requirements of § 80.1101(c)(1); 

(v) Survival craft equipment meeting 
the requirements of § 80.1095; 
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(vi) A Search and Rescue Trans-
ponder meeting the requirements of 
§ 80.1101(c)(6); and 

(2) The ship remains within coverage 
of a VHF coast station and maintains a 
continuous watch on VHF Channel 16; 
or 

(3) The vessel remains within cov-
erage of an MF coast station and main-
tains a continuous watch on 2182 kHz 
and VHF Channel 16. 

[57 FR 9065, Mar. 16, 1992, as amended at 68 
FR 46975, Aug. 7, 2003; 73 FR 4489, Jan. 25, 
2008] 

§ 80.1073 Radio operator requirements 
for ship stations. 

(a) Ships must carry at least two per-
sons holding GMDSS Radio Operator’s 
Licenses as specified in § 13.7 of this 
chapter for distress and safety 
radiocommunications purposes. The 
GMDSS Radio Operator’s License 
qualifies personnel as a GMDSS radio 
operator for the purposes of operating 
a GMDSS radio installation, including 
basic equipment adjustments as de-
noted in the knowledge requirements 
specified in § 13.203 of this chapter. 

(1) A qualified GMDSS radio operator 
must be designated to have primary re-
sponsibility for radiocommunications 
during distress incidents, except if the 
vessel operates exclusively within 
twenty nautical miles of shore, in 
which case a qualified restricted radio 
operator may be so designated. 

(2) A second qualified GMDSS radio 
operator must be designated as backup 
for distress and safety 
radiocommunications, except if the 
vessel operates exclusively within 
twenty nautical miles of shore, in 
which case a qualified restricted 
GMDSS radio operator may be so des-
ignated. 

(b) A qualified GMDSS radio oper-
ator, and a qualified backup, as speci-
fied in paragraph (a) of this section 
must be: 

(1) Available to act as the dedicated 
radio operator in cases of distress as 
described in § 80.1109(a); 

(2) Designated to perform as part of 
normal routine each of the applicable 
communications described in 
§ 80.1109(b); 

(3) Responsible for selecting HF DSC 
guard channels and receiving scheduled 

maritime safety information broad-
casts; 

(4) Designated to perform commu-
nications described in § 80.1109(c); 

(5) Responsible for ensuring that the 
watches required by § 80.1123 are prop-
erly maintained; and 

(6) Responsible for ensuring that the 
ship’s navigation position is entered 
into all installed DSC equipment, ei-
ther automatically through a con-
nected or integral navigation receiver, 
or manually at least every four hours 
when the ship is underway. 

[57 FR 9065, Mar. 16, 1992, as amended at 68 
FR 46975, Aug. 7, 2003; 73 FR 4489, Jan. 25, 
2008] 

§ 80.1074 Radio maintenance per-
sonnel for at-sea maintenance. 

(a) Ships that elect the at-sea option 
for maintenance of GMDSS equipment 
(see § 80.1105) must carry at least one 
person who qualifies as a GMDSS radio 
maintainer, as specified in paragraph 
(b) of this section, for the maintenance 
and repair of equipment specified in 
this subpart. This person may be, but 
need not be, the person designated as 
GMDSS radio operator as specified in 
§ 80.1073. 

(b) The following licenses qualify per-
sonnel as GMDSS radio maintainers to 
perform at-sea maintenance of equip-
ment specified in this subpart. For the 
purposes of this subpart, no order is in-
tended by this listing or the alpha-
numeric designator. 

(1) GM: GMDSS Maintainer’s Li-
cense; 

(2) GB: GMDSS Operator’s/Maintain-
er’s License. 

(c) While at sea, all adjustments of 
radio installations, servicing, or main-
tenance of such installations that may 
affect the proper operation of the 
GMDSS station must be performed by, 
or under the immediate supervision 
and responsibility of, a qualified 
GMDSS radio maintainer as specified 
in paragraph (b) of this section. 

(d) The GMDSS radio maintainer 
must possess the knowledge covering 
the requirements set forth in IMO As-
sembly on Training for Radio Per-
sonnel (GMDSS), Annex 5 and IMO As-
sembly on Radio Maintenance Guide-
lines for the Global Maritime Distress 
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