§ 95.119 Station identification.
(a) Except as provided in paragraph (e), every GMRS station must transmit a station identification:
   (1) Following the transmission of communications or a series of communications; and
   (2) Every 15 minutes during a long transmission.
(b) The station identification is the call sign assigned to the GMRS station or system.
(c) A unit number may be included after the call sign in the identification.
(d) The station identification must be transmitted in:
   (1) Voice in the English language; or
   (2) International Morse code telegraphy.
(e) A station need not identify its transmissions if it automatically retransmits communications from another station which are properly identified.

§ 95.129 Station equipment.
Every station in a GMRS system must use transmitters the FCC has certified for use in the GMRS. Write to any FCC Field Office to find out if a particular transmitter has been certified for the GMRS. All station equipment in a GMRS system must comply with the technical rules in part 95.

§ 95.135 Maximum authorized transmitting power.
(a) No station may transmit with more than 50 watts output power.
(b) [Reserved]
(c) A small control station at a point north of Line A or east of Line C must transmit with no more than 5 watts ERP.
(d) A fixed station must transmit with no more than 15 watts output power.
(e) A small base station must transmit with no more than 5 watts ERP.

§ 95.139 Adding a small base station or a small control station.
(a) Except for a GMRS system licensed to a non-individual, one or more small base stations or a small control station may be added to a GMRS system at any point where radio services are regulated by the FCC.
(b) Non-individual licensees may not add any small base station or small control stations to their GMRS systems.

§ 95.141 Interconnection prohibited.
No station in a GMRS system may be interconnected to the public switched telephone network except as and in accordance with the requirements and restrictions applied to a wireline control link (see § 95.127).

§ 95.143 Managing a GMRS system in an emergency.
(a) The stations in a GMRS system must cease transmitting when the station operator of any station on the same channel is communicating an emergency message (concerning the immediate protection of property or the safety of someone’s life).

§ 95.171 Station operator duties.
When a GMRS station is transmitting, it must have a station operator. The station operator must be at the control point for that station. The same person may be the operator for