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(2) A notification submitted under 
this provision must include, at min-
imum, the following information about 
the pipeline: its operating, mainte-
nance and leak history; the estimated 
cost to comply with the integrity as-
sessment requirements (with a brief de-
scription of the basis for the estimate); 
the estimated amount of production 
from affected wells per year, whether 
wells will be shut in or alternate trans-
portation used, and if alternate trans-
portation will be used, the estimated 
cost to do so. 

(3) When an operator notifies PHMSA 
in accordance with paragraph (d)(1) of 
this Section, PHMSA will stay compli-
ance with §§ 195.452(d) and 195.452(j)(3) 
until it has completed an analysis of 
the notification. PHMSA will consult 
the Department of Energy, as appro-
priate, to help analyze the potential 
energy impact of loss of the pipeline. 
Based on the analysis, PHMSA may 
grant the operator a special permit to 
allow continued operation of the pipe-
line subject to alternative safety re-
quirements. 

(e) Changes in unusually sensitive 
areas. 

(1) If, after June 3, 2008, for Category 
1 rural low-stress pipelines or October 
1, 2011 for Category 2 rural low-stress 
pipelines, an operator identifies a new 
USA that causes a segment of pipeline 
to meet the criteria in paragraph (b) of 
this Section as a Category 1 or Cat-
egory 2 rural low-stress pipeline, the 
operator must: 

(i) Comply with the IM program re-
quirement in paragraph (c)(1)(iii)(A) or 
(c)(2)(iii)(A) of this Section, as appro-
priate, within 12 months following the 
date the area is identified regardless of 
the prior categorization of the pipeline; 
and 

(ii) Complete the baseline assessment 
required by paragraph (c)(1)(iii)(C) or 
(c)(2)(iii)(C) of this Section, as appro-
priate, according to the schedule in 
§ 195.452(d)(3). 

(2) If a change to the boundaries of a 
USA causes a Category 1 or Category 2 
pipeline segment to no longer be within 
one-half mile of a USA, an operator 
must continue to comply with para-
graph (c)(1)(iii) or paragraph (c)(2)(iii) 
of this section, as applicable, with re-
spect to that segment unless the oper-

ator determines that a release from the 
pipeline could not affect the USA. 

(f) Record Retention. An operator 
must maintain records demonstrating 
compliance with each requirement ap-
plicable to the category of pipeline ac-
cording to the following schedule. 

(1) An operator must maintain the 
segment identification records required 
in paragraph (c)(1)(i), (c)(2)(i) or 
(c)(3)(i) of this Section for the life of 
the pipe. 

(2) Except for the segment identifica-
tion records, an operator must main-
tain the records necessary to dem-
onstrate compliance with each applica-
ble requirement set forth in paragraph 
(c) of this section according to the 
record retention requirements of the 
referenced section or subpart. 

[76 FR 25587, May 5, 2011, as amended at 76 
FR 43605, July 21, 2011] 

Subpart B—Annual, Accident, and 
Safety-Related Condition Re-
porting 

§ 195.48 Scope. 
This Subpart prescribes requirements 

for periodic reporting and for reporting 
of accidents and safety-related condi-
tions. This Subpart applies to all pipe-
lines subject to this Part. An operator 
of a Category 3 rural low-stress pipe-
line meeting the criteria in § 195.12 is 
not required to complete those parts of 
the hazardous liquid annual report 
form PHMSA F 7000–1.1 associated with 
IM or high consequence areas. 

[76 FR 25588, May 5, 2011] 

§ 195.49 Annual report. 
Each operator must annually com-

plete and submit DOT Form PHMSA F 
7000–1.1 for each type of hazardous liq-
uid pipeline facility operated at the 
end of the previous year. An operator 
must submit the annual report by June 
15 each year, except that for the 2010 
reporting year the report must be sub-
mitted by August 15, 2011. A separate 
report is required for crude oil, HVL 
(including anhydrous ammonia), petro-
leum products, carbon dioxide pipe-
lines, and fuel grade ethanol pipelines. 
For each state a pipeline traverses, an 
operator must separately complete 
those sections on the form requiring 
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information to be reported for each 
state. 

[75 FR 72907, Nov. 26, 2010] 

§ 195.50 Reporting accidents. 
An accident report is required for 

each failure in a pipeline system sub-
ject to this part in which there is a re-
lease of the hazardous liquid or carbon 
dioxide transported resulting in any of 
the following: 

(a) Explosion or fire not inten-
tionally set by the operator. 

(b) Release of 5 gallons (19 liters) or 
more of hazardous liquid or carbon di-
oxide, except that no report is required 
for a release of less than 5 barrels (0.8 
cubic meters) resulting from a pipeline 
maintenance activity if the release is: 

(1) Not otherwise reportable under 
this section; 

(2) Not one described in § 195.52(a)(4); 
(3) Confined to company property or 

pipeline right-of-way; and 
(4) Cleaned up promptly; 
(c) Death of any person; 
(d) Personal injury necessitating hos-

pitalization; 
(e) Estimated property damage, in-

cluding cost of clean-up and recovery, 
value of lost product, and damage to 
the property of the operator or others, 
or both, exceeding $50,000. 

[Amdt. 195–22, 46 FR 38360, July 27, 1981, as 
amended by Amdt. 195–39, 53 FR 24950, July 1, 
1988; Amdt. 195–45, 56 FR 26925, June 12, 1991; 
Amdt. 195–52, 59 FR 33396, June 28, 1994; 
Amdt. 195–63, 63 FR 37506, July 13, 1998; 
Amdt. 195–75, 67 FR 836, Jan. 8, 2002] 

§ 195.52 Immediate notice of certain 
accidents. 

(a) Notice requirements. At the ear-
liest practicable moment following dis-
covery of a release of the hazardous liq-
uid or carbon dioxide transported re-
sulting in an event described in § 195.50, 
the operator of the system must give 
notice, in accordance with paragraph 
(b) of this section, of any failure that: 

(1) Caused a death or a personal in-
jury requiring hospitalization; 

(2) Resulted in either a fire or explo-
sion not intentionally set by the oper-
ator; 

(3) Caused estimated property dam-
age, including cost of cleanup and re-
covery, value of lost product, and dam-

age to the property of the operator or 
others, or both, exceeding $50,000; 

(4) Resulted in pollution of any 
stream, river, lake, reservoir, or other 
similar body of water that violated ap-
plicable water quality standards, 
caused a discoloration of the surface of 
the water or adjoining shoreline, or de-
posited a sludge or emulsion beneath 
the surface of the water or upon adjoin-
ing shorelines; or 

(5) In the judgment of the operator 
was significant even though it did not 
meet the criteria of any other para-
graph of this section. 

(b) Information required. Each notice 
required by paragraph (a) of this sec-
tion must be made to the National Re-
sponse Center either by telephone to 
800–424–8802 (in Washington, DC, 202– 
267–2675) or electronically at http:// 
www.nrc.uscg.mil and must include the 
following information: 

(1) Name, address and identification 
number of the operator. 

(2) Name and telephone number of 
the reporter. 

(3) The location of the failure. 
(4) The time of the failure. 
(5) The fatalities and personal inju-

ries, if any. 
(6) Initial estimate of amount of 

product released in accordance with 
paragraph (c) of this section. 

(7) All other significant facts known 
by the operator that are relevant to 
the cause of the failure or extent of the 
damages. 

(c) Calculation. A pipeline operator 
must have a written procedure to cal-
culate and provide a reasonable initial 
estimate of the amount of released 
product. 

(d) New information. An operator 
must provide an additional telephonic 
report to the NRC if significant new in-
formation becomes available during 
the emergency response phase of a re-
ported event at the earliest practicable 
moment after such additional informa-
tion becomes known. 

[75 FR 72907, Nov. 26, 2010] 

§ 195.54 Accident reports. 
(a) Each operator that experiences an 

accident that is required to be reported 
under § 195.50 must, as soon as prac-
ticable, but not later than 30 days after 
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discovery of the accident, file an acci-
dent report on DOT Form 7000–1. 

(b) Whenever an operator receives 
any changes in the information re-
ported or additions to the original re-
port on DOT Form 7000–1, it shall file a 
supplemental report within 30 days. 

[Amdt. 195–39, 53 FR 24950, July 1, 1988, as 
amended by Amdt. 195–95, 75 FR 72907, Nov. 
26, 2010] 

§ 195.55 Reporting safety-related con-
ditions. 

(a) Except as provided in paragraph 
(b) of this section, each operator shall 
report in accordance with § 195.56 the 
existence of any of the following safe-
ty-related conditions involving pipe-
lines in service: 

(1) General corrosion that has re-
duced the wall thickness to less than 
that required for the maximum oper-
ating pressure, and localized corrosion 
pitting to a degree where leakage 
might result. 

(2) Unintended movement or abnor-
mal loading of a pipeline by environ-
mental causes, such as an earthquake, 
landslide, or flood, that impairs its 
serviceability. 

(3) Any material defect or physical 
damage that impairs the serviceability 
of a pipeline. 

(4) Any malfunction or operating 
error that causes the pressure of a 
pipeline to rise above 110 percent of its 
maximum operating pressure. 

(5) A leak in a pipeline that con-
stitutes an emergency. 

(6) Any safety-related condition that 
could lead to an imminent hazard and 
causes (either directly or indirectly by 
remedial action of the operator), for 
purposes other than abandonment, a 20 
percent or more reduction in operating 
pressure or shutdown of operation of a 
pipeline. 

(b) A report is not required for any 
safety-related condition that— 

(1) Exists on a pipeline that is more 
than 220 yards (200 meters) from any 
building intended for human occupancy 
or outdoor place of assembly, except 
that reports are required for conditions 
within the right-of-way of an active 
railroad, paved road, street, or high-
way, or that occur offshore or at on-
shore locations where a loss of haz-
ardous liquid could reasonably be ex-

pected to pollute any stream, river, 
lake, reservoir, or other body of water; 

(2) Is an accident that is required to 
be reported under § 195.50 or results in 
such an accident before the deadline 
for filing the safety-related condition 
report; or 

(3) Is corrected by repair or replace-
ment in accordance with applicable 
safety standards before the deadline for 
filing the safety-related condition re-
port, except that reports are required 
for all conditions under paragraph 
(a)(1) of this section other than local-
ized corrosion pitting on an effectively 
coated and cathodically protected pipe-
line. 

[Amdt. 195–39, 53 FR 24950, July 1, 1988; 53 FR 
29800, Aug. 8, 1988, as amended by Amdt. 195– 
63, 63 FR 37506, July 13, 1998] 

§ 195.56 Filing safety-related condition 
reports. 

(a) Each report of a safety-related 
condition under § 195.55(a) must be filed 
(received by the Administrator) in 
writing within 5 working days (not in-
cluding Saturdays, Sundays, or Federal 
holidays) after the day a representative 
of the operator first determines that 
the condition exists, but not later than 
10 working days after the day a rep-
resentative of the operator discovers 
the condition. Separate conditions may 
be described in a single report if they 
are closely related. To file a report by 
facsimile (fax), dial (202) 366–7128. 

(b) The report must be headed ‘‘Safe-
ty-Related Condition Report’’ and pro-
vide the following information: 

(1) Name and principal address of op-
erator. 

(2) Date of report. 
(3) Name, job title, and business tele-

phone number of person submitting the 
report. 

(4) Name, job title, and business tele-
phone number of person who deter-
mined that the condition exists. 

(5) Date condition was discovered and 
date condition was first determined to 
exist. 

(6) Location of condition, with ref-
erence to the State (and town, city, or 
county) or offshore site, and as appro-
priate nearest street address, offshore 
platform, survey station number, mile-
post, landmark, or name of pipeline. 

VerDate Mar<15>2010 14:56 Jan 03, 2012 Jkt 223216 PO 00000 Frm 00572 Fmt 8010 Sfmt 8010 Y:\SGML\223216.XXX 223216w
re

ie
r-

av
ile

s 
on

 D
S

K
3T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R



561 

Pipeline and Hazardous Materials Safety Admin., DOT § 195.58 

(7) Description of the condition, in-
cluding circumstances leading to its 
discovery, any significant effects of the 
condition on safety, and the name of 
the commodity transported or stored. 

(8) The corrective action taken (in-
cluding reduction of pressure or shut-
down) before the report is submitted 
and the planned follow-up or future 
corrective action, including the antici-
pated schedule for starting and con-
cluding such action. 

[Amdt. 195–39, 53 FR 24950, July 1, 1988; 53 FR 
29800, Aug. 8, 1988, as amended by Amdt. 195– 
42, 54 FR 32344, Aug. 7, 1989; Amdt. 195–44, 54 
FR 40878, Oct. 4, 1989; Amdt. 195–50, 59 FR 
17281, Apr. 12, 1994; Amdt. 195–61, 63 FR 7723, 
Feb. 17, 1998] 

§ 195.57 Filing offshore pipeline condi-
tion reports. 

(a) Each operator shall, within 60 
days after completion of the inspection 
of all its underwater pipelines subject 
to § 195.413(a), report the following in-
formation: 

(1) Name and principal address of op-
erator. 

(2) Date of report. 
(3) Name, job title, and business tele-

phone number of person submitting the 
report. 

(4) Total number of miles (kilo-
meters) of pipeline inspected. 

(5) Length and date of installation of 
each exposed pipeline segment, and lo-
cation; including, if available, the loca-
tion according to the Minerals Manage-
ment Service or state offshore area and 
block number tract. 

(6) Length and date of installation of 
each pipeline segment, if different from 
a pipeline segment identified under 
paragraph (a)(5) of this section, that is 
a hazard to navigation, and the loca-
tion; including, if available, the loca-
tion according to the Minerals Manage-
ment Service or state offshore area and 
block number tract. 

(b) The report shall be mailed to the 
Office of Pipeline Safety, Pipeline and 
Hazardous Materials Safety Adminis-
tration, Department of Transportation, 
Information Resources Manager, PHP– 

10, 1200 New Jersey Avenue, SE., Wash-
ington, DC 20590. 

[Amdt. 195–47, 56 FR 63771, Dec. 5, 1991, as 
amended by Amdt. 195–63, 63 FR 37506, July 
13, 1998; 70 FR 11140, Mar. 8, 2005; 73 FR 16570, 
Mar. 28, 2008; 74 FR 2894, Jan. 16, 2009] 

§ 195.58 Report submission require-
ments. 

(a) General. Except as provided in 
paragraph (b) of this section, an oper-
ator must submit each report required 
by this part electronically to PHMSA 
at http://opsweb.phmsa.dot.gov unless an 
alternative reporting method is au-
thorized in accordance with paragraph 
(d) of this section. 

(b) Exceptions. An operator is not re-
quired to submit a safety-related con-
dition report (§ 195.56) or an offshore 
pipeline condition report (§ 195.67) elec-
tronically. 

(c) Safety-related conditions. An oper-
ator must submit concurrently to the 
applicable State agency a safety-re-
lated condition report required by 
§ 195.55 for an intrastate pipeline or 
when the State agency acts as an agent 
of the Secretary with respect to inter-
state pipelines. 

(d) Alternate Reporting Method. If elec-
tronic reporting imposes an undue bur-
den and hardship, the operator may 
submit a written request for an alter-
native reporting method to the Infor-
mation Resources Manager, Office of 
Pipeline Safety, Pipeline and Haz-
ardous Materials Safety Administra-
tion, PHP–20, 1200 New Jersey Avenue, 
SE., Washington DC 20590. The request 
must describe the undue burden and 
hardship. PHMSA will review the re-
quest and may authorize, in writing, an 
alternative reporting method. An au-
thorization will state the period for 
which it is valid, which may be indefi-
nite. An operator must contact 
PHMSA at 202–366–8075, or electroni-
cally to 
‘‘informationresourcesmanager@dot.gov’’ 
to make arrangements for submitting a 
report that is due after a request for al-
ternative reporting is submitted but 
before an authorization or denial is re-
ceived. 

[Amdt. 195–95, 75 FR 72907, Nov. 26, 2010 
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§ 195.59 Abandonment or deactivation 
of facilities. 

For each abandoned offshore pipeline 
facility or each abandoned onshore 
pipeline facility that crosses over, 
under or through a commercially navi-
gable waterway, the last operator of 
that facility must file a report upon 
abandonment of that facility. 

(a) The preferred method to submit 
data on pipeline facilities abandoned 
after October 10, 2000 is to the National 
Pipeline Mapping System (NPMS) in 
accordance with the NPMS ‘‘Standards 
for Pipeline and Liquefied Natural Gas 
Operator Submissions.’’ To obtain a 
copy of the NPMS Standards, please 
refer to the NPMS homepage at http:// 
www.npms.phmsa.dot.gov or contact the 
NPMS National Repository at 703–317– 
3073. A digital data format is preferred, 
but hard copy submissions are accept-
able if they comply with the NPMS 
Standards. In addition to the NPMS-re-
quired attributes, operators must sub-
mit the date of abandonment, diame-
ter, method of abandonment, and cer-
tification that, to the best of the oper-
ator’s knowledge, all of the reasonably 
available information requested was 
provided and, to the best of the opera-
tor’s knowledge, the abandonment was 
completed in accordance with applica-
ble laws. Refer to the NPMS Standards 
for details in preparing your data for 
submission. The NPMS Standards also 
include details of how to submit data. 
Alternatively, operators may submit 
reports by mail, fax or e-mail to the Of-
fice of Pipeline Safety, Pipeline and 
Hazardous Materials Safety Adminis-
tration, U.S. Department of Transpor-
tation, Information Resources Man-
ager, PHP–10, 1200 New Jersey Avenue, 
SE., Washington, DC 20590-0001; fax 
(202) 366–4566; e-mail, 
‘‘InformationResourcesManager@phmsa. 

dot.gov. The information in the report 
must contain all reasonably available 
information related to the facility, in-
cluding information in the possession 
of a third party. The report must con-
tain the location, size, date, method of 
abandonment, and a certification that 
the facility has been abandoned in ac-
cordance with all applicable laws. 

(b) [Reserved] 

[Amdt. 195–69, 65 FR 54444, Sept. 8, 2000, as 
amended at 70 FR 11140, Mar. 8, 2005; Amdt. 
195–86, 72 FR 4657, Feb. 1, 2007; 73 FR 16570, 
Mar. 28, 2008; 74 FR 2894, Jan. 16, 2009] 

§ 195.60 Operator assistance in inves-
tigation. 

If the Department of Transportation 
investigates an accident, the operator 
involved shall make available to the 
representative of the Department all 
records and information that in any 
way pertain to the accident, and shall 
afford all reasonable assistance in the 
investigation of the accident. 

§ 195.63 OMB control number assigned 
to information collection. 

The control numbers assigned by the 
Office of Management and Budget to 
the hazardous liquid pipeline informa-
tion collection pursuant to the Paper-
work Reduction Act are 2137–0047, 2137– 
0601, 2137–0604, 2137–0605, 2137–0618, and 
2137–0622. 

[Amdt. 195–95, 75 FR 72907, Nov. 26, 2010] 

§ 195.64 National Registry of Pipeline 
and LNG Operators. 

(a) OPID Request. Effective January 
1, 2012, each operator of a hazardous 
liquid pipeline or pipeline facility must 
obtain from PHMSA an Operator Iden-
tification Number (OPID). An OPID is 
assigned to an operator for the pipeline 
or pipeline system for which the oper-
ator has primary responsibility. To ob-
tain an OPID or a change to an OPID, 
an operator must complete an OPID 
Assignment Request DOT Form 
PHMSA F 1000.1 through the National 
Registry of Pipeline and LNG Opera-
tors in accordance with § 195.58. 

(b) OPID validation. An operator who 
has already been assigned one or more 
OPID by January 1, 2011 must validate 
the information associated with each 
such OPID through the National Reg-
istry of Pipeline and LNG Operators at 
http://opsweb.phmsa.dot.gov, and correct 
that information as necessary, no later 
than June 30, 2012. 

(c) Changes. Each operator must no-
tify PHMSA electronically through the 
National Registry of Pipeline and LNG 
Operators at http:// 
opsweb.phmsa.dot.gov, of certain events. 
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(1) An operator must notify PHMSA 
of any of the following events not later 
than 60 days before the event occurs: 

(i) Construction or any planned reha-
bilitation, replacement, modification, 
upgrade, uprate, or update of a facility, 
other than a section of line pipe, that 
costs $10 million or more. If 60 day no-
tice is not feasible because of an emer-
gency, an operator must notify PHMSA 
as soon as practicable; 

(ii) Construction of 10 or more miles 
of a new hazardous liquid pipeline; or 

(iii) Construction of a new pipeline 
facility. 

(2) An operator must notify PHMSA 
of any following event not later than 60 
days after the event occurs: 

(i) A change in the primary entity re-
sponsible (i.e., with an assigned OPID) 
for managing or administering a safety 
program required by this part covering 
pipeline facilities operated under mul-
tiple OPIDs. 

(ii) A change in the name of the oper-
ator; 

(iii) A change in the entity (e.g., com-
pany, municipality) responsible for op-
erating an existing pipeline, pipeline 
segment, or pipeline facility; 

(iv) The acquisition or divestiture of 
50 or more miles of pipeline or pipeline 
system subject to this part; or 

(v) The acquisition or divestiture of 
an existing pipeline facility subject to 
this part. 

(d) Reporting. An operator must use 
the OPID issued by PHMSA for all re-
porting requirements covered under 
this subchapter and for submissions to 
the National Pipeline Mapping System. 

[Amdt. 195–95, 75 FR 72907, Nov. 26, 2010] 

Subpart C—Design Requirements 
§ 195.100 Scope. 

This subpart prescribes minimum de-
sign requirements for new pipeline sys-
tems constructed with steel pipe and 
for relocating, replacing, or otherwise 
changing existing systems constructed 
with steel pipe. However, it does not 
apply to the movement of line pipe 
covered by § 195.424. 

§ 195.101 Qualifying metallic compo-
nents other than pipe. 

Notwithstanding any requirement of 
the subpart which incorporates by ref-

erence an edition of a document listed 
in § 195.3, a metallic component other 
than pipe manufactured in accordance 
with any other edition of that docu-
ment is qualified for use if— 

(a) It can be shown through visual in-
spection of the cleaned component that 
no defect exists which might impair 
the strength or tightness of the compo-
nent: and 

(b) The edition of the document 
under which the component was manu-
factured has equal or more stringent 
requirements for the following as an 
edition of that document currently or 
previously listed in § 195.3: 

(1) Pressure testing; 
(2) Materials; and 
(3) Pressure and temperature ratings. 

[Amdt. 195–28, 48 FR 30639, July 5, 1983] 

§ 195.102 Design temperature. 
(a) Material for components of the 

system must be chosen for the tem-
perature environment in which the 
components will be used so that the 
pipeline will maintain its structural 
integrity. 

(b) Components of carbon dioxide 
pipelines that are subject to low tem-
peratures during normal operation be-
cause of rapid pressure reduction or 
during the initial fill of the line must 
be made of materials that are suitable 
for those low temperatures. 

[Admt. 195–45, 56 FR 26925, June 12, 1991] 

§ 195.104 Variations in pressure. 
If, within a pipeline system, two or 

more components are to be connected 
at a place where one will operate at a 
higher pressure than another, the sys-
tem must be designed so that any com-
ponent operating at the lower pressure 
will not be overstressed. 

§ 195.106 Internal design pressure. 
(a) Internal design pressure for the 

pipe in a pipeline is determined in ac-
cordance with the following formula: 
P=(2St/D)×E×F 

P=Internal design pressure in p.s.i. (kPa) 
gage. 

S=Yield strength in pounds per square inch 
(kPa) determined in accordance with para-
graph (b) of this section. 

t=Nominal wall thickness of the pipe in 
inches (millimeters). If this is unknown, it 
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