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longer interval, and propose an alter-
native interval. An operator must send 
the notice to the address specified in 
paragraph (m) of this section. 

(ii) Unavailable technology. An oper-
ator may require a longer assessment 
period for a segment of line pipe (for 
example, because sophisticated inter-
nal inspection technology is not avail-
able). An operator must justify the rea-
sons why it cannot comply with the re-
quired assessment period and must also 
demonstrate the actions it is taking to 
evaluate the integrity of the pipeline 
segment in the interim. An operator 
must notify OPS 180 days before the 
end of the five-year (or less) interval 
that the operator may require a longer 
assessment interval, and provide an es-
timate of when the assessment can be 
completed. An operator must send a 
notice to the address specified in para-
graph (m) of this section. 

(5) Assessment methods. An operator 
must assess the integrity of the line 
pipe by any of the following methods. 
The methods an operator selects to as-
sess low frequency electric resistance 
welded pipe or lap welded pipe suscep-
tible to longitudinal seam failure must 
be capable of assessing seam integrity 
and of detecting corrosion and defor-
mation anomalies. 

(i) Internal inspection tool or tools 
capable of detecting corrosion and de-
formation anomalies including dents, 
gouges and grooves; 

(ii) Pressure test conducted in ac-
cordance with subpart E of this part; 

(iii) External corrosion direct assess-
ment in accordance with § 195.588; or 

(iv) Other technology that the oper-
ator demonstrates can provide an 
equivalent understanding of the condi-
tion of the line pipe. An operator 
choosing this option must notify OPS 
90 days before conducting the assess-
ment, by sending a notice to the ad-
dress or facsimile number specified in 
paragraph (m) of this section. 

(k) What methods to measure program 
effectiveness must be used? An operator’s 
program must include methods to 
measure whether the program is effec-
tive in assessing and evaluating the in-
tegrity of each pipeline segment and in 
protecting the high consequence areas. 
See Appendix C of this part for guid-

ance on methods that can be used to 
evaluate a program’s effectiveness. 

(l) What records must be kept? (1) An 
operator must maintain for review dur-
ing an inspection: 

(i) A written integrity management 
program in accordance with paragraph 
(b) of this section. 

(ii) Documents to support the deci-
sions and analyses, including any 
modifications, justifications, 
variances, deviations and determina-
tions made, and actions taken, to im-
plement and evaluate each element of 
the integrity management program 
listed in paragraph (f) of this section. 

(2) See Appendix C of this part for ex-
amples of records an operator would be 
required to keep. 

(m) How does an operator notify 
PHMSA? An operator must provide any 
notification required by this section 
by: 

(1) Entering the information directly 
on the Integrity Management Database 
Web site at http://primis.phmsa.dot.gov/ 
imdb/; 

(2) Sending the notification to the In-
formation Resources Manager, Office of 
Pipeline Safety, Pipeline and Haz-
ardous Materials Safety Administra-
tion, 1200 New Jersey Avenue, SE., 
Washington, DC 20590; or 

(3) Sending the notification to the In-
formation Resources Manager by fac-
simile to (202) 366–7128. 

[Amdt. 195–70, 65 FR 75406, Dec. 1, 2000, as 
amended by Amdt. 195–74, 67 FR 1660, 1661, 
Jan. 14, 2002; Amdt. 195–76, 67 FR 2143, Jan. 
16, 2002; 67 FR 46911, July 17, 2002; 70 FR 11140, 
Mar. 8, 2005; Amdt. 195–85, 70 FR 61576, Oct. 
25, 2005; Amdt. 195–87, 72 FR 39017, July 17, 
2007; 73 FR 16571, Mar. 28, 2008; 73 FR 31646, 
June 3, 2008; Amdt. 195–94, 75 FR 48607, Aug. 
11, 2010] 

Subpart G—Qualification of 
Pipeline Personnel 

SOURCE: Amdt. 195–67, 64 FR 46866, Aug. 27, 
1999, unless otherwise noted. 

§ 195.501 Scope. 

(a) This subpart prescribes the min-
imum requirements for operator quali-
fication of individuals performing cov-
ered tasks on a pipeline facility. 
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(b) For the purpose of this subpart, a 
covered task is an activity, identified 
by the operator, that: 

(1) Is performed on a pipeline facility; 
(2) Is an operations or maintenance 

task; 
(3) Is performed as a requirement of 

this part; and 
(4) Affects the operation or integrity 

of the pipeline. 

§ 195.503 Definitions. 
Abnormal operating condition means a 

condition identified by the operator 
that may indicate a malfunction of a 
component or deviation from normal 
operations that may: 

(a) Indicate a condition exceeding de-
sign limits; or 

(b) Result in a hazard(s) to persons, 
property, or the environment. 

Evaluation means a process, estab-
lished and documented by the operator, 
to determine an individual’s ability to 
perform a covered task by any of the 
following: 

(a) Written examination; 
(b) Oral examination; 
(c) Work performance history review; 
(d) Observation during: 
(1) performance on the job, 
(2) on the job training, or 
(3) simulations; 
(e) Other forms of assessment. 
Qualified means that an individual 

has been evaluated and can: 
(a) Perform assigned covered tasks 

and 
(b) Recognize and react to abnormal 

operating conditions. 

[Amdt. 195–67, 64 FR 46866, Aug. 27, 1999, as 
amended by Amdt. 195–72, 66 FR 43524, Aug. 
20, 2001] 

§ 195.505 Qualification program. 
Each operator shall have and follow a 

written qualification program. The 
program shall include provisions to: 

(a) Identify covered tasks; 
(b) Ensure through evaluation that 

individuals performing covered tasks 
are qualified; 

(c) Allow individuals that are not 
qualified pursuant to this subpart to 
perform a covered task if directed and 
observed by an individual that is quali-
fied; 

(d) Evaluate an individual if the oper-
ator has reason to believe that the in-

dividual’s performance of a covered 
task contributed to an accident as de-
fined in Part 195; 

(e) Evaluate an individual if the oper-
ator has reason to believe that the in-
dividual is no longer qualified to per-
form a covered task; 

(f) Communicate changes that affect 
covered tasks to individuals per-
forming those covered tasks; 

(g) Identify those covered tasks and 
the intervals at which evaluation of 
the individual’s qualifications is need-
ed; 

(h) After December 16, 2004, provide 
training, as appropriate, to ensure that 
individuals performing covered tasks 
have the necessary knowledge and 
skills to perform the tasks in a manner 
that ensures the safe operation of pipe-
line facilities; and 

(i) After December 16, 2004, notify the 
Administrator or a state agency par-
ticipating under 49 U.S.C. Chapter 601 
if the operator significantly modifies 
the program after the Administrator or 
state agency has verified that it com-
plies with this section. 

[Amdt. 195–67, 64 FR 46866, Aug. 27, 1999, as 
amended by Amdt. 195–84, 70 FR 10336, Mar. 3, 
2005] 

§ 195.507 Recordkeeping. 
Each operator shall maintain records 

that demonstrate compliance with this 
subpart. 

(a) Qualification records shall in-
clude: 

(1) Identification of qualified indi-
vidual(s); 

(2) Identification of the covered tasks 
the individual is qualified to perform; 

(3) Date(s) of current qualification; 
and 

(4) Qualification method(s). 
(b) Records supporting an individ-

ual’s current qualification shall be 
maintained while the individual is per-
forming the covered task. Records of 
prior qualification and records of indi-
viduals no longer performing covered 
tasks shall be retained for a period of 
five years. 

§ 195.509 General. 
(a) Operators must have a written 

qualification program by April 27, 2001. 
The program must be available for re-
view by the Administrator or by a 
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state agency participating under 49 
U.S.C. Chapter 601 if the program is 
under the authority of that state agen-
cy. 

(b) Operators must complete the 
qualification of individuals performing 
covered tasks by October 28, 2002. 

(c) Work performance history review 
may be used as a sole evaluation meth-
od for individuals who were performing 
a covered task prior to October 26, 1999. 

(d) After October 28, 2002, work per-
formance history may not be used as a 
sole evaluation method. 

(e) After December 16, 2004, observa-
tion of on-the-job performance may not 
be used as the sole method of evalua-
tion. 

[Amdt. 195–67, 64 FR 46866, Aug. 27, 1999, as 
amended by Amdt. 195–72, 66 FR 43524, Aug. 
20, 2001; Amdt. 195–84, 70 FR 10336, Mar. 3, 
2005] 

Subpart H—Corrosion Control 

SOURCE: Amdt. 195–73, 66 FR 67004, Dec. 27, 
2001, unless otherwise noted. 

§ 195.551 What do the regulations in 
this subpart cover? 

This subpart prescribes minimum re-
quirements for protecting steel pipe-
lines against corrosion. 

§ 195.553 What special definitions 
apply to this subpart? 

As used in this subpart— 
Active corrosion means continuing 

corrosion which, unless controlled, 
could result in a condition that is det-
rimental to public safety or the envi-
ronment. 

Buried means covered or in contact 
with soil. 

Direct assessment means an integrity 
assessment method that utilizes a 
process to evaluate certain threats 
(i.e., external corrosion, internal corro-
sion and stress corrosion cracking) to a 
pipeline segment’s integrity. The proc-
ess includes the gathering and integra-
tion of risk factor data, indirect exam-
ination or analysis to identify areas of 
suspected corrosion, direct examina-
tion of the pipeline in these areas, and 
post assessment evaluation. 

Electrical survey means a series of 
closely spaced pipe-to-soil readings 
over a pipeline that are subsequently 

analyzed to identify locations where a 
corrosive current is leaving the pipe-
line. 

External corrosion direct assessment 
(ECDA) means a four-step process that 
combines pre-assessment, indirect in-
spection, direct examination, and post- 
assessment to evaluate the threat of 
external corrosion to the integrity of a 
pipeline. 

Pipeline environment includes soil re-
sistivity (high or low), soil moisture 
(wet or dry), soil contaminants that 
may promote corrosive activity, and 
other known conditions that could af-
fect the probability of active corrosion. 

You means operator. 

[Amdt. 195–73, 66 FR 67004, Dec. 27, 2001, as 
amended by Amdt. 195–85, 70 FR 61576, Oct. 
25, 2005] 

§ 195.555 What are the qualifications 
for supervisors? 

You must require and verify that su-
pervisors maintain a thorough knowl-
edge of that portion of the corrosion 
control procedures established under 
§ 195.402(c)(3) for which they are respon-
sible for insuring compliance. 

§ 195.557 Which pipelines must have 
coating for external corrosion con-
trol? 

Except bottoms of aboveground 
breakout tanks, each buried or sub-
merged pipeline must have an external 
coating for external corrosion control 
if the pipeline is— 

(a) Constructed, relocated, replaced, 
or otherwise changed after the applica-
ble date in § 195.401(c), not including 
the movement of pipe covered by 
§ 195.424; or 

(b) Converted under § 195.5 and— 
(1) Has an external coating that sub-

stantially meets § 195.559 before the 
pipeline is placed in service; or 

(2) Is a segment that is relocated, re-
placed, or substantially altered. 

§ 195.559 What coating material may I 
use for external corrosion control? 

Coating material for external corro-
sion control under § 195.557 must— 

(a) Be designed to mitigate corrosion 
of the buried or submerged pipeline; 

(b) Have sufficient adhesion to the 
metal surface to prevent under film 
migration of moisture; 
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