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Pipeline and Hazardous Materials Safety Admin., DOT § 192.713 

line marker must be placed and main-
tained as close as practical over each 
buried main and transmission line: 

(1) At each crossing of a public road 
and railroad; and 

(2) Wherever necessary to identify 
the location of the transmission line or 
main to reduce the possibility of dam-
age or interference. 

(b) Exceptions for buried pipelines. Line 
markers are not required for the fol-
lowing pipelines: 

(1) Mains and transmission lines lo-
cated offshore, or at crossings of or 
under waterways and other bodies of 
water. 

(2) Mains in Class 3 or Class 4 loca-
tions where a damage prevention pro-
gram is in effect under § 192.614. 

(3) Transmission lines in Class 3 or 4 
locations until March 20, 1996. 

(4) Transmission lines in Class 3 or 4 
locations where placement of a line 
marker is impractical. 

(c) Pipelines aboveground. Line mark-
ers must be placed and maintained 
along each section of a main and trans-
mission line that is located above-
ground in an area accessible to the 
public. 

(d) Marker warning. The following 
must be written legibly on a back-
ground of sharply contrasting color on 
each line marker: 

(1) The word ‘‘Warning,’’ ‘‘Caution,’’ 
or ‘‘Danger’’ followed by the words 
‘‘Gas (or name of gas transported) 
Pipeline’’ all of which, except for 
markers in heavily developed urban 
areas, must be in letters at least 1 inch 
(25 millimeters) high with 1⁄4 inch (6.4 
millimeters) stroke. 

(2) The name of the operator and the 
telephone number (including area code) 
where the operator can be reached at 
all times. 

[Amdt. 192–20, 40 FR 13505, Mar. 27, 1975; 
Amdt. 192–27, 41 FR 39752, Sept. 16, 1976, as 
amended by Amdt. 192–20A, 41 FR 56808, Dec. 
30, 1976; Amdt. 192–44, 48 FR 25208, June 6, 
1983; Amdt. 192–73, 60 FR 14650, Mar. 20, 1995; 
Amdt. 192–85, 63 FR 37504, July 13, 1998] 

§ 192.709 Transmission lines: Record 
keeping. 

Each operator shall maintain the fol-
lowing records for transmission lines 
for the periods specified: 

(a) The date, location, and descrip-
tion of each repair made to pipe (in-
cluding pipe-to-pipe connections) must 
be retained for as long as the pipe re-
mains in service. 

(b) The date, location, and descrip-
tion of each repair made to parts of the 
pipeline system other than pipe must 
be retained for at least 5 years. How-
ever, repairs generated by patrols, sur-
veys, inspections, or tests required by 
subparts L and M of this part must be 
retained in accordance with paragraph 
(c) of this section. 

(c) A record of each patrol, survey, 
inspection, and test required by sub-
parts L and M of this part must be re-
tained for at least 5 years or until the 
next patrol, survey, inspection, or test 
is completed, whichever is longer. 

[Amdt. 192–78, 61 FR 28786, June 6, 1996] 

§ 192.711 Transmission lines: General 
requirements for repair procedures. 

(a) Temporary repairs. Each operator 
must take immediate temporary meas-
ures to protect the public whenever: 

(1) A leak, imperfection, or damage 
that impairs its serviceability is found 
in a segment of steel transmission line 
operating at or above 40 percent of the 
SMYS; and 

(2) It is not feasible to make a perma-
nent repair at the time of discovery. 

(b) Permanent repairs. An operator 
must make permanent repairs on its 
pipeline system according to the fol-
lowing: 

(1) Non integrity management re-
pairs: The operator must make perma-
nent repairs as soon as feasible. 

(2) Integrity management repairs: 
When an operator discovers a condition 
on a pipeline covered under Subpart O– 
Gas Transmission Pipeline Integrity 
Management, the operator must reme-
diate the condition as prescribed by 
§ 192.933(d). 

(c) Welded patch. Except as provided 
in § 192.717(b)(3), no operator may use a 
welded patch as a means of repair. 

[Amdt. 192–114, 75 FR 48604, Aug. 11, 2010] 

§ 192.713 Transmission lines: Perma-
nent field repair of imperfections 
and damages. 

(a) Each imperfection or damage that 
impairs the serviceability of pipe in a 

VerDate Mar<15>2010 14:56 Jan 03, 2012 Jkt 223216 PO 00000 Frm 00483 Fmt 8010 Sfmt 8010 Y:\SGML\223216.XXX 223216w
re

ie
r-

av
ile

s 
on

 D
S

K
3T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R



472 

49 CFR Ch. I (10–1–11 Edition) § 192.715 

steel transmission line operating at or 
above 40 percent of SMYS must be— 

(1) Removed by cutting out and re-
placing a cylindrical piece of pipe; or 

(2) Repaired by a method that reli-
able engineering tests and analyses 
show can permanently restore the serv-
iceability of the pipe. 

(b) Operating pressure must be at a 
safe level during repair operations. 

[Amdt. 192–88, 64 FR 69665, Dec. 14, 1999] 

§ 192.715 Transmission lines: Perma-
nent field repair of welds. 

Each weld that is unacceptable under 
§ 192.241(c) must be repaired as follows: 

(a) If it is feasible to take the seg-
ment of transmission line out of serv-
ice, the weld must be repaired in ac-
cordance with the applicable require-
ments of § 192.245. 

(b) A weld may be repaired in accord-
ance with § 192.245 while the segment of 
transmission line is in service if: 

(1) The weld is not leaking; 
(2) The pressure in the segment is re-

duced so that it does not produce a 
stress that is more than 20 percent of 
the SMYS of the pipe; and 

(3) Grinding of the defective area can 
be limited so that at least 1⁄8-inch (3.2 
millimeters) thickness in the pipe weld 
remains. 

(c) A defective weld which cannot be 
repaired in accordance with paragraph 
(a) or (b) of this section must be re-
paired by installing a full encirclement 
welded split sleeve of appropriate de-
sign. 

[35 FR 13257, Aug. 19, 1970, as amended by 
Amdt. 192–85, 63 FR 37504, July 13, 1998] 

§ 192.717 Transmission lines: Perma-
nent field repair of leaks. 

Each permanent field repair of a leak 
on a transmission line must be made 
by— 

(a) Removing the leak by cutting out 
and replacing a cylindrical piece of 
pipe; or 

(b) Repairing the leak by one of the 
following methods: 

(1) Install a full encirclement welded 
split sleeve of appropriate design, un-
less the transmission line is joined by 
mechanical couplings and operates at 
less than 40 percent of SMYS. 

(2) If the leak is due to a corrosion 
pit, install a properly designed bolt-on- 
leak clamp. 

(3) If the leak is due to a corrosion 
pit and on pipe of not more than 40,000 
psi (267 Mpa) SMYS, fillet weld over 
the pitted area a steel plate patch with 
rounded corners, of the same or greater 
thickness than the pipe, and not more 
than one-half of the diameter of the 
pipe in size. 

(4) If the leak is on a submerged off-
shore pipeline or submerged pipeline in 
inland navigable waters, mechanically 
apply a full encirclement split sleeve of 
appropriate design. 

(5) Apply a method that reliable engi-
neering tests and analyses show can 
permanently restore the serviceability 
of the pipe. 

[Amdt. 192–88, 64 FR 69665, Dec. 14, 1999] 

§ 192.719 Transmission lines: Testing 
of repairs. 

(a) Testing of replacement pipe. If a 
segment of transmission line is re-
paired by cutting out the damaged por-
tion of the pipe as a cylinder, the re-
placement pipe must be tested to the 
pressure required for a new line in-
stalled in the same location. This test 
may be made on the pipe before it is in-
stalled. 

(b) Testing of repairs made by welding. 
Each repair made by welding in accord-
ance with §§ 192.713, 192.715, and 192.717 
must be examined in accordance with 
§ 192.241. 

[35 FR 13257, Aug. 19, 1970, as amended by 
Amdt. 192–54, 51 FR 41635, Nov. 18, 1986] 

§ 192.721 Distribution systems: Patrol-
ling. 

(a) The frequency of patrolling mains 
must be determined by the severity of 
the conditions which could cause fail-
ure or leakage, and the consequent haz-
ards to public safety. 

(b) Mains in places or on structures 
where anticipated physical movement 
or external loading could cause failure 
or leakage must be patrolled— 

(1) In business districts, at intervals 
not exceeding 41⁄2 months, but at least 
four times each calendar year; and 
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