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specified in ASME/ANSI B31.8S, appen-
dix A3, and remediate the threat in ac-
cordance with ASME/ANSI B31.8S, ap-
pendix A3, section A3.4. 

[68 FR 69817, Dec. 15, 2003, as amended by 
Amdt. 192–95, 69 FR 18233, Apr. 6, 2004] 

§ 192.931 How may Confirmatory Di-
rect Assessment (CDA) be used? 

An operator using the confirmatory 
direct assessment (CDA) method as al-
lowed in § 192.937 must have a plan that 
meets the requirements of this section 
and of §§ 192.925 (ECDA) and § 192.927 
(ICDA). 

(a) Threats. An operator may only use 
CDA on a covered segment to identify 
damage resulting from external corro-
sion or internal corrosion. 

(b) External corrosion plan. An opera-
tor’s CDA plan for identifying external 
corrosion must comply with § 192.925 
with the following exceptions. 

(1) The procedures for indirect exam-
ination may allow use of only one indi-
rect examination tool suitable for the 
application. 

(2) The procedures for direct exam-
ination and remediation must provide 
that— 

(i) All immediate action indications 
must be excavated for each ECDA re-
gion; and 

(ii) At least one high risk indication 
that meets the criteria of scheduled ac-
tion must be excavated in each ECDA 
region. 

(c) Internal corrosion plan. An opera-
tor’s CDA plan for identifying internal 
corrosion must comply with § 192.927 
except that the plan’s procedures for 
identifying locations for excavation 
may require excavation of only one 
high risk location in each ICDA region. 

(d) Defects requiring near-term remedi-
ation. If an assessment carried out 
under paragraph (b) or (c) of this sec-
tion reveals any defect requiring reme-
diation prior to the next scheduled as-
sessment, the operator must schedule 
the next assessment in accordance with 
NACE SP0502–2008 (incorporated by ref-
erence, see § 192.7), section 6.2 and 6.3. If 
the defect requires immediate remedi-
ation, then the operator must reduce 
pressure consistent with § 192.933 until 
the operator has completed reassess-

ment using one of the assessment tech-
niques allowed in § 192.937. 

[68 FR 69817, Dec. 15, 2003, as amended by 
Amdt. 192–114, 75 FR 48604, Aug. 11, 2010] 

§ 192.933 What actions must be taken 
to address integrity issues? 

(a) General requirements. An operator 
must take prompt action to address all 
anomalous conditions the operator dis-
covers through the integrity assess-
ment. In addressing all conditions, an 
operator must evaluate all anomalous 
conditions and remediate those that 
could reduce a pipeline’s integrity. An 
operator must be able to demonstrate 
that the remediation of the condition 
will ensure the condition is unlikely to 
pose a threat to the integrity of the 
pipeline until the next reassessment of 
the covered segment. 

(1) Temporary pressure reduction. If an 
operator is unable to respond within 
the time limits for certain conditions 
specified in this section, the operator 
must temporarily reduce the operating 
pressure of the pipeline or take other 
action that ensures the safety of the 
covered segment. An operator must de-
termine any temporary reduction in 
operating pressure required by this sec-
tion using ASME/ANSI B31G (incor-
porated by reference, see § 192.7) or AGA 
Pipeline Research Committee Project 
PR–3–805 (‘‘RSTRENG,’’ incorporated 
by reference, see § 192.7) or reduce the 
operating pressure to a level not ex-
ceeding 80 percent of the level at the 
time the condition was discovered. (See 
appendix A to this part for information 
on availability of incorporation by ref-
erence information.) An operator must 
notify PHMSA in accordance with 
§ 192.949 if it cannot meet the schedule 
for evaluation and remediation re-
quired under paragraph (c) of this sec-
tion and cannot provide safety through 
temporary reduction in operating pres-
sure or other action. An operator must 
also notify a State pipeline safety au-
thority when either a covered segment 
is located in a State where PHMSA has 
an interstate agent agreement, or an 
intrastate covered segment is regu-
lated by that State. 

(2) Long-term pressure reduction. When 
a pressure reduction exceeds 365 days, 
the operator must notify PHMSA 
under § 192.949 and explain the reasons 
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for the remediation delay. This notice 
must include a technical justification 
that the continued pressure reduction 
will not jeopardize the integrity of the 
pipeline. The operator also must notify 
a State pipeline safety authority when 
either a covered segment is located in 
a State where PHMSA has an inter-
state agent agreement, or an intrastate 
covered segment is regulated by that 
State. 

(b) Discovery of condition. Discovery 
of a condition occurs when an operator 
has adequate information about a con-
dition to determine that the condition 
presents a potential threat to the in-
tegrity of the pipeline. A condition 
that presents a potential threat in-
cludes, but is not limited to, those con-
ditions that require remediation or 
monitoring listed under paragraphs 
(d)(1) through (d)(3) of this section. An 
operator must promptly, but no later 
than 180 days after conducting an in-
tegrity assessment, obtain sufficient 
information about a condition to make 
that determination, unless the oper-
ator demonstrates that the 180-day pe-
riod is impracticable. 

(c) Schedule for evaluation and remedi-
ation. An operator must complete re-
mediation of a condition according to a 
schedule prioritizing the conditions for 
evaluation and remediation. Unless a 
special requirement for remediating 
certain conditions applies, as provided 
in paragraph (d) of this section, an op-
erator must follow the schedule in 
ASME/ANSI B31.8S (incorporated by 
reference, see § 192.7), section 7, Figure 
4. If an operator cannot meet the 
schedule for any condition, the oper-
ator must explain the reasons why it 
cannot meet the schedule and how the 
changed schedule will not jeopardize 
public safety. 

(d) Special requirements for scheduling 
remediation—(1) Immediate repair condi-
tions. An operator’s evaluation and re-
mediation schedule must follow ASME/ 
ANSI B31.8S, section 7 in providing for 
immediate repair conditions. To main-
tain safety, an operator must tempo-
rarily reduce operating pressure in ac-
cordance with paragraph (a) of this sec-
tion or shut down the pipeline until the 
operator completes the repair of these 
conditions. An operator must treat the 

following conditions as immediate re-
pair conditions: 

(i) A calculation of the remaining 
strength of the pipe shows a predicted 
failure pressure less than or equal to 
1.1 times the maximum allowable oper-
ating pressure at the location of the 
anomaly. Suitable remaining strength 
calculation methods include, ASME/ 
ANSI B31G; RSTRENG; or an alter-
native equivalent method of remaining 
strength calculation. These documents 
are incorporated by reference and 
available at the addresses listed in ap-
pendix A to part 192. 

(ii) A dent that has any indication of 
metal loss, cracking or a stress riser. 

(iii) An indication or anomaly that in 
the judgment of the person designated 
by the operator to evaluate the assess-
ment results requires immediate ac-
tion. 

(2) One-year conditions. Except for 
conditions listed in paragraph (d)(1) 
and (d)(3) of this section, an operator 
must remediate any of the following 
within one year of discovery of the con-
dition: 

(i) A smooth dent located between 
the 8 o’clock and 4 o’clock positions 
(upper 2⁄3 of the pipe) with a depth 
greater than 6% of the pipeline diame-
ter (greater than 0.50 inches in depth 
for a pipeline diameter less than Nomi-
nal Pipe Size (NPS) 12). 

(ii) A dent with a depth greater than 
2% of the pipeline’s diameter (0.250 
inches in depth for a pipeline diameter 
less than NPS 12) that affects pipe cur-
vature at a girth weld or at a longitu-
dinal seam weld. 

(3) Monitored conditions. An operator 
does not have to schedule the following 
conditions for remediation, but must 
record and monitor the conditions dur-
ing subsequent risk assessments and 
integrity assessments for any change 
that may require remediation: 

(i) A dent with a depth greater than 
6% of the pipeline diameter (greater 
than 0.50 inches in depth for a pipeline 
diameter less than NPS 12) located be-
tween the 4 o’clock position and the 8 
o’clock position (bottom 1⁄3 of the pipe). 

(ii) A dent located between the 8 
o’clock and 4 o’clock positions (upper 
2⁄3 of the pipe) with a depth greater 
than 6% of the pipeline diameter 
(greater than 0.50 inches in depth for a 
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pipeline diameter less than Nominal 
Pipe Size (NPS) 12), and engineering 
analyses of the dent demonstrate crit-
ical strain levels are not exceeded. 

(iii) A dent with a depth greater than 
2% of the pipeline’s diameter (0.250 
inches in depth for a pipeline diameter 
less than NPS 12) that affects pipe cur-
vature at a girth weld or a longitudinal 
seam weld, and engineering analyses of 
the dent and girth or seam weld dem-
onstrate critical strain levels are not 
exceeded. These analyses must consider 
weld properties. 

[68 FR 69817, Dec. 15, 2003, as amended by 
Amdt. 192–95, 69 FR 18233, Apr. 6, 2004; Amdt. 
192–104, 72 FR 39016, July 17, 2007] 

§ 192.935 What additional preventive 
and mitigative measures must an 
operator take? 

(a) General requirements. An operator 
must take additional measures beyond 
those already required by Part 192 to 
prevent a pipeline failure and to miti-
gate the consequences of a pipeline 
failure in a high consequence area. An 
operator must base the additional 
measures on the threats the operator 
has identified to each pipeline seg-
ment. (See § 192.917) An operator must 
conduct, in accordance with one of the 
risk assessment approaches in ASME/ 
ANSI B31.8S (incorporated by ref-
erence, see § 192.7), section 5, a risk 
analysis of its pipeline to identify addi-
tional measures to protect the high 
consequence area and enhance public 
safety. Such additional measures in-
clude, but are not limited to, installing 
Automatic Shut-off Valves or Remote 
Control Valves, installing computer-
ized monitoring and leak detection sys-
tems, replacing pipe segments with 
pipe of heavier wall thickness, pro-
viding additional training to personnel 
on response procedures, conducting 
drills with local emergency responders 
and implementing additional inspec-
tion and maintenance programs. 

(b) Third party damage and outside 
force damage— 

(1) Third party damage. An operator 
must enhance its damage prevention 
program, as required under § 192.614 of 
this part, with respect to a covered seg-
ment to prevent and minimize the con-
sequences of a release due to third 
party damage. Enhanced measures to 

an existing damage prevention pro-
gram include, at a minimum— 

(i) Using qualified personnel (see 
§ 192.915) for work an operator is con-
ducting that could adversely affect the 
integrity of a covered segment, such as 
marking, locating, and direct super-
vision of known excavation work. 

(ii) Collecting in a central database 
information that is location specific on 
excavation damage that occurs in cov-
ered and non covered segments in the 
transmission system and the root 
cause analysis to support identification 
of targeted additional preventative and 
mitigative measures in the high con-
sequence areas. This information must 
include recognized damage that is not 
required to be reported as an incident 
under part 191. 

(iii) Participating in one-call systems 
in locations where covered segments 
are present. 

(iv) Monitoring of excavations con-
ducted on covered pipeline segments by 
pipeline personnel. If an operator finds 
physical evidence of encroachment in-
volving excavation that the operator 
did not monitor near a covered seg-
ment, an operator must either exca-
vate the area near the encroachment or 
conduct an above ground survey using 
methods defined in NACE SP0502–2008 
(incorporated by reference, see § 192.7). 
An operator must excavate, and reme-
diate, in accordance with ANSI/ASME 
B31.8S and § 192.933 any indication of 
coating holidays or discontinuity war-
ranting direct examination. 

(2) Outside force damage. If an oper-
ator determines that outside force (e.g., 
earth movement, floods, unstable sus-
pension bridge) is a threat to the integ-
rity of a covered segment, the operator 
must take measures to minimize the 
consequences to the covered segment 
from outside force damage. These 
measures include, but are not limited 
to, increasing the frequency of aerial, 
foot or other methods of patrols, add-
ing external protection, reducing exter-
nal stress, and relocating the line. 

(c) Automatic shut-off valves (ASV) or 
Remote control valves (RCV). If an oper-
ator determines, based on a risk anal-
ysis, that an ASV or RCV would be an 
efficient means of adding protection to 
a high consequence area in the event of 
a gas release, an operator must install 
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