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AUTHORITY: 49 U.S.C. 20102–20103, 20107, 
20133, 20141, 20301–20303, 20306, 21301–21302, 
21304; 28 U.S.C. 2461, note; and 49 CFR 1.49. 

SOURCE: 66 FR 4193, Jan. 17, 2001, unless 
otherwise noted. 

Subpart A—General 
§ 232.1 Scope. 

(a) This part prescribes Federal safe-
ty standards for freight and other non- 
passenger train brake systems and 
equipment. Subpart E of this part pre-
scribes Federal safety standards not 
only for freight and other non-pas-
senger train brake systems and equip-
ment, but also for passenger train 
brake systems. This part does not re-
strict a railroad from adopting or en-
forcing additional or more stringent re-
quirements not inconsistent with this 
part. 

(b) Except as otherwise specifically 
provided in this paragraph or in this 
part, railroads to which this part ap-
plies shall comply with all the require-
ments contained in subparts A through 
C and subpart F of this part beginning 
on April 1, 2004. Sections 232.1 through 
232.13 and 232.17 through 232.21 of this 
part will become applicable to all rail-
roads to which this part applies begin-
ning on May 31, 2001. Subpart D of this 
part will become applicable to all rail-
roads to which this part applies begin-
ning on August 1, 2001. Subpart E of 
this part will become applicable to all 
trains operating on track which is part 
of the general railroad system of trans-
portation beginning on May 31, 2001. 

(c) A railroad may request earlier ap-
plication of the requirements con-
tained in subparts A through C and 
subpart F of this part upon written no-
tification to FRA’s Associate Adminis-
trator for Safety. Such a request shall 
indicate the railroad’s readiness and 
ability to comply with all of the re-
quirements contained in those sub-
parts. 

(d) Except for operations identified in 
§ 232.3(c)(1), (c)(4), and (c)(6) through 
(c)(8), all railroads which are part of 
the general railroad system of trans-
portation shall operate pursuant to the 
requirements contained in this part 232 
as it existed on May 31, 2001 and in-
cluded as appendix B to this part until 
they are either required to operate pur-

suant to the requirements contained in 
this part or the requirements con-
tained in part 238 of this chapter or 
they elect to comply earlier than oth-
erwise required with the requirements 
contained in this part or the require-
ments contained in part 238 of this 
chapter. 

[66 FR 4193, Jan. 17, 2001, as amended at 66 
FR 9906, Feb. 12, 2001] 

§ 232.3 Applicability. 

(a) Except as provided in paragraphs 
(b) and (c) of this section, this part ap-
plies to all railroads that operate 
freight or other non-passenger train 
service on standard gage track which is 
part of the general railroad system of 
transportation. This includes the oper-
ation of circus trains and private cars 
when hauled on such railroads. 

(b) Subpart E of this part, ‘‘End-of- 
Train Devices,’’ applies to all trains op-
erating on track which is part of the 
general railroad system of transpor-
tation unless specifically excepted in 
that subpart. 

(c) Except as provided in § 232.1(d) and 
paragraph (b) of this section, this part 
does not apply to: 

(1) A railroad that operates only on 
track inside an installation that is not 
part of the general railroad system of 
transportation. 

(2) Intercity or commuter passenger 
train operations on standard gage 
track which is part of the general rail-
road system of transportation; 

(3) Commuter or other short-haul rail 
passenger train operations in a metro-
politan or suburban area (as described 
by 49 U.S.C. 20102(1)), including public 
authorities operating passenger train 
service; 

(4) Rapid transit operations in an 
urban area that are not connected with 
the general railroad system of trans-
portation; 

(5) Tourist, scenic, historic, or excur-
sion operations, whether on or off the 
general railroad system; 

(6) Freight and other non-passenger 
trains of four-wheel coal cars; 

(7) Freight and other non-passenger 
trains of eight-wheel standard logging 
cars if the height of each car from the 
top of the rail to the center of the cou-
pling is not more than 25 inches; or 
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(8) A locomotive used in hauling a 
train referred to in paragraph (c)(7) of 
this subsection when the locomotive 
and cars of the train are used only to 
transport logs. 

(d) The provisions formerly contained 
in Interstate Commerce Commission 
Order 13528, of May 30, 1945, as amend-
ed, now revoked, are codified in this 
paragraph. This part is not applicable 
to the following equipment: 

(1) Scale test weight cars. 
(2) Locomotive cranes, steam shovels, 

pile drivers, and machines of similar 
construction, and maintenance ma-
chines built prior to September 21, 1945. 

(3) Export, industrial, and other cars 
not owned by a railroad which are not 
to be used in service, except for move-
ment as shipments on their own wheels 
to given destinations. Such cars shall 
be properly identified by a card at-
tached to each side of the car, signed 
by the shipper, stating that such move-
ment is being made under the author-
ity of this paragraph. 

(4) Industrial and other than rail-
road-owned cars which are not to be 
used in service except for movement 
within the limits of a single switching 
district (i.e., within the limits of an in-
dustrial facility). 

(5) Narrow-gage cars. 
(6) Cars used exclusively in switching 

operations and not used in train move-
ments within the meaning of the Fed-
eral safety appliance laws (49 U.S.C. 
20301–20306). 

§ 232.5 Definitions. 
The definitions in this section are in-

tended to clarify the meaning of terms 
used in this part as it becomes applica-
ble pursuant to § 232.1(b) and (c). 

AAR means the Association of Amer-
ican Railroads. 

Air brake means a combination of de-
vices operated by compressed air, ar-
ranged in a system, and controlled 
manually, electrically, electronically, 
or pneumatically, by means of which 
the motion of a railroad car or loco-
motive is retarded or arrested. 

Air Flow Indicator, AFM means a spe-
cific air flow indicator required by the 
air flow method of qualifying train air 
brakes (AFM). The AFM Air Flow Indi-
cator is a calibrated air flow measuring 
device which is clearly visible and leg-

ible in daylight and darkness from the 
engineer’s normal operating position. 
The indicator face displays: 

(1) Markings from 10 cubic feet per 
minute (CFM) to 80 CFM, in incre-
ments of 10 CFM or less; and 

(2) Numerals indicating 20, 40, 60, and 
80 CFM for continuous monitoring of 
air flow. 

Bind means restrict the intended 
movement of one or more brake system 
components by reduced clearance, by 
obstruction, or by increased friction. 

Brake, dynamic means a train braking 
system whereby the kinetic energy of a 
moving train is used to generate elec-
tric current at the locomotive traction 
motors, which is then dissipated 
through resistor grids or into the cat-
enary or third rail system. 

Brake, effective means a brake that is 
capable of producing its nominally de-
signed retarding force on the train. A 
car’s air brake is not considered effec-
tive if it is not capable of producing its 
nominally designed retarding force or 
if its piston travel exceeds: 

(1) 101⁄2 inches for cars equipped with 
nominal 12-inch stroke brake cylinders; 
or 

(2) The piston travel limit indicated 
on the stencil, sticker, or badge plate 
for that brake cylinder. 

Brake, hand means a brake that can 
be applied and released by hand to pre-
vent or retard the movement of a loco-
motive. 

Brake indicator means a device which 
indicates the brake application range 
and indicates whether brakes are ap-
plied and released. 

Brake, inoperative means a primary 
brake that, for any reason, no longer 
applies or releases as intended. 

Brake, inoperative dynamic means a 
dynamic brake that, for any reason, no 
longer provides its designed retarding 
force on the train. 

Brake, parking means a brake that 
can be applied by means other than by 
hand, such as spring, hydraulic, or air 
pressure when the brake pipe air is de-
pleted, or by an electrical motor. 

Brake pipe means the system of pip-
ing (including branch pipes, angle 
cocks, cutout cocks, dirt collectors, 
hoses, and hose couplings) used for con-
necting locomotives and all railroad 
cars for the passage of compressed air. 
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Brake, primary means those compo-
nents of the train brake system nec-
essary to stop the train within the sig-
nal spacing distance without thermal 
damage to friction braking surfaces. 

Brake, secondary means those compo-
nents of the train brake system which 
develop supplemental brake retarding 
force that is not needed to stop the 
train within signal spacing distances or 
to prevent thermal damage to wheels. 

Car control device (CCD) means an 
electronic control device that replaces 
the function of the conventional pneu-
matic service and emergency portions 
of a car’s air brake control valve dur-
ing electronic braking and provides for 
electronically controlled service and 
emergency brake applications. 

Dual mode ECP brake system means an 
ECP brake system that is equipped 
with either an emulator CCD or an 
overlay ECP brake system on each car 
which can be operated in either ECP 
brake mode or conventional pneumatic 
brake mode. 

ECP means ‘‘electronically con-
trolled pneumatic’’ when applied to a 
brake or brakes. 

ECP brake mode means operating a 
car or an entire train using an ECP 
brake system. 

ECP brake system means a train power 
braking system actuated by com-
pressed air and controlled by electronic 
signals from the locomotive or an ECP– 
EOT to the cars in the consist for serv-
ice and emergency applications in 
which the brake pipe is used to provide 
a constant supply of compressed air to 
the reservoirs on each car but does not 
convey braking signals to the car. ECP 
brake systems include dual mode and 
stand-alone ECP brake systems. 

ECP–EOT device means an end-of- 
train device for an ECP brake system 
that is physically the last network 
node in the train, pneumatically and 
electrically connected at the end of the 
train to the train line cable operating 
with an ECP brake system. 

Emergency application means an irre-
trievable brake application resulting in 
the maximum retarding force available 
from the train brake system. 

Emulator CCD means a CCD that is 
capable of optionally emulating the 
function of the pneumatic control 

valve while in a conventionally braked 
train. 

End-of-train device, one-way means 
two pieces of equipment linked by 
radio that meet the requirements of 
§ 232.403. 

End-of-train device, two-way means 
two pieces of equipment linked by 
radio that meet the requirements of 
§§ 232.403 and 232.405. 

Foul means any condition which re-
stricts the intended movement of one 
or more brake system components be-
cause the component is snagged, entan-
gled, or twisted. 

Freight car means a vehicle designed 
to carry freight, or railroad personnel, 
by rail and a vehicle designed for use in 
a work or wreck train or other non- 
passenger train. 

Initial terminal means the location 
where a train is originally assembled. 

Locomotive means a piece of railroad 
on-track equipment, other than hi-rail, 
specialized maintenance, or other simi-
lar equipment, which may consist of 
one or more units operated from a sin-
gle control stand— 

(1) With one or more propelling mo-
tors designed for moving other railroad 
equipment; 

(2) With one or more propelling mo-
tors designed to transport freight or 
passenger traffic or both; or 

(3) Without propelling motors but 
with one or more control stands. 

Locomotive cab means that portion of 
the superstructure designed to be occu-
pied by the crew operating the loco-
motive. 

Locomotive, controlling means the lo-
comotive from which the engineer ex-
ercises control over the train. 

Off air means not connected to a con-
tinuous source of compressed air of at 
least 60 pounds per square inch (psi). 

Ordered date or date ordered means the 
date on which notice to proceed is 
given by a procuring railroad to a con-
tractor or supplier for new equipment. 

Overlay ECP brake system means a 
brake system that has both conven-
tional pneumatic brake valves and ECP 
brake components, making it capable 
of operating as either a conventional 
pneumatic brake system or an ECP 
brake system. This brake system can 
operate in either a conventionally 
braked train using the conventional 
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pneumatic control valve or in an ECP 
braked train using the ECP brake sys-
tem’s CCD. 

Piston travel means the amount of lin-
ear movement of the air brake hollow 
rod (or equivalent) or piston rod when 
forced outward by movement of the 
piston in the brake cylinder or actu-
ator and limited by the brake shoes 
being forced against the wheel or disc. 

Pre-revenue service acceptance testing 
plan means a document, as further 
specified in § 232.505, prepared by a rail-
road that explains in detail how pre- 
revenue service tests of certain equip-
ment demonstrate that the equipment 
meets Federal safety standards and the 
railroad’s own safety design require-
ments. 

Previously tested equipment means 
equipment that has received a Class I 
brake test pursuant to § 232.205 and has 
not been off air for more than four 
hours. 

Primary responsibility means the task 
that a person performs at least 50 per-
cent of the time. The totality of the 
circumstances will be considered on a 
case-by-case basis in circumstances 
where an individual does not spend 50 
percent of the day engaged in any one 
readily identifiable type of activity. 

Qualified mechanical inspector means a 
qualified person who has received, as a 
part of the training, qualification, and 
designation program required under 
§ 232.203, instruction and training that 
includes ‘‘hands-on’’ experience (under 
appropriate supervision or apprentice-
ship) in one or more of the following 
functions: troubleshooting, inspection, 
testing, maintenance or repair of the 
specific train brake components and 
systems for which the person is as-
signed responsibility. This person shall 
also possess a current understanding of 
what is required to properly repair and 
maintain the safety-critical brake 
components for which the person is as-
signed responsibility. Further, the 
qualified mechanical inspector shall be 
a person whose primary responsibility 
includes work generally consistent 
with the functions listed in this defini-
tion. 

Qualified person means a person who 
has received, as a part of the training, 
qualification, and designation program 
required under § 232.203, instruction and 

training necessary to perform one or 
more functions required under this 
part. The railroad is responsible for de-
termining that the person has the 
knowledge and skills necessary to per-
form the required function for which 
the person is assigned responsibility. 
The railroad determines the qualifica-
tions and competencies for employees 
designated to perform various func-
tions in the manner set forth in this 
part. Although the rule uses the term 
‘‘qualified person’’ to describe a person 
responsible for performing various 
functions required under this part, a 
person may be deemed qualified to per-
form some functions but not qualified 
to perform other functions. For exam-
ple, although a person may be deemed 
qualified to perform the Class II/inter-
mediate brake test required by this 
part, that same person may or may not 
be deemed qualified to perform the 
Class I/initial Terminal brake test or 
authorize the movement of defective 
equipment under this part. The rail-
road will determine the required func-
tions for which an individual will be 
deemed a ‘‘qualified person’’ based 
upon the instruction and training the 
individual has received pursuant to 
§ 232.203 concerning a particular func-
tion. 

Railroad means any form of non-high-
way ground transportation that runs 
on rails or electromagnetic guideways, 
including: 

(1) Commuter or short-haul railroad 
passenger service in a metropolitan or 
suburban area and commuter railroad 
service that was operated by the Con-
solidated Rail Corporation on January 
1, 1979; and 

(2) High speed ground transportation 
systems that connect metropolitan 
areas, without regard to whether those 
systems use new technologies not asso-
ciated with traditional railroads. The 
term ‘‘railroad’’ is also intended to 
mean a person that provides transpor-
tation by railroad, whether directly or 
by contracting out operation of the 
railroad to another person. The term 
does not include rapid transit oper-
ations in an urban area that are not 
connected to the general railroad sys-
tem of transportation. 

Rebuilt equipment means equipment 
that has undergone overhaul identified 
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by the railroad as a capital expense 
under the Surface Transportation 
Board’s accounting standards. 

Refresher training means periodic re-
training required for employees or con-
tractors to remain qualified to perform 
specific equipment troubleshooting, in-
spection, testing, maintenance, or re-
pair functions. 

Respond as intended means to produce 
the result that a device or system is 
designed to produce. 

‘‘Roll-by’’ inspection means an inspec-
tion performed while equipment is 
moving. 

Service application means a brake ap-
plication that results from one or more 
service reductions or the equivalent. 

Service reduction means a decrease in 
brake pipe pressure, usually from 5 to 
25 psi at a rate sufficiently rapid to 
move the operating valve to service po-
sition, but at a rate not rapid enough 
to move the operating valve to emer-
gency position. 

Solid block of cars means two or more 
freight cars coupled together and added 
to or removed from a train as a single 
unit. 

Stand-alone CCD means a CCD that 
can operate properly only in a train op-
erating in ECP brake mode and cannot 
operate in a conventional pneumati-
cally braked train. 

Stand-alone ECP brake system means a 
brake system equipped with a CCD that 
can only operate the brakes on the car 
in ECP brake mode. 

State inspector means an inspector of 
a participating State rail safety pro-
gram under part 212 of this chapter. 

Switch Mode means a mode of oper-
ation of the ECP brake system that al-
lows operation of that train at 20 miles 
per hour or less when the train’s ECP– 
EOT device is not communicating with 
the lead locomotive’s HEU, the train is 
separated during road switching oper-
ations, or the ECP brake system has 
stopped the train because the percent-
age of operative brakes fell below 85%. 
Many of the ECP brake system’s fault 
detection/response procedures are sus-
pended during Switch Mode. 

Switching service means the classifica-
tion of freight cars according to com-
modity or destination; assembling of 
cars for train movements; changing the 
position of cars for purposes of loading, 

unloading, or weighing; placing of loco-
motives and cars for repair or storage; 
or moving of rail equipment in connec-
tion with work service that does not 
constitute a train movement. 

Tourist, scenic, historic, or excursion 
operations are railroad operations that 
carry passengers, often using anti-
quated equipment, with the convey-
ance of the passengers to a particular 
destination not being the principal pur-
pose. 

Train means one or more locomotives 
coupled with one or more freight cars, 
except during switching service. 

Train line means the brake pipe or 
any non-pneumatic system used to 
transmit the signal that controls the 
locomotive and freight car brakes. 

Train line cable is a two-conductor 
electric wire spanning the train and 
carrying both electrical power to oper-
ate all CCDs and ECP–EOT devices and 
communications network signals. 

Train, unit or train, cycle means a 
train that, except for the changing of 
locomotive power or for the removal or 
replacement of defective equipment, 
remains coupled as a consist and oper-
ates in a continuous loop or continuous 
loops without destination. 

Transfer train means a train that 
travels between a point of origin and a 
point of final destination not exceeding 
20 miles. Such trains may pick up or 
deliver freight equipment while en 
route to destination. 

Yard air means a source of com-
pressed air other than from a loco-
motive. 

Yard limits means a system of tracks, 
not including main tracks and sidings, 
used for classifying cars, making-up 
and inspecting trains, or storing cars 
and equipment. 

[66 FR 4193, Jan. 17, 2001, as amended at 67 
FR 17580, Apr. 10, 2002; 73 FR 61552, Oct. 16, 
2008] 

§ 232.7 Waivers. 

(a) Any person subject to a require-
ment of this part may petition the Ad-
ministrator for a waiver of compliance 
with such requirement. The filing of 
such a petition does not affect that 
person’s responsibility for compliance 
with that requirement while the peti-
tion is being considered. 
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(b) Each petition for waiver must be 
filed in the manner and contain the in-
formation required by part 211 of this 
chapter. 

(c) If the Administrator finds that a 
waiver of compliance is in the public 
interest and is consistent with railroad 
safety, the Administrator may grant 
the waiver subject to any conditions 
the Administrator deems necessary. If 
a waiver is granted, the Administrator 
publishes a notice in the FEDERAL REG-
ISTER containing the reasons for grant-
ing the waiver. 

§ 232.9 Responsibility for compliance. 
(a) A railroad subject to this part 

shall not use, haul, permit to be used 
or hauled on its line, offer in inter-
change, or accept in interchange any 
train, railroad car, or locomotive with 
one or more conditions not in compli-
ance with this part; however, a railroad 
shall not be liable for a civil penalty 
for such action if such action is in ac-
cordance with § 232.15. For purposes of 
this part, a train, railroad car, or loco-
motive will be considered in use prior 
to departure but after it has received, 
or should have received, the inspection 
required for movement and is deemed 
ready for service. 

(b) Although many of the require-
ments of this part are stated in terms 
of the duties of a railroad, when any 
person performs any function required 
by this part, that person (whether or 
not a railroad) is required to perform 
that function in accordance with this 
part. 

(c) Any person performing any func-
tion or task required by this part shall 
be deemed to have consented to FRA 
inspection of the person’s operation to 
the extent necessary to determine 
whether the function or task is being 
performed in accordance with the re-
quirements of this part. 

§ 232.11 Penalties. 
(a) Any person (including but not 

limited to a railroad; any manager, su-
pervisor, official, or other employee or 
agent of a railroad; any owner, manu-
facturer, lessor, or lessee of railroad 
equipment, track, or facilities; any em-
ployee of such owner, manufacturer, 
lessor, lessee, or independent con-
tractor) who violates any requirement 

of this part or causes the violation of 
any such requirement is subject to a 
civil penalty of at least $650, but not 
more than $25,000 per violation, except 
that: Penalties may be assessed against 
individuals only for willful violations, 
and, where a grossly negligent viola-
tion or a pattern of repeated violations 
has created an imminent hazard of 
death or injury to persons, or has 
caused death or injury, a penalty not 
to exceed $100,000 per violation may be 
assessed. Each day a violation con-
tinues shall constitute a separate of-
fense. Appendix A to this part contains 
a schedule of civil penalty amounts 
used in connection with this rule. 

(b) Any person who knowingly and 
willfully falsifies a record or report re-
quired by this part is subject to crimi-
nal penalties under 49 U.S.C. 21311. 

[66 FR 4193, Jan. 17, 2001, as amended at 69 
FR 30594, May 28, 2004; 72 FR 51197, Sept. 6, 
2007; 73 FR 79703, Dec. 30, 2008] 

§ 232.13 Preemptive effect. 

(a) Under 49 U.S.C. 20106, issuance of 
the regulations in this part preempts 
any State law, rule, regulation, order 
or standard covering the same subject 
matter, except for a provision nec-
essary to eliminate or reduce a local 
safety hazard if that provision is not 
incompatible with this part and does 
not impose an undue burden on inter-
state commerce. Nothing in this para-
graph shall be construed to preempt an 
action under State law seeking dam-
ages for personal injury, death, or 
property damage alleging that a party 
has failed to comply with the Federal 
standard of care established by this 
part, has failed to comply with its own 
plan, rule, or standard that it created 
pursuant to this part, or has failed to 
comply with a State law, regulation, or 
order that is not incompatible with the 
first sentence of this paragraph. 

(b) Preemption should also be consid-
ered pursuant to the Locomotive Boiler 
Inspection Act (now codified at 49 
U.S.C. 20701–20703), the Safety Appli-
ance Acts (now codified at 49 U.S.C. 
20301–20304), and the Commerce Clause 
based on the relevant case law per-
taining to preemption under those pro-
visions. 
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(c) FRA does not intend by issuance 
of the regulations in this part to pre-
empt provisions of State criminal law 
that impose sanctions for reckless con-
duct that leads to actual loss of life, in-
jury, or damage to property, whether 
such provisions apply specifically to 
railroad employees or generally to the 
public at large. 

[66 FR 4193, Jan. 17, 2001, as amended at 73 
FR 61552, Oct. 16, 2008] 

§ 232.15 Movement of defective equip-
ment. 

(a) General provision. Except as pro-
vided in paragraph (c) of this section, a 
railroad car or locomotive with one or 
more conditions not in compliance 
with this part may be used or hauled 
without civil penalty liability under 
this part only if all of the following 
conditions are met: 

(1) The defective car or locomotive is 
properly equipped in accordance with 
the applicable provisions of 49 U.S.C. 
chapter 203 and the requirements of 
this part. 

(2) The car or locomotive becomes de-
fective while it is being used by the 
railroad on its line or becomes defec-
tive on the line of a connecting rail-
road and is properly accepted in inter-
change for repairs in accordance with 
paragraph (a)(7) of this section. 

(3) The railroad first discovers the de-
fective condition of the car or loco-
motive prior to moving it for repairs. 

(4) The movement of the defective 
car or locomotive for repairs is from 
the location where the car or loco-
motive is first discovered defective by 
the railroad. 

(5) The defective car or locomotive 
cannot be repaired at the location 
where the railroad first discovers it to 
be defective. 

(6) The movement of the car or loco-
motive is necessary to make repairs to 
the defective condition. 

(7) The location to which the car or 
locomotive is being taken for repair is 
the nearest available location where 
necessary repairs can be performed on 
the line of the railroad where the car 
or locomotive was first found to be de-
fective or is the nearest available loca-
tion where necessary repairs can be 
performed on the line of a connecting 
railroad if: 

(i) The connecting railroad elects to 
accept the defective car or locomotive 
for such repair; and 

(ii) The nearest available location 
where necessary repairs can be per-
formed on the line of the connecting 
railroad is no farther than the nearest 
available location where necessary re-
pairs can be performed on the line of 
the railroad where the car or loco-
motive was found defective. 

(8) The movement of the defective 
car or locomotive for repairs is not by 
a train required to receive a Class I 
brake test at that location pursuant to 
§ 232.205. 

(9) The movement of the defective 
car or locomotive for repairs is not in 
a train in which less than 85 percent of 
the cars have operative and effective 
brakes. 

(10) The defective car or locomotive 
is tagged, or information is recorded, 
as prescribed in paragraph (b) of this 
section. 

(11) Except for cars or locomotives 
with brakes cut out en route, the fol-
lowing additional requirements are 
met: 

(i) A qualified person shall deter-
mine— 

(A) That it is safe to move the car or 
locomotive; and 

(B) The maximum safe speed and 
other restrictions necessary for safely 
conducting the movement. 

(ii) The person in charge of the train 
in which the car or locomotive is to be 
moved shall be notified in writing and 
inform all other crew members of the 
presence of the defective car or loco-
motive and the maximum speed and 
other restrictions determined under 
paragraph (a)(11)(i)(B) of this section. 
A copy of the tag or card described in 
paragraph (b) of this section may be 
used to provide the notification re-
quired by this paragraph. 

(iii) The defective car or locomotive 
is moved in compliance with the max-
imum speed and other restrictions de-
termined under paragraph (a)(11)(i)(B) 
of this section. 

(12) The defective car or locomotive 
is not subject to a Special Notice for 
Repair under part 216 of this chapter, 
unless the movement of the defective 
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car is made in accordance with the re-
strictions contained in the Special No-
tice. 

(b) Tagging of defective equipment. (1) 
At the place where the railroad first 
discovers the defect, a tag or card shall 
be placed on both sides of the defective 
equipment, except that defective loco-
motives may have the tag or card 
placed in the cab of the locomotive. In 
lieu of a tag or card, an automated 
tracking system approved for use by 
FRA shall be provided. The tag, card, 
or automated tracking system shall 
contain the following information 
about the defective equipment: 

(i) The reporting mark and car or lo-
comotive number; 

(ii) The name of the inspecting rail-
road; 

(iii) The name and job title of the in-
spector; 

(iv) The inspection location and date; 
(v) The nature of each defect; 
(vi) A description of any movement 

restrictions; 
(vii) The destination where the equip-

ment will be repaired; and 
(viii) The signature, or electronic 

identification, of the person reporting 
the defective condition. 

(2) The tag or card required by para-
graph (b)(1) of this section shall remain 
affixed to the defective equipment 
until the necessary repairs have been 
performed. 

(3) An electronic or written record or 
a copy of each tag or card attached to 
or removed from a car or locomotive 
shall be retained for 90 days and, upon 
request, shall be made available within 
15 calendar days for inspection by FRA 
or State inspectors. 

(4) Each tag or card removed from a 
car or locomotive shall contain the 
date, location, reason for its removal, 
and the signature of the person who re-
moved it from the piece of equipment. 

(5) Any automated tracking system 
approved by FRA to meet the tagging 
requirements contained in paragraph 
(b)(1) of this section shall be capable of 
being reviewed and monitored by FRA 
at any time to ensure the integrity of 
the system. FRA’s Associate Adminis-
trator for Safety may prohibit or re-
voke a railroad’s authority to utilize 
an approved automated tracking sys-
tem in lieu of tagging if FRA finds that 

the automated tracking system is not 
properly secure, is inaccessible to FRA 
or a railroad’s employees, or fails to 
adequately track and monitor the 
movement of defective equipment. 
FRA will record such a determination 
in writing, include a statement of the 
basis for such action, and provide a 
copy of the document to the railroad. 

(c) Movement for unloading or purging 
of defective cars. If a defective car is 
loaded with a hazardous material or 
contains residue of a hazardous mate-
rial, the car may not be placed for un-
loading or purging unless unloading or 
purging is consistent with determina-
tions made and restrictions imposed 
under paragraph (a)(11)(i) of this sec-
tion and the unloading or purging is 
necessary for the safe repair of the car. 

(d) Computation of percent operative 
power brakes. (1) The percentage of op-
erative power brakes in a train shall be 
based on the number of control valves 
in the train. The percentage shall be 
determined by dividing the number of 
control valves that are cut-in by the 
total number of control valves in the 
train. A control valve shall not be con-
sidered cut-in if the brakes controlled 
by that valve are inoperative. Both 
cars and locomotives shall be consid-
ered when making this calculation. 

(2) The following brake conditions 
not in compliance with this part are 
not considered inoperative power 
brakes for purposes of this section: 

(i) Failure or cutting out of sec-
ondary brake systems; 

(ii) Inoperative or otherwise defec-
tive handbrakes or parking brakes; 

(iii) Piston travel that is in excess of 
the Class I brake test limits required in 
§ 232.205 but that does not exceed the 
outside limits contained on the stencil, 
sticker, or badge plate required by 
§ 232.103(g) for considering the power 
brakes to be effective; and 

(iv) Power brakes overdue for inspec-
tion, testing, maintenance, or sten-
ciling under this part. 

(e) Placement of equipment with inoper-
ative brakes. (1) A freight car or loco-
motive with inoperative brakes shall 
not be placed as the rear car of the 
train. 

(2) No more than two freight cars 
with either inoperative brakes or not 
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equipped with power brakes shall be 
consecutively placed in the same train. 

(3) Multi-unit articulated equipment 
shall not be placed in a train if the 
equipment has more than two consecu-
tive individual control valves cut-out 
or if the brakes controlled by the 
valves are inoperative. 

(f) Guidelines for determining locations 
where necessary repairs can be performed. 
The following guidelines will be consid-
ered by FRA when determining wheth-
er a location is a location where re-
pairs to a car’s brake system or compo-
nents can be performed and whether a 
location is the nearest location where 
the needed repairs can be effectuated. 

(1) The following general factors and 
guidelines will be considered when 
making determinations as to whether a 
location is a location where brake re-
pairs can be performed: 

(i) The accessibility of the location 
to persons responsible for making re-
pairs; 

(ii) The presence of hazardous condi-
tions that affect the ability to safely 
make repairs of the type needed at the 
location; 

(iii) The nature of the repair nec-
essary to bring the car into compli-
ance; 

(iv) The need for railroads to have in 
place an effective means to ensure the 
safe and timely repair of equipment; 

(v) The relevant weather conditions 
at the location that affect accessibility 
or create hazardous conditions; 

(vi) A location need not have the 
ability to effectuate every type of 
brake system repair in order to be con-
sidered a location where some brake re-
pairs can be performed; 

(vii) A location need not be staffed 
continuously in order to be considered 
a location where brake repairs can be 
performed; 

(viii) The ability of a railroad to per-
form repair track brake tests or single 
car tests at a location shall not be con-
sidered; and 

(ix) The congestion of work at a loca-
tion shall not be considered 

(2) The general factors and guidelines 
outlined in paragraph (f)(1) of this sec-
tion should be applied to the following 
locations: 

(i) A location where a mobile repair 
truck is used on a regular basis; 

(ii) A location where a mobile repair 
truck originates or is permanently sta-
tioned; 

(iii) A location at which a railroad 
performs mechanical repairs other 
than brake system repairs; and 

(iv) A location that has an operative 
repair track or repair shop; 

(3) In determining whether a location 
is the nearest location where the nec-
essary brake repairs can be made, the 
distance to the location is a key factor 
but should not be considered the deter-
mining factor. The distance to a loca-
tion must be considered in conjunction 
with the factors and guidance outlined 
in paragraphs (f)(1) and (f)(2) of this 
section. In addition, the following safe-
ty factors must be considered in order 
to optimize safety: 

(i) The safety of the employees re-
sponsible for getting the equipment to 
or from a particular location; and 

(ii) The potential safety hazards in-
volved with moving the equipment in 
the direction of travel necessary to get 
the equipment to a particular location. 

(g) Designation of repair locations. 
Based on the guidance detailed in para-
graph (f) of this section and consistent 
with other requirements contained in 
this part, a railroad may submit a de-
tailed petition, pursuant to the special 
approval procedures contained in 
§ 232.17, containing a plan designating 
locations where brake system repairs 
will be performed. Approval of such 
plans shall be made accordance with 
the procedures contained in § 232.17, 
and shall be subject to any modifica-
tions determined by FRA to be nec-
essary to ensure consistency with the 
requirements and guidance contained 
in this part. 

[66 FR 4193, Jan. 17, 2001, as amended at 67 
FR 17580, Apr. 10, 2002] 

§ 232.17 Special approval procedure. 
(a) General. The following procedures 

govern consideration and action upon 
requests for special approval of a plan 
under § 232.15(g); an alternative stand-
ard under § 232.305, § 232.603, or a single 
car test procedure under § 232.611; and 
pre-revenue service acceptance testing 
plans under subpart F of this part. 

(b) Petitions for special approval of an 
alternative standard or test procedure. 
Each petition for special approval of a 

VerDate Mar<15>2010 14:14 Nov 15, 2011 Jkt 223217 PO 00000 Frm 00632 Fmt 8010 Sfmt 8010 Q:\49\49V4.TXT ofr150 PsN: PC150



623 

Federal Railroad Administration, DOT § 232.17 

plan under § 232.15(g); an alternative 
standard under § 232.305 or § 232.603; or a 
single car test procedure under § 232.611 
shall contain: 

(1) The name, title, address, and tele-
phone number of the primary person to 
be contacted with regard to review of 
the petition; 

(2) The plan, alternative standard, or 
test procedure proposed, in detail, to be 
submitted for or to meet the particular 
requirement of this part; 

(3) Appropriate data or analysis, or 
both, for FRA to consider in deter-
mining whether the plan, alternative 
standard, or test procedure, will be 
consistent with the guidance under 
§ 232.15(f), if applicable, and will provide 
at least an equivalent level of safety or 
otherwise meet the requirements con-
tained in this part; and 

(4) A statement affirming that the 
railroad has served a copy of the peti-
tion on designated representatives of 
its employees, together with a list of 
the names and addresses of the persons 
served. 

(c) Petitions for special approval of pre- 
revenue service acceptance testing plan. 
Each petition for special approval of a 
pre-revenue service acceptance testing 
plan shall contain: 

(1) The name, title, address, and tele-
phone number of the primary person to 
be contacted with regard to review of 
the petition; and 

(2) The elements prescribed in 
§ 232.505. 

(d) Service. (1) Each petition for spe-
cial approval under paragraph (b) or (c) 
of this section shall be submitted to 
the Associate Administrator for Safe-
ty, Federal Railroad Administration, 
1200 New Jersey Avenue, SE., Wash-
ington, DC 20590. 

(2) Service of each petition for spe-
cial approval of a plan or an alter-
native standard submitted under para-
graph (b) of this section shall be made 
on the following: 

(i) Designated representatives of the 
employees of the railroad submitting a 
plan pursuant to § 232.15(g) or des-
ignated representatives of the employ-
ees responsible for the equipment’s op-
eration, inspection, testing, and main-
tenance under this part; 

(ii) Any organizations or bodies that 
either issued the standard incorporated 

in the section(s) of the rule to which 
the special approval pertains or issued 
the alternative standard that is pro-
posed in the petition; and 

(iii) Any other person who has filed 
with FRA a current statement of inter-
est in reviewing special approvals 
under the particular requirement of 
this part at least 30 days but not more 
than 5 years prior to the filing of the 
petition. If filed, a statement of inter-
est shall be filed with FRA’s Associate 
Administrator for Safety and shall ref-
erence the specific section(s) of this 
part in which the person has an inter-
est. 

(e) Federal Register notice. FRA will 
publish a notice in the FEDERAL REG-
ISTER concerning each petition under 
paragraph (b) of this section. 

(f) Comment. Not later than 30 days 
from the date of publication of the no-
tice in the FEDERAL REGISTER con-
cerning a petition under paragraph (b) 
of this section, any person may com-
ment on the petition. 

(1) A comment shall set forth specifi-
cally the basis upon which it is made, 
and contain a concise statement of the 
interest of the commenter in the pro-
ceeding. 

(2) The comment shall be submitted 
to the Associate Administrator for 
Safety, Federal Railroad Administra-
tion, 1200 New Jersey Avenue, SE., 
Washington, DC 20590. 

(3) The commenter shall certify that 
a copy of the comment was served on 
each petitioner. 

(g) Disposition of petitions. (1) If FRA 
finds that the petition complies with 
the requirements of this section and 
that the proposed plan under § 232.15(g), 
the alternative standard, or the pre- 
revenue service plan is acceptable and 
justified, the petition will be granted, 
normally within 90 days of its receipt. 
If the petition is neither granted nor 
denied within 90 days, the petition re-
mains pending for decision. FRA may 
attach special conditions to the ap-
proval of any petition. Following the 
approval of a petition, FRA may re-
open consideration of the petition for 
cause. 

(2) If FRA finds that the petition 
does not comply with the requirements 
of this section and that the proposed 
plan under § 232.15(g), the alternative 
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standard, or the pre-revenue service 
plan is not acceptable or justified, the 
petition will be denied, normally with-
in 90 days of its receipt. 

(3) When FRA grants or denies a peti-
tion, or reopens consideration of the 
petition, written notice is sent to the 
petitioner and other interested parties. 

[66 FR 4193, Jan. 17, 2001, as amended at 67 
FR 17580, Apr. 10, 2002; 73 FR 61552, Oct. 16, 
2008; 74 FR 25174, May 27, 2009] 

§ 232.19 Availability of records. 
Except as otherwise provided, the 

records and plans required by this part 
shall be made available to representa-
tives of FRA and States participating 
under part 212 of this chapter for in-
spection and copying upon request. 

§ 232.21 Information Collection. 
(a) The information collection re-

quirements of this part were reviewed 
by the Office of Management and Budg-
et pursuant to the Paperwork Reduc-
tion Act of 1995 (44 U.S.C. 3501 et seq.) 
and are assigned OMB control number 
2130–0008. 

(b) The information collection re-
quirements are found in the following 
sections: §§ 229.27, 231.31, 232.1, 232.3, 
232.7, 232.11, 232.15, 232.17, 232.103, 
232.105, 232.107, 232.109, 232.111, 232.203, 
232.205, 232.207, 232.209, 232.211, 232.213, 
232.303, 232.307, 232.309, 232.403, 232.405, 
232.407, 232.409, 232.503, 232.505. 

Subpart B—General Requirements 

§ 232.101 Scope. 
This subpart contains general oper-

ating, performance, and design require-
ments for each railroad that operates 
freight or other non-passenger trains 
and for specific equipment used in 
those operations. 

§ 232.103 General requirements for all 
train brake systems. 

(a) The primary brake system of a 
train shall be capable of stopping the 
train with a service application from 
its maximum operating speed within 
the signal spacing existing on the 
track over which the train is oper-
ating. 

(b) If the integrity of the train line of 
a train brake system is broken, the 

train shall be stopped. If a train line 
uses other than solely pneumatic tech-
nology, the integrity of the train line 
shall be monitored by the brake con-
trol system. 

(c) A train brake system shall re-
spond as intended to signals from the 
train line. 

(d) One hundred percent of the brakes 
on a train shall be effective and opera-
tive brakes prior to use or departure 
from any location where a Class I 
brake test is required to be performed 
on the train pursuant to § 232.205. 

(e) A train shall not move if less than 
85 percent of the cars in that train 
have operative and effective brakes. 

(f) Each car in a train shall have its 
air brakes in effective operating condi-
tion unless the car is being moved for 
repairs in accordance with §§ 232.15 and 
232.609. The air brakes on a car are not 
in effective operating condition if its 
brakes are cut-out or otherwise inoper-
ative or if the piston travel exceeds: 

(1) 10 1/2 inches for cars equipped with 
nominal 12-inch stroke brake cylinders; 
or 

(2) The piston travel limits indicated 
on the stencil, sticker, or badge plate 
for the brake cylinder with which the 
car is equipped. 

(g) Except for cars equipped with 
nominal 12-inch stroke (81⁄2 and 10-inch 
diameters) brake cylinders, all cars 
shall have a legible decal, stencil, or 
sticker affixed to the car or shall be 
equipped with a badge plate displaying 
the permissible brake cylinder piston 
travel range for the car at Class I 
brake tests and the length at which the 
piston travel renders the brake ineffec-
tive, if different from Class I brake test 
limits. The decal, stencil, sticker, or 
badge plate shall be located so that it 
may be easily read and understood by a 
person positioned safely beside the car. 

(h) All equipment ordered on or after 
August 1, 2002, or placed in service for 
the first time on or after April 1, 2004, 
shall have train brake systems de-
signed so that an inspector can observe 
from a safe position either the piston 
travel, an accurate indicator which 
shows piston travel, or any other 
means by which the brake system is 
actuated. The design shall not require 
the inspector to place himself or her-
self on, under, or between components 
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