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(a) Vandalism; 
(b) Launching of objects from over-

head bridges or structures into the 
path of trains; and 

(c) Intrusion of vehicles from adja-
cent rights of way. 

§ 213.365 Visual inspections. 

(a) All track shall be visually in-
spected in accordance with the sched-
ule prescribed in paragraph (c) of this 
section by a person designated under 
§ 213.305. 

(b) Each inspection shall be made on 
foot or by riding over the track in a ve-
hicle at a speed that allows the person 
making the inspection to visually in-
spect the track structure for compli-
ance with this part. However, mechan-
ical, electrical, and other track inspec-
tion devices may be used to supplement 
visual inspection. If a vehicle is used 
for visual inspection, the speed of the 
vehicle may not be more than 5 miles 
per hour when passing over track 
crossings and turnouts, otherwise, the 
inspection vehicle speed shall be at the 
sole discretion of the inspector, based 
on track conditions and inspection re-
quirements. When riding over the track 
in a vehicle, the inspection will be sub-
ject to the following conditions— 

(1) One inspector in a vehicle may in-
spect up to two tracks at one time pro-
vided that the inspector’s visibility re-
mains unobstructed by any cause and 
that the second track is not centered 
more than 30 feet from the track upon 
which the inspector is riding; 

(2) Two inspectors in one vehicle may 
inspect up to four tracks at a time pro-
vided that the inspector’s visibility re-
mains unobstructed by any cause and 
that each track being inspected is cen-
tered within 39 feet from the track 
upon which the inspectors are riding; 

(3) Each main track is actually tra-
versed by the vehicle or inspected on 
foot at least once every two weeks, and 
each siding is actually traversed by the 
vehicle or inspected on foot at least 
once every month. On high density 
commuter railroad lines where track 
time does not permit an on track vehi-
cle inspection, and where track centers 
are 15 foot or less, the requirements of 
this paragraph (b)(3) will not apply; 
and 

(4) Track inspection records shall in-
dicate which track(s) are traversed by 
the vehicle or inspected on foot as out-
lined in paragraph (b)(3) of this section. 

(c) Each track inspection shall be 
made in accordance with the following 
schedule— 

Class of 
track Required frequency 

6, 7, and 8 Twice weekly with at least 2 calendar-day’s in-
terval between inspections. 

9 ................ Three times per week. 

(d) If the person making the inspec-
tion finds a deviation from the require-
ments of this part, the person shall im-
mediately initiate remedial action. 

(e) Each switch, turnout, track cross-
ing, and lift rail assemblies on move-
able bridges shall be inspected on foot 
at least weekly. The inspection shall be 
accomplished in accordance with the 
Guidebook required under § 213.353. 

(f) In track Classes 8 and 9, if no train 
traffic operates for a period of eight 
hours, a train shall be operated at a 
speed not to exceed 100 miles per hour 
over the track before the resumption of 
operations at the maximum authorized 
speed. 

[63 FR 34029, June 22, 1998; 63 FR 45959, Aug. 
28, 1998] 

§ 213.367 Special inspections. 

In the event of fire, flood, severe 
storm, temperature extremes or other 
occurrence which might have damaged 
track structure, a special inspection 
shall be made of the track involved as 
soon as possible after the occurrence 
and, if possible, before the operation of 
any train over that track. 

§ 213.369 Inspection records. 

(a) Each owner of track to which this 
part applies shall keep a record of each 
inspection required to be performed on 
that track under this subpart. 

(b) Except as provided in paragraph 
(e) of this section, each record of an in-
spection under § 213.365 shall be pre-
pared on the day the inspection is 
made and signed by the person making 
the inspection. Records shall specify 
the track inspected, date of inspection, 
location and nature of any deviation 
from the requirements of this part, and 
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